
TRD Shift Knob Decal Inserts Installation (TOTA190) 
 
Thank you for your order. Please read the installation instruction completely before applying your vinyl decals. 
 

This installation should take about 15 minutes. Here is what you will need: 
 

Small bowl 
Water 
Dish soap 
Razor blade or tweezers 
Soft towel 
 

Proper cleaning of the surface prior to vinyl application is critical to the success of the decals. Please make sure the 
surface where the decals will be applied is clean and free of dust and oils. 
 

To ensure proper alignment within the recessed letters on the shift knob, we recommend the “wet” application 
method. Apply one decal at a time and be patient! We include four complete sets of letters in the event that you 
make a mistake with any of them. It also helps to work under bright light, such as the flashlight from your 
smartphone. Place it on the edge of the table with the light pointed down towards your lap and apply the decals 
with the knob in your lap. 
 

1. Make a soap solution by filling a small bowl with water and adding a couple of drops of dish soap. 
2. Gently peel the vinyl decal letter from the backing paper using a razor blade or sharp tweezers. I found 

that the razor blade works best. Simply slide the blade under a corner of the letter then press it with your 
finger so that the corner of the decal sticks to the blade. Lift the blade to remove the decals from the 
backing paper. 

3. With the decals stuck to the razor blade or tweezers, dip it into the soap solution. 
4. Dip a finger into the soap solution and touch the letter to pre-moisten it. 
5. Carefully float the vinyl letter over the corresponding stamped letter on the shift knob and gently wiggle 

the razor blade to release the decal from the blade. The soap solution will help move the decal to the 
desired position before the decal adheres to the plastic. Use the towel soak up any excess water.  Nudge 
the decal with the tweezers or dull end of the razor blade into place. Do not press down on the decal until 
it is in the desired position. Once the decal has been completely laid into the recessed letter press it with 
your finger to push the water out, and then blot the letter with the towel. If the letter is not centered it 
cannot be removed without destroying it, which is why I provide four complete sets. 

6. Repeat these steps for the remaining letters. 
 

Please allow 24 hours for the vinyl decals to completely dry and properly adhere to the shift knob. You can use a 
hair dryer to speed up the drying process.  
 

Please don’t hesitate to contact us if you have any about installing these decals.  
 
Rich 
Support@TVDvinyldecals.com 
 


