
Wheel Logo Inlay Decal Installation 
 
Thank you for your order. Please read the installation instruction completely before applying your vinyl decals. 
 

This installation should take about 60 minutes. This can be a challenging installation for some. Just take your time, work in a 
well-lighted area (with no wind!), on a cool surface, and thoroughly understand the steps below before attempting the 
installation. Here is what you will need: 
 

Small Bowl 
Water 
Dish soap 
Soft Towel 
 

Proper cleaning and preparation of the surface prior to vinyl application is critical to the success of the decals. Thoroughly 
clean the surface of the logo with mild soap and water, making sure that all bug guts have been removed. 

 

To ensure proper alignment of the decals over the Toyota logo, you must use the “wet” application method. 
 

1. Make a soap solution by filling a small bowl with water and adding 5-6 drops of dish soap. The soap solution will 
prevent the decal from sticking to itself and your fingers while you work with it. 

2. Dip your finger into the soap solution and “paint” the logo. The water should “sheet” (not bead) over the logo.  
3. With wet fingers gently lift the piece of transfer tape that is attached to the decal/paper. The decal will lift with the 

transfer tape. 
4. While holding the transfer tape, dip the entire decal and tape into the bowl of soap solution. 
5. Very slowly peel the paper back from the decal, using your wet fingers to help separate the decal from the paper. 
6. Place it over the logo, aligning the center portions of the decal over the center portions of the logo. 
7. Nudge the outer ring of the decal over the outer ring of the logo. It does not have to be perfect yet. We will work on 

that part after we align the center. 
8. Nudge the center portion of the decal so it is centered over the badge and blot it with the towel to remove the 

excess moisture. This will help the decal adhere to the badge. Lightly slide your finger across the decal to push out 
the moisture 

9. Anchor the decal with your thumb and gently peel away the pieces of transfer tape.  Do it slowly so the decal does 
not move or stretch. 

10. Gently slide your wet finger over the decal where the transfer tape was to adhere it to the logo. 
11. Now work on the outer ring, nudging it into place until it lays flat. Edges that are lifted slightly will begin to lay flat as 

the decal dries.  Work slowly and dab/reposition the decal as needed to get it centered over the logo. 
12. When you are satisfied with the position of the decal very lightly press it down with your finger, ensuring you do not 

move the decal. Slightly increase finger pressure until all parts of the decal are lying flat on the logo. 
13. Gently dab the decal/logo with the soft towel to remove any access moisture. 

 

Please allow 24 hours for the vinyl decal to completely dry and properly adhere to the wheel. Please do not get them wet 
during this time. 
 

Please don’t hesitate to contact us if you have any questions about installing your decal. 
 
Thank you for your business!! 
 
Rich 
TVDVinylDecals.com 


