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HealthyAir® Ceiling-Mount Air Purifier

• Pre-Filter: Screens large particles

• HEPA Filter: Collect aerosol and ultra-fine particulate 

• Activated Carbon Filter: Adsorb VOCs and odor causing elements

• 10 kV Electrostatic field permeates filter to deactivate microorganisms

Patented eHEPA® Filtration Technology
(enhanced HEPA technology)

• Coanda airflow pattern ensures filtered air is recirculated evenly  

• Aesthetic design keeps space free of floor mounted equipment  

• Over (6) air exchanges per hour per 500 sq. ft room with 10’ ceiling

• Unit may be configured to vent outside via connection to exhaust ducting

• 3 Fan Speeds - 625 cfm measured at inlet on high speed

• Flush-mount in drop-ceiling with minimum of 18” plenum height

• Remote control operation

• Low-maintenance, simple to replace filters (Model HA-SERIES-1219-CM)

System Features

Model No.

HA-CMP-G2-W

Specifications

Voltage

Dimensions

Power

Weight

120 V/ 60 Hz

280 W

24” L x 24” W x 15” H

65 Lbs.

Fan Speed

Inlet Airflow (cfm)

Amperage 

HighMedLow

380 530 625

2.75 A

Color White

Filter Model No.

HA-SERIES-1219-CM


