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HealthyAir® Ceiling-Mount Source Capture Local Exhaust Ventilation System - Quad Station
Model No.:  HA-SCLEV-G1-WQ-C

Replacement Filter Model No.:  HA-FFM-1111

Color:  White

Unit Weight:  74 lbs.

Unit Dimensions: 22 34" L x 12 2
1" W x 13 34" H

Source Capture Inlets: Quad Station (4)  3"Ø Inlets (w/ Optional Shut-Off Damper) 

Inlet Manifold: (6) 18" L, 4"Ø Duct Sections

Extraction Flex Hose: (4) 7' L, 3"Ø or (4) 10' L, 3"Ø

Extraction Hood: 45
8"Ø Circular or 35

8" x 61
8" Rectangular

Outside Vent Exhaust Outlet Port: 5"Ø Outlet Port

Fan Speed High Med Low

Power Consumption (W) 323 285 245

Current (A) 2.78 2.76 2.68

Total Inlet Airflow (Cubic Feet/Min) 456 373 305

Avg. Airflow Per Inlet (Cubic Feet/Min) 114 93 76

Voltage/Frequency: 120V/60 HZ

Hard-wire electrical connection

(4) 58" ID Eyes bolts for suspension of unit in plenum space of drop-down ceiling

Complies with IMC Chapter 4 & 5 Ventilation & Exhaust Code Requirements
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