800W LED PAR TEST 48" Height

549 | 560 | 568 | 567 | 552 | 575 | 556 | 560

567 | 577 | 585 | 587 | 589 | 589 | 574 | 570

556 | 586 | 598 | 602 | 605 | 598 | 578 | 555

547 | 585 | 603 | 608 | 610 | 597 | 574 | 535

542 | 582 | 602 | 608 | 610 | 599 | 578 | 547

549 | 583 | 597 | 602 | 604 | 595 | 580 | 554

540 | 572 | 582 | 585 | 586 | 580 | 568 | 532

511 | 555 | 572 | 565 | 565 | 570 | 549 | 502

1 |
I Aft 1

Average PPFD = 573.88 Max PPFD =




800W LED PAR TEST 36" Height

570 | 598 | 621 | 615 | 612 | 621 | 591 | 584

598 | 628 | 652 | 665 | 668 | 652 | 621 | 602

600 | 650 | 689 | 705 | 707 | 695 | 656 | 610

606 | 663 | 703 | 721 | 723 | 703 | 661 | 594

594 | 658 | 704 | 721 | 725 | 697 | 658 | 604

588 | 643 | 681 | 697 | 707 | 684 | 650 | 610

575 | 615 | 652 | 666 | 673 | 644 | 609 | 558

525 | 596 | 621 | 616 | 640 | 610 | 585 | 523

1 |
I Aft 1

Average PPFD = 639.27 Max PPFD =




800W LED PAR TEST 24" Height

5 e o5 o o2 e 5o |

693

597 | 662 | 695




800W LED PAR TEST 12" Height

o e e e o | 0

651

558 | 613 | 613

| 4ft |

Average PPFD = 907.69 Max PPFD




PPFD umol/m?3/s

Too High (CO2 Needed) 1001
High Growth 751
Regular Growth 501
Low Growth

No Growth

Tests were preformed using Apogee SQ-620 340 - 1040 nm Extended
Range PDF sensor inside a 4.5'x4.5' space. Mylar walls were used to
re-create a typical grow space.




