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WALLPAPER INSTALLATION AND CARE

ACCEPTANCE OF PANELS

In spite of the care taken when checking orders, it is necessary to examine the panels of wallpaper to make certain that 
they comply with the order before cutting and wallpapering. These panels are produced by hand and minor irregularities 
are inherent in any handmade product. Claims will not be accepted for cut yardage. Carefully inspect the installation after 
applying three (3) stripes. Approval should be obtained at this point before proceeding. All claims are at the discretion of 
Sherle Wagner, however, we will not be responsible for any claim beyond the initial three strips. If at any time during the 
installation a discrepancy is discovered, STOP. Contact the designer or manufacturer before proceeding. Any deviation 
from this procedure will negate any claims later filed. No allowances are made for labor under any condition. No returns 
will be accepted without a return authorization. Authorized returns, at the discretion of Sherle Wagner, are subject to a 
restocking charge.

WALL PREPARATION

Sherle Wagner wall covering can be applied to almost any prepared wall surface that is in sound condition: smooth,
clean, dry, free of mildew, grease and stains. If necessary apply a stain killing primer. Old wall paper and calcimine must be 
removed and enamel surfaces should be dulled by sanding. Walls must give a sufficient guarantee of adhesion.

The following are suggestions:
 o Paper hangers having had success in the past with a method which differs would use their discretion and assume full 
responsibility for the installation.

 o Apply a good quality lining paper. Size the walls.
 o When the lining paper has dried, apply panels using a wheat or cellulose paste. The paste should be as thick as 
possible with low water contact. Avoid getting adhesive on the surface of the panels. It may stain and be difficult to 
remove without damaging the paper. Any adhesive that gets on the surface should be immediately blotted up with a 
dry cloth or paper towel. Do Not Rub.

 o Finish cut to length. Pin Prick trapped air bubbles.
 o We do not recommend that this paper be treated with protective coatings.

CLEANING INSTRUCTIONS

Sherle Wagner wallpapers may be wiped clean of light soil using a damp sponge with a mild liquid soap, Do Not Scrub. 
Treat damp spots and stains promptly to make clean up as easy as possible. Blot wet spills with an absorbent cloth or 
polyester sponge. Work from the outside to the center of the stain. Blot the stain with a clean sponge or absorbent cloth.

If a crusty stain has developed, tap the spot to break up the encrustation in order to remove as much as possible prior to 
using soap and water. Chewing gum, candle wax or similar waxy substances may be removed by rubbing the spot quickly 
with ice so that the material becomes brittle and then blot dry. The brittle substances can be picked off the wall covering. 
Follow with mild soap and water if necessary.


