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Our energy-efficient LED twin spot emergency wall light is a 
direct replacement and alternative to traditional halogen style 
emergency twin spot bulkheads.

This non-maintained unit will only illuminate in the event of a 
mains power failure and will remain illuminated for at least 3 
hours with its 405 lumens, it will certainly guide you out of any 
dark areas.

It’s constructed from polycarbonate and has an IP20 rating.

Ponus 3W LED Twin Spot Non 
Maintained Emergency Light

Call today on 0151 420 6000 
email sales@signatureledlighting.co.uk

Specification Sheet

Code

SLLTSNM

  Product    

  3W LED Twin Spot Non Maintained Emergency Light

Colour Temperature

Watts

Guarantee

Emergency Rated Lumen Output 

Surface Brightness                                                                                                  

LEDs

Change Over Time                                                                                

P Rating

Product Size

Operating Temperature

Operating Relative Humidity

Power Factor 

Voltage

Supply Current

Emergency Duration

Battery Specification                        

Fuse

Battery Recharge Time

6500K

3.2W

years

405lm 

> 3000CD                                                                                                        

2*40pcs

< 2 Seconds                                                                                     

20

308.5 x 55.5 x 280mm

10˚C  ̴  40˚C

<90%

0.75PF 

220 – 240V  ̴  50/60Hz.

18mA

>180 minutes

3.6V 4.5Ah Ni Cd battery                                                  

1A/3. 15A 250V

24 hours
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