
For more great products and inspiration please visit mftstamps.com

Meet in the Middle Die-namics

Note: You will need 5 mini brads to assemble the mechanism.

Die cut all of the pieces to assemble the mechanism. You should have the following:

• 1 Pull Tab
• 1 Pull Tab Sleeve
• 8 Donuts x 2 = 16 Total
• 1 Small Linkage x 2 = 2 Total
• 1 Medium Linkage x 2 = 2 Total*
• 1 Large Linkage x 2 = 2 Total*

*Choose either the medium or the large linkage size depending on distance between the rotating elements and pull tab. 

Instructions for assembly:

Preparing the Panels:

Cut two panels measuring 5 ½” x 4 ¼”.

Decide where you are going to place the moving elements on the front of the card and place a mark on one of the panels 
where each element will be. This mark should be at the center point of each element.

Position the two small circle dies over the markings on the panel (the mark should be in the center of the circle), hold in 
place with repositionable tape, and run through die-cutting machine.

Layer the die-cut panel over the second panel and add a mark to the center of the circles so you can see it on the back 
panel. Use a piercing tool to punch holes on the back panel where you added the markings. 

Preparing the Mechanism:

Note: For the purpose of these instructions, we will be using the small and medium linkages. If you have a larger space 
between your elements, you may need the large instead of the medium.

Insert a mini brad into one end of the medium linkage and then into one end of the small linkage. Close brad feet to 
secure together, making sure to not press too hard on the feet. Repeat on the second medium and small linkage pieces.

Insert the third mini brad into the open ends of the 2 medium linkages to join them together.
Attach the mechanism to the card panel by inserting a brad into both open ends of the small linkages and then through the 
pierced holes on the back panel. Flatten brad feet to secure the mechanism to the panel.

Fold the pull tab sleeve around the pull tab and adhere together to create a continuous loop for the pull tab to slide 
through. Do not adhere to the pull tab.

Slide the pull tab under the mechanism on the panel and position it so the rounded edge goes slightly past the bottom of 
the panel. This is where you will stamp the word pull. Line up the other end of the pull tab under the middle of the mecha-
nism where the two medium linkages join, pierce a hole into the pull tab, and adhere the two medium linkages directly to 
the pull tab. You will need to open the brad holding the medium linkages together to attach them to the pull tab.

Adhere the pull tab sleeve to the bottom of the card panel to keep the pull tab in place when pulling on it.

Add foam tape around the outer edges of the panel with the mechanism and then adhere the panel with the two open 
circles directly on top. The open holes should line up with the brads on the mechanism.

Layer eight donut pieces together with liquid adhesive and adhere in each circle around the brads. Attach elements to the 
donut stacks and watch them meet in the middle when you pull on the tab.
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