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Product Number: 42
HW Ultimate Clear Top Coat

Description:

HW Ultimate Clear is a specially formulated, quick drying, hard-wearing water based protective

top coating for INTERNAL use. It can be applied by brush, roller, or spray and it comes in either a matt
or satin finish.

Health & safety

Do not inhale, avoid skin contact but is not harmful. Spillage on the skin should be removed with a
suitable cleanser or soap and water. Wash hands before handling food. Wear a mask when spraying.
Keep out of reach of children. Do no ingest. In case of eye contact, wash the area for five minutes with
clean water and seek medical attention.

For more Health & Safety information please refer to data sheet.

Product sizes
This product is available in 500ml, 1 litre, 2.5 Litres, 5 Litres

Preparation
All surfaces should be clean, dry and free from loose particles and contamination.

Application & coverage

HW Ultimate Clear can be thinned using up to 5% water. Stir well before application. The result is
dependent on the condition of the surface and temperature of application. The coverage rate is 10-12m?
per litre, for hardwearing areas apply 2 coats. Up to 10% water can be added for spray application.

After use & storage

Clean tools and any spillages with warm water. Brush cleaner can also be used to clean the brushers.
Containers must be kept tightly closed and stored at a minimum temperature of 5°C and a maximum
temperature of 35°C.

PROTECT FROM FROST.
DO NOT ALLOW CONTAINERS TO STAND ON THE FLOOR.

The shelf life of this product is 1 year from date of manufacture.
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