
TIKI TORCH  all torches

F I L L I N G
Use citronella torch fuel or other suitable torch fuel, such 
as lamp oil (not for use with propane). Unscrew flame 
guard & wick. Keep torch wick inserted in metal flame 
guard while filling. NEVER USE GASOLINE, ALCOHOL OR 
SOLVENTS.

L I G H T I N G 
Allow wick to become completely saturated before 
lighting. To extend run time, check fuel level frequently 
to ensure wick stays saturated while burning. Make sure 
wick does not extend higher than 1.5” above canister. 

WA R N I N G
Keep out of reach of children. Burn torch within sight & 
NEVER leave unattended. Never place near anything that 
can catch fire. 

Connect trunk (A) to 
base plate (B) and two 
part trunk together with 
included large bolt and 
nut (C). Make sure curve 
of trunk is facing the 
correct direction. 

Nest small slotted bowl 
(D) into larger leaf shaped 
cup (E) (see fig. 2) and 
using included hex-bolt 
and tool attach to the top 
of the assembled trunk. 
(See fig 3)

Drop leaves (F) into slots 
on bowl (D).

Insert canister (G) into 
leaf assembly. Stake the 
base plate down using the 
included H-stakes (H). If 
placing on a patio or deck, 
use mounting bolts (not 
included) to secure down 
preventing it from blowing 
over.
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GENERAL CARE  all torches

asher palm
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Collection

Ensure piece is ALWAYS at or above ground level, 
especially pieces mounted to a concrete pad. Pad 
MUST be at or above ground level.

DO NOT cover base plate with more than 1” of 
mulch or other ground covering.

Ensure water does not pool around base of piece.

No maintenance, coatings, or other treatments          
are necessary.
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