
Operating Manual

Joystick Programmer

Please read the operating manual carefully before use. 



The device has four buttons:

UP ARROW        , An upward adjustment in 
the value, click the value plus one

DOWN ARROW        , Downward adjustment 
in value is decremented by 1 by 1

Toggle key        , Switch to select

The OK button       , Save the parameters set

Insert the connecting socket to the 
programming interface (i.e., charger port) of 
the controller. After 0 to 9 is displayed, the 
first parameter is showed as “1.1”. The left 
of the decimal point is a menu item, and the 
right of the decimal point is a menu item, and 
the right of the decimal point is parameter 
item. The menu item is flashing, and the 
switch button can be used to switch between 
the menu item and the parameter item. The 
value of the flashing item can be changed 
by pressing the up key or down key. If you 
want to change the value of the parameter 
and save it, you need to press the confirm 
key. If you do not want to save the value 
of the parameter, you can press the switch 
button to switch to the menu item. Then pull 
out the connecting cable. The power supply 
of the controller should be closed after the 
completion of the setup. Restart.

Menu item, a total of 21
Travel Buggy only recommends adjusting 
those settings highlighted in BOLD 

No. 1: Driving acceleration. Adjust the 
acceleration of the electric wheelchair 
driving speed. The scope of this 
parameter is from 1 to 20. The higher the 
value, the faster the acceleration.
No. 2: Driving deceleration. Adjust the 
deceleration of the electric wheelchair 
driving speed. The scope of this 
parameter is from 1 to 20. The higher the 
value, the faster the deceleration.

No. 3: Turning acceleration. Adjust the turning 
acceleration of the electric wheelchair. The 
scope of this parameter is from 1 to 10. 
The higher the value, the faster the turning 
acceleration.

No. 4: Turning deceleration. Adjust the 
turning deceleration of the electric wheel-
chair. The scope of this parameter is from 
1 to 10. The higher the value, the faster the 
turning deceleration.

No. 5: Low voltage protection. Adjust the No 
value for low voltage protection. The scope of 
this parameter is from 1 to 5, and the interval 
indicates 2V. The higher the value, the higher 
the voltage protection.

No. 6: Maximum reverse speed. Adjust the 
maximum reversing speed. The scope of this 
parameter is from 1 to 10. The higher the 
value, the faster the reversing speed.

No. 7: Maximum forward speed. Adjust 
the maximum speed forward. The scope 
of this parameter is from 1 to 20. The 
higher the value, the faster the forward 
speed.
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No. 8: Reverse sound setting. Adjust the 
sound when reversing. 0 for no sound when 
reversing. 1 for sound when reversing. 

No. 9: Electromagnetic brake device setting. 
0 - electromagnetic brakes are disabled or      
1- electromagnetic brakes are enabled. When 
this parameter is setting as 1, the electric 
wheelchair will give an alarm if electromagnet 
brake device isn’t checked.

No. 10: The duration for auto shutting off. 
When the wheelchair is not driving in a period 
of time, the controller will auto shut off. The 
scope of this parameter is from 1 to 5, and the 
interval indicates 10 minutes. For example 
this parameter is setting as 3, the controller 
will auto shut down power supply when the 
wheelchair is not driving for 30 minutes.

No. 11: Phase identification of brushless 
motor (left motor). This parameter is used for 
the controller identifying the correct phase of 
the brushless motor. Note: when you set this 
parameter, the wheels should turn without 
moving forward. Press the up key, then push 
control horn. If the direction of wheel turning is 
the same as control horn and the electricity of 
the motor is the minimum, the phase of motor 
is correct. Then confirm this parameter. 

No. 12: Setting of direction of brushless motor 
(the left motor). 0 for the positive direction 
rotation, 1 for the opposite direction of 
rotation.

No. 13: Phase identification of brushless 
motor (right motor). The operation of the item 
is exactly the same as the 11 item.

No. 14: Setting  of the  direction of  
brushlessmotor (right motor). 0 for the 
positive direction rotation, 1 for the opposite 
direction of rotation.  

No. 15: The adjustment of the speed of the 
left motor. 0: the original state, 1-20: gradually 
slow.

No. 16: The adjustment of the speed of 
the right motor. 0: the original state, 1-20: 
gradually slow.

No. 17: Electromagnetic brake release 
time setting. The scope of this parameter is 
from 1 to 20, and the interval indicates 0.5 
second. (e.g: 0:0.5 second, 1: 1 second, 2:1.5 
second).

No. 18: Electromagnet brake CBL way 
setting. 1: No CBL; 0: CBL.

No. 19: Turning speed setting. The scope of 
this item is from 1 to 20.

No. 20: Characteristics of the battery: 0 - lead 
acid, 1 - Li battery.

No. 21: Speed compensation: Adjust the 
electrical timing of the electric wheelchair. 
The scope of this parameter is from 0 to 20. 0: 
No compensation. The higher the value, the 
higher the compensation.

Note:
1. The programmable device should be 

operating by professionals, who have a 
deep understanding of the control system. 
The Travel Buggy shall not be subject to 
any liability or responsibility for any cost, 
loss, damage or claim relating to modifying 
factory settings.

2. The connection cable should be operating 
in the case of power shutdown.

3. Please press key gently.
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DEFAULT SETTINGS

Setting # CITY CITY LITE

1 15 15

2 45 45

3 3 3

4 6 6

5 3 3

6 5 5

7 20 20

8 0 0

9 1 1

10 3 3

11 1 1

12 1 0

13 1 1

14 1 0

15 0 0

16 0 0

17 3 3

18 0 0

19 15 15

20 1 1

21 0 0

4


