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BIGHORN
Premium Retractable Banner Stand



Set-up

Secure pole(s) in the base of standTwist telescopic pole to extend 1 2 3 4
Gently lean the unit back and pull 
the graphic up by the toprail

Graphic to top rail attachment (metal insert)
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Leveling feet located under unit

Metal Insert

Metal Insert

Metal Insert

Peel film to expose adhesive; place 
metal insert from graphic rail on top 
back side of the graphic point

Loosen each screw from the rail 
using provided allen key and remove 
metal insert (do not remove screws)

Press down on the metal insert to 
make sure adhesive is secure on 
graphic

Insert the metal insert with graphic 
attached into the top graphic 
profile rail

Tighten the screws back in place 
to hold metal insert and graphic 
with an allen key 1

Quick slide top rail attachment (plastic insert)
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top slider

printed 
side down

Remove top slider from graphic rail
Remove film to expose adhesive on 
top slider

Align and apply to top slider on the 
top front of graphic
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Line the bottom of the back of 
graphic print with adhesive tape on 
white leader strip

Slowly retract the graphic 
back into the base

Once aligned pull adhesive tape 
slowly while applying pressure to 
graphic to adhere tape

Place interchangeable cartridge back 
into the outer cartridge with graphic 
retracted back in

Place additional masking tape 
to the back of the graphic for 
extra protection

Remove pin while holding onto the 
graphic so the graphic does not 
retract back in quickly

.

1Flip open the cassette door

Graphic to base attachment

2
Carefully remove the cassette from 
the outer cartridge4Insert graphic onto graphic rail

top rail slider

graphic back

graphic front


