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TAP	(10)	2.5	mm	BLIND	HOLES	IN	HEAT	SINK	FOR	M3x0.5	mm
ONLY	MODIFY	BOTTOM	PANEL

R	–	OUTPUT

R	–	INPUT L	–	INPUT

L+R	–	OUTPUT

TRIGGERMAINS

+ +– –

Intelligent	Soft	Start	Rev.	2.0

Remove	anodization	within	oval	on	INSIDE	of	panel

3.3	mm	Ø	(9	PL)

RPS-400-27

Guardian-86
Rev.	2.0

Guardian-86
Rev.	2.0

Tap	for	M3x0.5mm	(4	PL)

Tap	for	M4x0.7mm	(7	PL) Tap	for	M4x0.7mm	(7	PL)

Tap	for	M3x0.5mm	(4	PL)

Tap	for	M3x0.5mm	(12	PL)

0.5	mm	deep	counterbore	(11	mm	Ø)	on	INSIDE	of	panel	(4	PL)

LEFT	HEAT	SINK RIGHT	HEAT	SINK

6.8	mm	Ø	through	hole	(4	PL)

16	mm	Ø

MODULUS–686

30	mm	Ø	counterbore,	2	mm	deep	on	INSIDE	of	panel

5.2	mm	Ø	(4	PL)


