
or 300 mm or 300 mm

frontal4 mm

frontal 10 mm

rear 1mm

position hole  for fixage  not in view 

Tap	(12)	2.5	mm	holes	for	M3x0.5	mm
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***	FRONT	OF	CHASSIS	***
BOTTOM	PANEL

NEUROCHROME	:	:	MODULUS–686

FONT:	Roboto	(Google	Fonts)
COLOUR:	WHITE	(on	black	front	panel);	BLACK	(on	silver	front	panel)

FONT:	Roboto	(Google	Fonts)
COLOUR:	WHITE	(on	black	front	panel);	BLACK	(on	silver	front	panel)

NEUROCHROME	:	:	MODULUS–686

MAINS

DESIGNED	IN	CANADA	BY	TOM	CHRISTIANSEN

Remove	the	anodization	on	the	INSIDE	of	the	bottom	panel	in	10x15	mm	oblong	by	3.4	mm	hole.

Tap	(4)	2.5	mm	holes	for	M3	thread.
Tap	(7)	3.3	mm	holes	for	M4	thread.

Tap	(4)	2.5	mm	holes	for	M3	thread.
Tap	(7)	3.3	mm	holes	for	M4	thread.
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TRIGGER LEFTRIGHT

LEFT	HEAT	SINK

DETAIL

RIGHT	HEAT	SINK

11	mm	Ø	counterbore	(H	=	0.5	mm)	on	INSIDE	of	panel

6.8	mm	Ø	through	hole

24	mm	Ø

Tap	for	M3x0.5	mm
2	places


