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QUICK SPECS COMBI 250VA 10"
Blade diameter

Blade shaft diameter

Max. cutting depth 3 ¾

Motor rating… More power than ever! 1.75 h.p. 110v, 15 amp

Blade speed 2.800 r.p.m.

Water pan capacity 10 gal.

Water pump flow 3 g.p.m.

OPERATING DIMENSIONS (boxed)
Length

Height

Width

POWER
speci"cally for this saw. Hi-torque at low 
r.p.m. delivers fast, chip free, cutting 
performance.

washing machines or angle grinders. We spend 
the time and money to make the right 
motor. We don’t compromise, why should you?

Today’s tile and stone pieces are larger and more expensive than in years past. 

Consequently, architects and their clients want the pieces set very close together for 

that striking “slab look”.

This requires accurate, chip free cutting performance

performance for the most demanding installations The 

ONLY

72 lbs.
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Upgraded

Combicut 250 VA

Tile, stone and porcelain Saws

STAND TOUGHNESS
The water pan is made of an extremely 
strong thermal plastic material, light yet 
very impact resistant. This pan can take it.

ACCURACY
The cast aluminum construction of the Combi 

cut 
24" tile or stone to within 1/32", the best 

LENGTH OF CUT
With 31" of cutting length the Combi 

stone projects.

PLUNGE CUTS
Plunge cuts are smooth and precise as 
the cast aluminum cutting head pivots on a 
sealed bushing. ‘‘L’ cuts for door jams are 
now quick n’easy.

45° MITER CUTS
To cut 45° just tilt the cutting head, 
quick ‘n simple.

INNOVATION
The cast aluminum protractor is the only 
truly accurate rip guide in the industry.

ND NDND QUALITY
The extruded aluminum travel bar design 
provides a smooth accurate cut. 
Maintenance is minimal, just spray n’ wipe 
with WD-40.

CAST ALUMINUM
Aircraft quality cast aluminum materials 
make for a rigid and light weight saw which will 
mantain its #nish for years to come.

LASER GUIDE
A laser cutting guide now comes standard 

Mark the line of 
your cut on the material, line it up with the 
laser,

LASER GUIDE NOW INCLUDED


