
LidSkinz Instructions
for a C&N Footlocker

1. Set your C&N Footlocker on a stable, 
level surface, such as a table or the floor. 
We recommend protecting your surface 
with a towel.  

2. Using a Phillips head screw driver or a 
cordless drill, remove the four corner 
protectors (Figure 1) and six clamps (Figure 2) by unscrewing 
the screws from each of the pieces. Set all of the pieces to the 
side. You will be removing quite a few screws so we recom-
mend putting them into a small cup so they don’t get lost. 
Set the four pieces of metal edge that are sitting loose on the 
top of the trunk to the side. 

 WARNING: Now that you have removed the corner protectors, clamps, and met-
al edge pieces you have exposed some very sharp steel edges around the top 
of your trunk and you have small, sharp rings where the screws used to be. BE 
CAREFUL not to cut yourself on these exposed edges throughout the rest of this 
installation process.

3. Clean the top of your trunk with a soapy rag and remove any old stickers and 
then wipe dry. Before applying Lid Skinz the top must be perfectly dry.

4. Set the Lid Skinz on top of the trunk. (Figure 3) It will be slightly smaller than the 
existing top piece. Place the metal edge pieces that you removed in Step 2 back 
onto the trunk.

5. Place the corner protectors you removed in step 2 back onto the trunk using  
3 screws in each. Before you tighten the screws on each corner protector make 
sure that each piece of metal edge is resting properly on the trunk. The met-
al edge pieces should cover any of the sharp, exposed edges of metal. Next, 
place the clamps back onto the trunk using 2 screws to secure them back onto 
the trunk.  If your screws are not biting as you reattach the hardware we have 
included some slightly larger screws that should help.
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Call Everything Summer Camp at 1-800-535-2057 if you have any questions.


