
Wheel Away System Instructions

1. Set your footlocker on its end so that 
the C&N Footlocker logo is towards the 
ground. The Wheel Away Bracket will be 
installed on the opposite end of the trunk.  
(Figure 1)

2. Using a Phillips head screw driver (or a 
cordless drill with a Phillips head screw 
bit), remove the two screws that hold the 
bottom corner on.  Next, remove the side 
screws from the same corner piece. (Fig-
ure 2)

3. Place the bracket on the end of the foot-
locker so that the portion with the 4 screw 
holes is on the bottom of the footlocker. 
(Figure 3)

4. Screw two of the screws sent with the bracket into the holes that are facing you on 
the top of the bracket. (Tip: tighten each screw part way, then go back and finish 
screwing in each one so they are tight.) (Figure 4)

5. Next, screw in the screws on the side of the footlocker as done in step 4. Please 
note that one side will be drilled into the existing hole, the other will need to be 
drilled in slightly over from the existing hole. (Figure 5)

6. (If you are using a cordless drill, you can simply screw the screws and skip this step.)  
If you are using a Phillips head screwdriver, place the screw in the hole and put the 
screwdriver into the screw.  With the screwdriver in place, tap the top of the screw-
driver with a hammer.  You don’t have to tap too hard.  Just hard enough to “break” 
through the top of the metal. Once you have punctured the metal you can screw 
the screws in.  Continue to screw in the screws until all four screws are screwed in.

7. Insert wheels. (Figure 6)
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Call Everything Summer Camp at 1-800-535-2057 if you have any questions.


