
DOUBLE DOORS (TYP)
HEIGHT:  6' 10" (CLEAR)
WIDTH:  5'11" (CLEAR)

SINGLE DOORS (TYP)
HEIGHT:  6' 10"
WIDTH:  2' 8 1/4"
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(HORIZONTAL)
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9' 10"(TYP)
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ROLLING DOORS
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(ACCESS
FROM
OUTSIDE
ONLY)

LOBBY

UP

UP

HEIGHT:6'11"
WIDTH:5'11 3/4"
(TYP)

(VERTICAL)
ROLLING DOOR

(NO ACCESS)

POWER NOTES:
LIGHTING POWER: 200A 30
AUDIO POWER: 60A 10

(NOTE: ORANGE COLOURED OUTLETS
THROUGHOUT BUILDING ARE
DEDICATED, "CLEAN" AUDIO POWER)

15A 10 "CONVENIENCE" OUTLETS
LOCATED THROUGHOUT BUILDING

HEIGHT TO UNDERSIDE
OF AIR DUCT:  6'10"

HEIGHT TO CEILING
IN ALCOVE:  8'5"

CABLE ACCESS TO ELECTRICAL
ROOM THROUGH 4" PORT IN WALL

HEIGHT TO UNDERSIDE

11'7"

HEIGHT TO UNDERSIDE

11'7"

HEIGHT TO UNDERSIDE

18'5"

BASE OF EACH CENTRAL COLUMN

m.5 643210.50

FT.0 5 10 20

OF OUTER GRID:

OF INNER GRID:

OF OUTER GRID:

ONE "QUAD BOX" LOCATED AT THE

GRID BAY
(TYP)

OUTER SPAN
MAX: 3 x 500 lbs.

INNER SPAN
MAX: 3 x 250 lbs.

(I.E. NO MORE THAN
500 lbs. BETWEEN POINTS)

(I.E. NO MORE THAN
250 lbs. BETWEEN POINTS)

DRAWN BY:
CLG

OF 51/4"=1'

SCALE
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2
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