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Multi-functional Hydradermabrasion  

Facial Beauty Equipment

SPA06 USER GUIDE
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SAFETY INFORMATION

Dear user:

             Thank you for choosing our products! This user instruction is

specially designed for the safety of you and others. Please read the

instructions carefully before installing or using the machine and follow

them when using.

1.1 Electrical Safety◆◆ Before installing the machine, make use that your local electric 

network complies with the voltage and frequency indicated on the tag 

on the rear panel. Otherwise, the machine may be damaged in case of

excessive current or voltage rise.◆◆ Never touch the machine with damp or wet hands or feet.◆◆ It is dangerous to change or try to modify the function of this

machine in any way.◆◆ Do not attempt to operate this unit if the power cord has been frayed or

broken◆◆ Do not spill water or other liquids into or on to your unit.◆◆ During long periods of non-use, disconnect the unit’s main power.

1.2 Safety Rules When Installing◆◆Place the machine on a stable and secure base. It

should not be subjected to any jolts or vibrations.◆◆ Never expose the unit to too high (>40ºC) nor too low

temperature (<5ºC)
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◆◆Never expose the unit to rain or any other humidity◆◆DO not expose the unit to direct sunshine or install the unit close to 

a sourceof heat (central heating, radiator...); otherwise the screen maybe

 damaged.◆◆ Do not cover or block the ventilator behind the unit.

1.3 Safety Rules When In Use◆◆Well clean areas to treat before treatment.◆◆ Never touch the machine with damp or wet hands or feet.◆◆Never place the cavitation handpiece on the liver, kidney area.
1.4 Operate Interface Instruction◆◆Treatment screen interface.◆◆Make sure the power line has been installed correctly; make sure 
the hand pieces are well connected with the equipment; ensure the circuit breaker (if any) at the back of the machine is pressed to “on”. The 
working menu will appear automatically. Choose the Language. Choose 

the right parameter to do the treatment according to the needs of 

customer. ◆◆Turn on the machine and you can see the welcome screen and main 
selection interface.
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PARTS INTRODUCTION
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ADVANTAGES

A.No heating effect

B.No damage to the skin and no side effect

C.Effective and painless procedure

D.The laser hair cap is easy to use, carry, and store

USER INTERFACE

Open the power switch and enter the following interfaces (use your fingers 

instead of nail or pens to touch the screen): 
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(1) Hydradermabrasion Interface

Hydradermabrasion– the latest in skin care technology. Hydradermabrasion 

utilizes the natural healing powers of water and oxygen to effort lessly 

exfoliate the skin without the use of hard crystals or abrasive textured wands, 

generating deeply hydrated and healthier looking skin.

Application:

Rejuvenate sun damaged skin-face, neck, shoulders, back, arms and legs.

Reduce age spots.

Minimize of blotchy skin coloring.

Reduce acne and superficial scars from past injury.

Remove blackheads and whiteheads.

Reduce oily skin.

Improve overall skin health.
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① Select bottle A/B/C, adjust Vacuum and water level on the equipment, 

click  to set working time.

② Press  to start operation and  to stop operation.

(2) Oxygen Spray Gun Interface

① Clean skin deeply.

② You can set the operation time by clicking.

③ Mix 2~3 drip SPA essential oil diluted with purified water into small cup 

of the sprayer, water should be about 2/3 of the cup, and then tighten the lid 

tightly. Oxygen sprayer can only with liquid products, other states product 

will cause pin hole jam.

④ Beautician hold the spray gun, press the control button to release oxygen,

 and pull backwards to spray water mist.

⑤ Spray oxygen from top to bottom starting from the forehead to the neck, 

careful not to spray into the eyes or nose, in the spray oxygen process, the 

beautician can appease, lift up, stretch wrinkles with the other hand, more 

helpful for nutrition products penetrate the skin, strengthen skin elasticity, 

spray rate should depend on the guests' absorb state of oxygen.

⑥ Press  to start operation and  to stop operation.
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Cautions:

① The product should be liquid when using oxygen sprayer. 

② Avoid spraying into mouth or nose when spraying oxygen.

③ Clean the small cup and the pipe inside the sprayer every time use it, to 

avid jam.

Clean method:

Pour the purified water into the small cup, and press the control button and 

then pullback towards. 

Supply nutrients and moisture for the skin rapidly, smooth skin, lightening 

stains, improve chlorosis, dull conditions, make skin rosy, white, transparent, 

tender, tightening indeed, with special spa oils will be better.

(3) Skin Scrubber Interface

With skin Scrubber begins a new generation of aesthetic soft peeling. Using 

the high performance of ultrasounds, this exciting cosmetic breakthrough 

provides a safe painless and perfect physiological skin regeneration. By 

removing the superficial scaly layers of the skin, the Scrubber stimulates the 

revival of the skin tissue rendering it youthful and luminous from the first

treatment.

① Working time setting, click  to adjust the treatment time(0-60min). 

② Click  to start the operation and  to end. 
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Operation Steps:

A. Click the "ON/OFF" button to open the skin scrubber. When turned it on, 

the indicator light will be on and there will be a shock.

B. The “VOL” button is used for selecting different modes and energy.

C. 

P---Indicator light.

L---Low energy, continuous mode.

Z--- Medium energy, continuous mode.

H---High energy, continuous mode.

           ---Medium energy, pulse mode.

D. Press the “VOL” button to select the working mode the customer can 

accept. 

USING METHOD

◆Check the status of mobile power before use of light therapy cap,if 

mobile power supply is less than 50%,please charging the mobile power 

and use USB 5V/2A connector. When charging the mobile power, please 

use Micro charging cable, The Micor interface is inserted in the mobile 

power supply, the USB interface is inserted into the USB charging port.◆Please use USB3.0 connection line connect light therapy cap and

power supply. The power supply have two interfaces, use wire connect

large current output interface and laser cap, reference Pic as shown 

below.
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(4) BIO Interface

Microcurrent is a low level of electricity that mirrors the body’s own natural 

electrical impulses. It is a non-surgical, non-invasive cosmetic technique that 

safely and effectively improves the health and appearance of the skin. When 

used in conjunction with specialized products a manual manipulations, these

 tiny microcurrent impulse encourage your body’s currents at a cellular level. 

The signs of aging are greatly reduced, while skin tone and elasticity are 

dramatically improved.

① Working time setting, click  to adjust the treatment time(1-60min). Two 

handles work simultaneously.

② Intensity setting: click  to adjust the intensity.

③ Click  to start operation and  to end.

(5) Bipolar RF/Three-polar RF Interface

Radio frequency radio waves enter the deep part of the skin, and the internal 

natural resistance movement causes the skin to heat up. The use of dermal 

collagen cellulose immediately produce a contraction principle at 45 – 60℃, 
which can smooth wrinkles, tighten the skin and delay skin aging.
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Choose the right handle: bipolar RF for eyes; three-polar RF for face.   

① Click  to adjust the strength.          

② Click  to set treatment time: 20 minutes for eyes, 20-30 minutes for face. 

③ Click  to start operation.

④ To put some cooling gel on the treatment area, move the RF work head 

from inside to outside, from down to up. Should reduce the output intensity,

because there has less fat around the eye and Forehead. 

⑤ The machine will pause when the treatment time is up.

⑥ To clean the skin with warm water, clean and disinfect the RF work head.
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Remark:

① The operator should wear the insulated gloves before operate.        

② The RF tip must completely contact the skin.

③ The RF tip should close to the skin and move slowly, can not stop there.

(6) BIO Photoelectric Interface

Bio photoelectricity enters cells, improves cell metabolism and circulation, 

and enhances the healing capacity of cell tissues while contracting and 

promoting the movement of each muscle. Update muscle length and spring. 

Fundamentally improve the skin.

① Apply the medium on the skin (gel, essence, etc). 

② Click  to adjust the working time, each part is about 20mins. It is ok to 

choose one handle or both for treatment.

③ Click  to adjust the intensity. 

④ Click  to start operation and  to end.

Precautions:

① Please remove the metal ornaments when operating the machine. 

Working head should be moving slowly on the skin. It must be close to the 

skin. Do not operate on the injured area.

② The current output should be within acceptable limits.
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SPARE PARTS

Hydra dermabrasion

handle 

BIO

Three-polar RF

Skin scrubber

Hydra dermabrasion

tips

Diamond dermabrasion 

handle

Bipolar RF

BIO Photoelectric 

handle

Spray mist gun

Diamond 

dermabrasion

tips
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PARAMETERS

CONTRAINDICATIONS
(1) The people who have heart disease need to use heart rhythm device, 

hypertensive patients.

(2) The people who has acute inflammation, deep venous thrombosis, goiter, 

asthma, cancer and other patients.

(3) The people who's Vascular rupture Hemorrhage is traumatic and the 

wound is bleeding.

(4) The pregnant women.

Model Number

RF

Vacuum

Wavelenth

Screen

Package size

Net weight

Gross weight

Handle

Time

Working handle

Intensity

SPA06

5MHZ

90kpa

330-990nm

7inch touch screen

63*47*62cm

20kg

25kg

10 pic

60min

Hydra dermabrasion,Microdermabrasion,

BIO,Three polar RF,Oxygen spray mist gun,

Skin scrubber,Bio photoelectronic

0-9
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(5) The people who ever done the cosmetic surgery and there are filler in the 

body area.

(6) The people who has metal materials in the body (including metal teeth).

(7) The people who has skin inflammation, body swollen.

(8) The people who has immune system dysfunction.

(9) The people who feels the numbness and do not respond to heat.

PRODUCT SERVICE AND MAINTENANCE

(1) Warranty: The warranty date is 1 years from the date of purchasing. We 

are responsible for the maintenance in our facility in GZ. When the warranty 

date is expired, we will charge the service fee or the cost of the component.

(2) Professional Use: The merchandise of our Products is designed for 

professional use only and must be installed by a licensed professional 

electrician only. Failure to do so will void customer warranty.

(3) Manufacturer Defects: In the event of defects immaterial and 

workmanship our obligation shall be limited to free labor and parts repair or 

replacement, 

solely a tour option, of any defective part for a period of one year from the 

date of purchase.

(4) Disclaimer of Damages: The remedies provided here in are the buyer’s 

sole and exclusive remedies and in no event shall our products be liable for 

direct, indirect, special, incidental, or consequential damages (including loss 

of profits)whether based on contract, tort, or any other legal theory.

(5) Shipping Policy: For your protection, the acceptance of this shipment by 

the Transportation Company is an acknowledgement that the articles were 

delivered to them in good working condition and properly packed.
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(6) Exceptions

-Inappropriate damage such as: dramatic impact, vibration, drop, condenser 

chamber burning, crystal rods destroying, etc.

-Inappropriate damage or loss of key components such as the hand piece, 

protective glasses, power lines, you will be charged for the cost of 

accessories.

-Consumer who repairs the machine caused by improper by himself.

-Due to irresistible forces(such as fires, earthquakes and other natural 

disasters) of damage.

-Beyond the period of warranty products.

Manufacturer

Product name

Model number

Place of origin

Production date

Purchaser

Purchase date

Warranty notice

Electrical

KMS Electronic Technology Co,Limited

Hydradermabrasion  facial beauty machine

Guangzhou, China

One year

220V/50Hz

110v/60Hz

WARRANTY CARD


