
Installation Guide for 2013-2018 Scion FR-S & Subaru 

BRZ with 2.0L H4 Engine 

First please make sure the car is cool and disconnect the negative terminal on the battery. 

Unplug the MAF sensor harness, loosen 4 clamps, remove hose and unclip the OEM air box as pictured 

below: 

 

Carefully remove the OEM intake tubes and top of the air box. 

Remove 3 10mm bolts as pictured below.  (reuse 2 of the bolts to mount the heat shield box in 

later step) 

 



After removing the other half of the OEM air box, carefully remove the MAF sensor from the 

OEM air box and then attach it to the new intake pipe as pictured below.

 

Cut the desire length on the rubber strip and wrap it around the opening on the heat shield as 

pictured below. 

 

 



Secure the heat shield box using the factory 10mm bolts and the bracket may need to 

adjust/bend for the bracket to line up with the mounting hole on the car.   

 

Secure another 10mm factory bolt as pictured below. 

 

 

 



Use a zip tie to secure the mounting support on the metal frame as pictured below. 

 

Insert the 3” – 3” Coupler on the throttle body and place 2 clamps on the coupler before 

installing the intake pipe.  Tight the clamps loosely for later adjustment and reconnect the MAF 

sensor harness.  One all the steps are done it should look like the picture below. 

 

 



Install the supplied 3.5” opening air filter on the pipe and tighten it.  Reposition the intake kit 

and make sure everything is clear from any moving parts of the car.  Finally tightening the 2 

clamps by the throttle body.   

 

Place the rubber cover on the Sound Generator hole with a clamp from your OEM intake tube 

as pictured. 

 

 

 



Using the supplied screws to carefully secure the top portion of the heat shield box.  Please 

note the holes may not line up perfectly and please try finding at least the best 3 holes to 

secure the top.   

 

Connect back the negative side of the battery terminal and make sure everything is securely 

tightened. Please allow the car to idle a few minutes for the ECU to register the air flow and 

enjoy the intake system. 

If there is any check engine light after the intake kit is installed, please double check with all the 

connections and if the problem persists, please disconnect the negative terminal of the battery 

for at least 15 mins so the ECU could reset the previous registered airflow. Please don’t hesitate 

to contact us if you have any questions. 


