
Installation Guide for 2013 – 2019 Nissan Sentra with 1.8L Engine 

First please make sure the car is cool and disconnect the negative terminal on the battery.   

Remove oil cap and then the engine cover as step 1 & 2 below: 

 

Remove the OEM air duct by unclipping the top and pull up as step 3 & 4 below: 

 



Unhook the two clips from the OEM air box and remove the front part of the OEM air box by lifting it up

 

Unhook the MAF sensor by pushing the tab and then remove the MAF sensor by unscrew the screws 

(may do it after the back part of the air box is out of the car).  The OEM screws need to be reused on the 

new intake pipe. 

 

Remove the screws in step 8 and loosen up the clamp which attached to the air box close the MAF 

sensor.  After the clamp is loosen and screw is removed, slowly pull the back part of the air box out.  

There is a big bottom tab holding the air box but it should come out with some force.  Then to remove 

the MAF sensor harness from the back air box, squeeze the sides of the tab to remove it.  Using a flat 

head screw driver may help removing the clips from the back air box. 

 



Remove the OEM intake hose by loosen the clamp by the throttle body as step 9 and remove the valve 

cover hose by taking out the metal clamp on top of your engine.  Your engine bay should look like this 

after the everything is removed as picture below: 

 

Now start installing the intake kit, attach the supplied 2.5” to 2.75” reducer to the throttle body.  Place 

the 2.75” opening size on the throttle body and then tighten it down.  Also make sure you place the 

second clamps as picture in step 10 before inserting the intake pipe. 

 
 

 

 



Install the air filter on the pipe as picture and MAF sensor obtain step 6.  The sensor could only install in 

one direction and if the screws doesn’t line up right please reverse it and then use the OEM screws to 

secure the MAF sensor on the pipe as picture in Step 11 

 

Insert the pipe into the reducer (don’t tighten it yet) and connect the 5/8” rubber hose from the intake 

pipe to the engine (cutting the hose to the desire length and zip ties may be used if the hose is too 

loose). 

 

Lastly, make sure the intake kit is free from any moving parts in the engine bay and then tighten up all 

the clamps.  Plug the MAF sensor harness and check again if everything is tight.  Reconnect the negative 

terminal of the battery.   



 

If there is any check engine light after the intake kit is installed, please double check with all the 

connections and if the problem persists, please disconnect the negative terminal of the battery for at 

least 15 mins so the ECU could reset the previous registered airflow.  Please don’t hesitate to contact us 

if you have any questions.   


