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BUILD DETAILS

SHOP NAME:

CUSTOMER NAME:

PO /RO:

DATE: 1/19/2021

PART NUMBER: LMM - STOCK

NOZZLE FLOW (LPM):

www.dynomitediesel.com
sales@dynomitediesel.com
208.209.3214

TESTING DETAILS

TEST STAND: ARM -1

TEST FLUID: Viscor 1487AW-2 (SAE J-967)
FLUID TEMP: 40°C
TECHNICIAN:

All flow data provided is measured in
mm? per stroke unless otherwise noted.

INJECTOR NUMBER

SET POINT *

3 [ a ['5s e IS AVG | VARIANCE
IDLE[ 30MPA/400us | 07 3.0 2.9 2.4 3.1 2.6 3.3 2.5 2.4 mm?
140MPA/600us | 365 | 389 | 385 | 365 | 369 | 373 | 381 | 377 | 374
180MPA/1100us| 732 | 775 | 781 | 730 | 750 | 758 | 775 | 767 | 754
180MPA/1350us| 900 | 960 | 950 | 900 | 910 | 920 | 940 | 930 | 923
FULL (VL)[ 180 MPA/1700us| 107.6 | 1147 | 1135 | 107.6 | 1087 | 1099 | 1123 | 1111 6.67%
Return 14 15 16 14 15 19 16 19
W #1 u#2 m#3 W #5 #6 m#7 m#8

180 MPA / 1700 uS

180 MPA / 1350 uS

180 MPA / 1100 uS

SET POINT

140 MPA / 600 uS

30 MPA / 400 uS
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