
Cooker Hood

Model CH60E-H160R 

  



Information and advice

In certain circumstances electrical appliance may be a danger hazard. 

G) Disconnect the electrical plug prior to any maintenance.

F)Constantly check food frying to avoid that the overheated 
 oil may become a fire hazard.

E)Avoid opening gasometer when there is no pan on the stove ,
  as it is damaging for the filters and a fire hazard

D)Do not flambe under the cooker hood.
C)Do not touch the light bulb within half an hour after appliance use.
B)Do not check the status of the filters while the cooker hood is operating. 

A) There shall be adequate ventilation of the room when the cooker hood is used
 at the same time as appliances burning gas or other fuels.

H) Regulations concerning the discharge of air have to be fulfilled.
I) When the range hood and appliances supplied with energy 

Other than electricity are simultaneously in operation. 
The negative pressure in the room must not exceed 4 Pa (4x10¯  bar)5

J)This appliance is not intended for use by persons (including childer) with 
reduced physical, sensory or mental capabilities, or lack of experience 
and knowledge, unless they have been given supervision or instruction 
concerning use of the appliance by a person responsible for their safety.

K)Children should be supervised to ensure that they do not play with the appliance.
L)Attention! Observe the warning in the instruction sheet concerning the 

operation of the appliance when air is discharged from the room.



Information

Know your cooker hood

Please read these instructions Before using your cooker hood

1.Inner chimney              2.Outside  chimney            

3.bellows               4.Main body  assembly        

5.Air duct  assembly        6.Filter  assembly           

Congratulations on the 
purchase of our Cooker hood, 
which is designed to include 
many superior features that 
permit you the fullest 
expression of your living. 
Before installing and/or using 
the cooker hood carefully read 
all the instructions.



We recommend that after 
installation the bottom of 
the hood should be no less 
than  650mm and no more 
than 750mm above the 
stove's heating elements 
and burners.

Check voltage and 
Frequency given on the 
rating plate located on the 
inside of the hood. The air must 

not be discharged into
a flue that is used for  
exhausting fumes from 
appliances burning gas or 
other fuels (not applicable
to appliances that only 
discharge the air back into 
the room)

≥

 

Rating plate
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Connect 

universal 

hose, easy 

selecting the 

venting 

direction 

Installation

Ensure the power has been turned off  before beginning this installation.

Before installing the cooker hood, please first fix the damper flap 
on the air outlet of the hoods. 

Information
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Installation 

work and 

electrical 

wiring must 

be done by 

qualified 

person(s) in 

accordance 

with all 

applicable 

codes and 

standards, 

including 

fire-rated 

construction.
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According to 
the dimension 
of the chimney 
fixed bolster, 
make sure the 
position of the 
two chimneys.

Put the outer 
chimney on the 
windshield.





Use the Screw 
ST4*10 to connect 
the chimney fixed 
bolster and the 
upper chimney.

Controls:

Do not 
touch the 
light bulb 
within half 
an hour 
after 
appliance 
use.
The lamp 
shall not be 
covered 
with thermal 
insulation or 
other 
material.
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Press the button of    ,the motor run;
Press the button of     ,then press “+”or “-” for adjusting cut-off timer.
   you can set the cut-off timer(1~9minutes),displaying in the screen;
Press the button of     ,the LED lights work,otherwise the LED lights 
     don’t work;
Press the button of     ,then press”+”or”-” for adjusting the motor runs
    from F1 to F3;
Press the button of     ,the motor stop running.



Replacement and maintenance

Information

The 

power of 

bulb 

must not 

be more 

than

20W.
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Replacing
lamp
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1. Take the fixed lamp rim off by unscrewing it in an anti-clockwise direction.
2. Draw the old lamp out of the lamp holder, insert the new lamp in the lamp holder.
3. Screw the fixed lamp rim tightly in a clockwise direction.

Only self shielded lamps can be sued in order to prevent 
undue hot parts, fire hazards and exposure to UV 
radiation. 

If the supply cord is damaged, it must be replaced by the manufacturer,
its service agent or similarly qualified persons in order to avoid a hazard.

17
Required min. distance to surfaces (such as lids, oven 
cloth or the like) in order to prevent hot parts and fire 
hazards. 

(- - - to be "0.45 m”) 
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