
ATLANTIS WIDEBOARD+
Our new 7mm Atlantis Wideboard Plus hybrid 
flooring features a Stone Polymer Composite core in 
between two layers on PVC vinyl, creating our most 
stable hybrid board to date. This ABA structure allows 
for increased underfoot comfort, durability and dent 
resistance. Featuring a wood-textured, matte finished, 
protective face layer, Atlantis Wideboard is available 
in a range of contemporary wood decors that mimic 
the natural grains and patterns of European oak and 
Australian native timber species.

 
PRODUCT SPECIFICATIONS 

Type Hybrid Board Dimensions 1524 x 228 x 7mm

Description Stone Polymer Composite Wideboard flooring with ABA structure and 5Gi Locking System

Installation Method Floating Profile Micro-Bevel 

Finish Matte Finish Wear Layer 0.5mm

Pattern Repeat Every 16 boards Underlay 1.5mm High Density Closed Cell 
Acoustic Foam Attached

 
PACK SPECIFICATIONS 

M2 Per Pack / Pallet 2.08m2/141.44m2 Boards Per Pack 6

Pack Dimensions 1544 x 243 x 43mm Pack Weight 21.89kg

 
TEST DATA & WARRANTY

Fire Rating Critical Heat Flux: 10.8kW/m2 

Smoke Value: 49% minute Slip Resistance P3

Acoustic Rating 53 LnTw* Respirable Crystalline Silica Not Detected

Warranty 25 Year Residential Warranty | 10 Year Commercial Warranty

Decor of European Oak or Australian Timber 

Stain Resistant & Easy to Clean Protective Wear Layer

PVC Vinyl layer

1.5mm Acoustic Foam Underlay

SPC Core with 5Gi Locking System

PVC Vinyl Layer

Note: Variations in colour and features occur between boards. Care must be taken when selecting from small samples. 
Access complete warranty information at embelton.com
*Acoustic performance may be subject to change - please request acoustic report.

embelton.com


