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74336-A1

• Combina�on plug & patch system provides a durable, las�ng repair for �re punctures
• Tire puncture must be completely cleaned of sealant before plug is applied
• Includes two 4.5mm, two 3.5mm, two 3mm plugs, two abrasive pads, and two rubber cement tubes

English User Manual

For more informa�on on Lezyne products, visit: www.lezyne.com

More Information

• El sistema combinado de tapón y parche proporciona una reparación duradera para pinchazos de neumá�cos
• El pinchazo de neumá�co debe estar completamente limpia de sellador antes de aplicar el tapón
• Incluye dos tapones de 4,5 mm, dos de 3,5 mm, dos de 3 mm, dos almohadillas abrasivas y dos tubos de cemento de caucho

Manual en Español

Para más información en productos Lezyne, visite: www.lezyne.com

Más información

• Das kombinierte Plug & Patch System bietet eine zuverlässige, dauerha�e Reifenreparatur.
• Der Bereich um das Loch muss auf der Reifen-Innenseite, vor dem Anbringen des Stopfens, gründlich von Dichtmi�el etc. 
gereinigt werden.
• Das Set beinhaltet  jeweils zwei 4,5mm; 3,5mm und 3mm Reparatur-Stopfen sowie zwei Anraupads und zwei Tuben Kleber.

Deutsche Bedienungsanleitung

Für mehr Informa�onen über Lezyne Produkte, besuchen Sie bi�e: www. lezyne.com

Mehr Informationen

• Le système plug & patch permet une répara�on durable des crevaisons.
• Avant d’appliquer la mèche, pensez à ne�oyer le préven�f présent autour de la zone perforée.
• Comprend deux mèches de 4,5 mm, deux mèches de 3,5 mm, deux mèches de 3 mm, deux papiers abrasifs et deux tubes de 
colle.

Manuel d'utilisation Français

Pour plus d'informa�on sur les produits Lezyne, rendez-vous sur www.lezyne.com

Plus d'information

• コンビネーションプラグ & パッチ システムは、パンク修理に耐久性と長持ちを提供します。
• プラグを取り付ける前に、接着部付近のシーラントを完全に除去する必要があります。
• キットには プラグ（4.5mm x2、3.5mm x2、3mm x2）、研磨パッド x2、ゴムのりx2が含まれます。

ユーザーズマニュアル

Lezyne 製品に関して詳しくは、こちらをご覧ください: www.lezyne.com

詳しくは
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1. Find the puncture, clean the inside of the �re
2. Scuff the puncture zone to improve adhesion
3. Select the plug that matches the puncture hole diameter
4. Apply the glue
5. Insert the plug 
6. Pull through with metal �p
7. Firmly press on the backside of the plug, make sure all edges are flush with the �re
8. Cut the �p of the plug flush to the �re
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Lezyne USA, 645 Tank Farm Rd., Unit F, San Luis Obispo, California 93401 74336-EMANUAL FOR Y17 TUBELESS PRO PLUGS -R0A1


