
QUICK START - TRIGGER SPEED DRIVE CO2

● Hold  2 sec to ON/OFF
● Press to switch PSI/BAR

Pressure release

Ba�ery Indicator

• Max 350 PSI / 24.1 BAR
• "Err" displays when over max
• 0 shows un�l 5 PSI / 0.34 BAR 
   is reached
• Meas. holds for 5 secs over 
   10 PSI / 1.4 BAR

To reset the gauge: TURN THE PUMP ON 
FIRST, then press and hold the power bu�on 
for 10 seconds.  The gauge will turn off and 
on during this process, do not let go of the 
bu�on un�l the gauge turns on again.

CR1220 ba�ery

aluminum machined digital
strip-gauge

For more info go to: www.lezyne.com/support.php

Lezyne USA, 645 Tank Farm Rd., Unit F, San Luis Obispo, California 93401 Y15-C2-TRIGGER SPEED DRIVE CO2-QUICK-R0A1

•  Accepts all threaded CO2 cartridges
•  Do not exceed �re’s max. air pressure
•  Includes an�-freeze jacket

•  Compatible con todos cartuchos CO2 con cuerdas
•  No exceda la presión máxima de aire del neumático
•  Incluye chaqueta anticongelante

•  Accepte toutes les cartouches CO2 avec filets
•  Ne dépassez pas la pression d’airmaximale des pneus
•  Protec�on néoprène an�gel

•  Passt an alle Gewinde von CO2 Patronen
•  Maximalen Reifendruck nicht überschreiten
•  Inklusive Kälteschutzmantel

•  すべてのねじ式CO2カートリッジに対応します。
•  タイヤの最大空気圧を超えないようにしてください。
•  凍結防止ジャケットが含まれています。


