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NO. SPECIFICATION QTY REMARK
1 YP-81 PVC PLASTIC:50P BLACK | 282/PC

2 FRAME 1PC

3 HO5VV-F 0. 75/3C BLACK 1PC 1810+20(YL)
4 YC-14 PVC PLASTIC:50P BLACK | 18g/PC

5 TER: 98714PS-0 2PCS

6 TER: 98732PS-0 1PC

7 YC-14 HOUSING 1PC

8 MINI TIE L=130mm BLACK 1PC
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YUNG LI CO., LTD

SPECIFICATION
YungLi | g PVC FLEXIBLE CORDS Document Mo
2012.7.18 YL-V01001
Edition . 5 Page
A Size HO5VV-F 3G 0.75mm 2
1. Standard: IEC 60227 IEC60228
2. Construction & Dimension
Item Specification
Size 3G 0.75mm’
Conductor Material Annealed Bare Copper
Construction 24/ § 0.2+0.01
Material PVC
Minimum Average Thickness 0.60mm
Insulation Minimum Thickness at any point 0.44mm
Diameter 2.35+0.10
Identification Blue,Brown, Y ellow/Green
Core Twist 3-Core
Core Assembly Filler NA
Assembly Pair NA
Taping Mylar Foil NA
Shielded Al-Mylar Foil NA
Drain Material NA
Construction NA
Material PVC
Minimum Average Thickness 0.8mm
Jacket Minimum Thickness at any point 0.58mm
Overall Diameter(Approx) 6.7+0.15
Color Any Color
Marking:

Yung Li Co., Ltd. HO5VV-F 3G 0. 75mm’<IVDE> NF-USE 1347 (&) KEMA-KEUR /\CEBEC <JOVE[>
D F)ME) (§) IEMMEQU Q04083 @ A004049 60227 IEC 53(RVV) 300/500V [C SU01027-4002




YUNG LI CO., LTD

SPECIFICATION
Yung Li Document No
Style PVC FLEXIBLE CORDS
2012.7.18 YL-V01001
Edition ) P
Size HO5VV-F 3G 0.75mm? =2
A 2/2
4.Electrical & Physical Properties
Item Specification

Rating Voltage

70°C 300/500V

Conductor resistance(AT 207C)

26.0Q2/Km MAX

Insulation Resistance(AT 70°C)

0.011MQ/Km Min

Dielectric Strength

AC 2.0KV /15 min No Brcak

Spark Test 6.0KV
Unaged Tensile Strength 1.02 kgf/mm” min
Elongation 150% Min
Insulation Agod  |Tensile Strength 80~120% (80°C x168hrs)
Elongation 80~120% (80°C x168hrs)
Loss of mass Test 2.Omg/cm2 (max)
Unaged Tensile Strength 1.02 kgf/mm” min
Elongation 150% Min
Jacket Aged Tensile Strength 80~120% (80°C x168hrs)
Elongation 80~120% (80°C x168hrs)
Loss of mass Test 2.Omg/cm2 (max)

Deformation Test

70£2°C X 4hr = 50%

Cold Bend Test -15°C x 1hr No Crack
Heat Shock Test 1504+2°C x 1hr No Crack
Graph:

- PVC JACKET(# %)

PVC INSULATION(# %)

COPPER CONDUCTOR( % )
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Subject to the provisions of the Slandards Act, 2008
Act 8 of 2008), the refevant regulations made thereunder and the permit
conditions cantained in the under menlioned schedules, this permit authorizes

YUNG LI CO., LTD

DONGGUANG CITY, GUANGDONG PROVINCE
PR OF CHINA

to apply the certification mark

SHRABS

APPROVED

in respect of the mark specification

SANS 60799:2007
TO: ELECTRICAL ACCESSORIES - CORD SETS AND
INTERCONNECTION CORD SETS

This permit, including the schedules 1 to 3 which form an integral part thereof:
— s issued without alteration;
is identified by the applicable permil number;
- is subject lo any condition or limitation contained therein;
- is valid subject to ongoing compliance with permit canditions;
—  bears the embossed SABS Commercial seal. In the absence of the
seal, the permit and the schedules shall be invalid; and
= the parmit may be authenlicaled by referring to the register of
"Certified Clienis” on the SABS Commercial website (www.sabs.co.za)

9721/15421

Permit Number

31 January 2018

Effective Dale

18 April 2021

Expiry Dale

18 April 2012

Date of Original Registration

Chiefl Executive Officer KMQ/L] L@AA.:\_[L,‘,‘ /L.
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SCHEDULE TO PERMIT TO APPLY CERTIFICATION MARK

This permit is only applicable in respect of the permit holder, the factory, the mark specification, the
commodity and the trade name or trade mark referred to in this schedule

5 Fl B S Permit numberé

0721/15421

Schedule 1
Page 1 of 2

1. Permit holder
1.1 Name

1.2 Name under which the
business is conducted

1.3 Registration or the
identity number

Yung Li Co., Ltd

Yung Li Co., Ltd

9144190074804277x9

2. Street address of factory
at which the commodity is

Da Pu Industrial Zone
Gang Zi Chang Ping Town

manufactured Dongguang City
Guangdong Province
PR OF CHINA
3. Mark Specification with which the SANS 60799

commodity is required to comply

Electrical accessories - Cord sets and interconnection cord sets

4. Description of commeodity to
which the certification mark
may be applied, and Brand name
or Trade mark which may be
used in conjunction with the
certification mark

Electrical accessories - Cord sets and interconnection cord sets
As detailed in the attached Appendix A

5. Quality management system
with which consistent
compliance is required

The quality management system relating to the production of the

| commodities identified in section 3 and 4 of this schedule must consistently

meet the requirements of the nominated product specification, the
requirements for a product certification system 5 certification scheme as per
ISO 17067 and requirements of the general and specific permit conditions as
detailed in schedules 2 and 3 of the permit




S H B 5 Permit number
9721/15421
SCHEDULE TO PERMIT TO APPLY CERTIFICATION MARK
This permit is only applicable in respect of the permit holder, the factory, the mark specification, the Schedule 1
commodity and the trade name or trade mark referred to in this schedule Page 2 of 2

Record of amendments to permit

Original date of issue : 2012-04-18

Amendments

2013-07-17 Commodity type HOSVV-F 3G 0.75-1.0-1.5 mm? and HO5VV-F 3G 0.75 mm? added
2015-02-15 Permit reissued with a new triennial expiry date

2018-01-31 a) Permit reissued with a new triennial expiry date

b) Post permit audit date 15 March 2017
¢) Last permit expiry date 18 April 2018
d) Company registration number added 9144190074804277x9




V DE Priif- und Zertifizierungsinstitut

Geprift und zerhflzlert nach /
certified accordm to

http hwww vde. com/zarhflkat
http://www.vde.com/certificate
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VDE Priif- und Zertifizierungsinstitut Ausweis-Nr. /  Blatt /

Zeichengenehmigung

Certificate No. page
40029893 2

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder
Yung-Li Co. Ltd., Da Pu Industrial Zone, Chang Ping Town, 523571 DONG GUAN CITY, Guangdong,

CHINA

Aktenzeichen / File ref.

Datum / Date

1609800-1550-0006 / 126561 / FG31 / E 2010-04-21

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40029893.
This supplement is only valid in conjunction with page 1 of the Certificate No. 40029893.

Geritesteckdose, nicht-wiederanschlieBbar

Connector, non-rewirable

Typ(en) / Type(s):

YC-14
YC-14L

Bemessungsspannung
Rated voltage

Bemessungsstrom
Rated current

Polzahl
Number of poles

Bauart
Kind of construction

Anmerkung(en)

Remark(s)

PAK

PAH
Warenzeicheninhaber
Trademark holder

Produktinformation
Product information

AC 250 V
25 A

2-polig mit Schutzkontakt
2-pole with earthing contact

Normblatt C5
standard sheet C5

Geratesteckdosen 2,5 A mit Schutzkontakt missen Teil
einer Gerateanschiufleitung oder einer
Weiterverbindungs-GerateanschluBleitung sein.
Connectors 2,5 A with earthing contact shall be part of
a cord set or interconnection cord set

Das Produkt entspricht den Anforderungen gemafl PAK-Dokumer:t
ZEK 01.2-08.

The product is in accordance with the requirements of
PAH-document ZEK 01.2-08.

Yung-Li Co. Ltd.

siche Anlage Nr. 300 + 400 + 900
see Appendix No. 300 + 400 + 900

Fortsetzung siehe Blatt 3 /

continued on page 3

VDE Priff- und Zertifizierungsinstitut GmbH * Testing and Certification Institute

Merianstrasse 28, D-63069 Offenbach

Phone + 48 (0) 69 83 06-0
Telefax + 49 (0) 69 83 06-555



VDE Priif- und Zertifizierungsinstitut

 ZEICHENGENEHMIGUNG
| MARKS APPROVAL .

Yung-Ll Co Ltd o
Da Pu_Industrial Zone
Chang Ping Town
523571 Dong Guan Clty
| Guangdong ,
: CHINA
st berechtlgt far ihr Produkt /
s author/zed to use for their product

~ Flexible Leitung
Flex:ble cable (cord)

' die hier abgeblldeten markenrechthch geschutzten Zeichen ~
fr die ab Blatt 2 aufgefihrten Typen zu benutzen / . ,
the Iegally protected Marks as shown below for the types referred to on page 2 ff.

<VDE> oder/or <>le> oder/or e II, [': -

schwarz ot
black red.

_ Gepriift und zertifiziert nach /
Tested and certified according to

DIN VDE 0281-5 (VDE 0281 Tell 5):2002-09; HD 21.5 $3:1994 + A1:1999 + A2:2001

: #
; %
Aktenzeichen:’ 1609800 5140-0005 1 82166
e sren R e el e File e : ;
¢ 'VDE Pruf- und Zertifizierungsinstitut . . . Ausweis-Nr. 40010145 Blatt 1
| VDE Testing and Certification Institute - Certificate No. . . " Page

’Welters Bedingungen ‘siche Rickseite und Folgebléitter / -
,'\furthar conditions see overleaf and following pages

‘Offenbach, 2004-04-27
R /4 C = —adl {letzte ‘Anderung/updated 2007-02-22 )
“VDE ZefMfikate sind nur giiltig bei Veroffentlichung’ uniter: ' “http:/fwww .vde.com/zertifikat )
VDE certificates are valid only when published on: http://www .vde.com/certificate

VWDE VERBAND DER ELEKTROTECHNIK ) &
ELEKTRONIK INFORMATIONSTECHNIK e.V. ‘ —




VDE Pruf- und Zertifizierungsinstitut AN

page

Zeichengenehmigung 40010145 2

Name und Sitz des Genehmigungs-Inhabers / Name and registered seat of the Certificate holder
Yung-Li Co. Ltd., Da Pu Industrial Zone, Chang Ping Town, 523571 Dong Guan City, Guangdong,
CHINA

Aktenzeichen / Filé ref. letzte Anderung / updated Datum / Date
1609800-5140-0005 / 82166 / FG42 / STR 2007-02-22 2004-04-27

Dieses Blatt gilt nur in Verbindung mit Blatt 1 des Zeichengenehmigungsausweises Nr. 40010145.
This supplement is only valid in conjunction with page 1 of the Certificate No. 40010145.

Flexible Leitung
Flexible cable (cord)

Typ(en) / Type(s):

HO3VV-F 2...4 x 0,5...0,75 mm? +
HO3VVH2-F 2 x 0,5...0,75 mm? +
HO5VV-F 2...5 x 0,75...2,5 mm? +
HO5VVH2-F 2 x 0,75...1,0 mm? +
Firmenzeichen YUNG LI

Trademark

Dieser Zeichengenehmigungs-Ausweis bildet die Grundlage fur die EG-Konformitatserkldrung und
CE-Kennzeichnung durch den Hersteller oder dessen Bevollméchtigten und bescheinigt die Konformitat
mit den genannten Normen im Sinne der EG-Niederspannungsrichtlinie 2006/95/EG.

This Marks Approval is the basis for the EC Declaration of Conformity and the CE Marking by the
manufacturer or his agent and shows the conformity with the said standards as defined by the EC
Low-Voltage Directive 2006/95/EC.

VDE Pruf- und Zertifizierungsinstitut
VDE Testing and Certification Institute
-Fachgebiet FG42

“Section FG42

VDE Testing and Certification Institute * Institut VDE d'Essais et de Certification

Merianstrasse 28, D-63069 Offenbach ) Phone + 49 (0) 69 83 06-0
Telefax + 49 (0) 69 83 06-555






