
Product Data
LANDLOK® S2 

PROPERTY TEST METHOD ENGLISH METRIC

Mass/Unit Area 
2 ASTM D-6475 8.0 oz/yd² 271 g/m²

Thickness 
2 ASTM D-6525 335 mils 8.5 mm

Tensile Strength 
2 ASTM D-6818 194 x 116 lbs/ft 2.8 x 1.7 kN/m

Elongation 
2 ASTM D-6818 25% 25%

Functional Longevity 
2 Observed

8 ft x 112.5 ft 2.45 m x 34.29 m
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This publication should not be construed as engineering advice. While information contained in this publication is accurate to the best of our knowledge, Propex does not warrant its accuracy or completeness. The ultimate customer and user of the

products should assume sole responsibility for the final determination of the suitability of the information and the products for the contemplated and actual use. The only warranty made by Propex for its products is set forth in our product data sheets

for the product, or such other written warranty as may be agreed by Propex and individual customers. Propex specifically disclaims all other warranties, express or implied, including without limitation, warranties of merchantability or fitness for a

particular purpose, or arising from provision of samples, a course of dealing or usage of trade.
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ROLL SIZES
NOTES:

1.    The property values listed above are effective 12/20/2018 and are subject to change without notice.

2.      Values represent testing at time of manufacture and are shown as typical values.

LANDLOK® S2 erosion control blanket (ECB) consist of 100% wheat straw mechanically bound and covered on

both sides by netting. The straw is homogeneously blended and evenly distributed throughout the blanket. The

netting is photodegradable polypropylene with mesh openings of approximately 3/8 in by 3/8 in (11 mm by 11

mm). The blanket is sewn on approximately 2 in (51 mm) centers with photodegradable polypropylene thread.

LANDLOK® S2 conforms to the property values listed below
1
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