






TEMPERATURE SETTINGS
WARNING: The valve is set by the factory to deliver water at the highest temerature possible. It is the installer’s responsibility
to properly set the desired and/or required maximum temperature setting to prevent risk of scaldingor any other severe 
injury prior to consumer use. The installer is responsible in setting the correct high temerature limit based on user preferences
and all local plumbing code requirements.

Remove temerature limit stop from the top of cartridge.

Rotate stem counter-clockwise to start water flow. Temperature will increase when stem is rotated further.

Use a temperature measuring device (thermometer) at the outlet flow to determine desired maximum temperature.

IMPORTANAT: To prevent any severe injury we
recommend that the maximum temperature setting
should be no greater than 115°F (46,1°C).

Place temperature limit stop back onto cartridgein the
desired arrangement.

Rotating the temperature limit stop further clockwise
will limitthe rotation of the cartridge which in turn limits
the maximum temperature.

MAINTENANCE
PRESSURE BALANCE CARTRIDGE
Carefully remove the trim and plate and place in a safe location for the time being.

Use a flat head screwdriverto shut off the water supply to the cartridge by turning the temporary shutoff screws clockwise
until srcrew stops. Ensure to close both the hot and cold sides of the water supplies.

Remove extensions to gain access to the cartridge nut. Unscrew the cartridge nut using a plumbers wrench or adjustable
wrench, if possible.

Gently pull the cartridge out of the housing body (wiggling cartridge while pulling may assist in removing).

Clean the cartridge by rinsing it under running water to remove any possible debris. Keep the orientation of the cartridge
in mind when reassembling.

Wipe cartridge and housing seat clean and apply a thin film of NON-PETROLIUM GREASE to o-rings.
NOTE: DO NOT USE OIL BASED LUBRICANTS AS THEY MAY CAUSE THE O-RINGS TO DRY OUT OVER TIME AND CRACK
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