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Installation instructions: 

1.  Find a secure location to mount the GPS tracker- 

 Choose a secure location in the vehicle – either in the trunk or interior of a 

vehicle.  A common location is under the dashboard, this is both hard to 

easily find and is good for GPS positioning. 

 Choose a location that is not next to electrical wires for the radio, alarm 

systems or other RF devices.  These devices can interfere with GPS location 

data. 

 The tracker should be firmly fixed with double sided tape or zip ties. 

 The tracker should be facing up, so the internal antenna is toward the sky.  

The large sticker side is up; the serial/IMEI number is down. 

 The tracker can be installed within a 45 degree axis, but the top must be 

facing up at all times. 

2.  Connect the wires according to the connections view below. 

3.  Wait 5-10 minute for the unit to find the GSM and GPS signal for the first time.  

Moving to an open area will decrease the time required to get a signal. 

 

 

 

 

 

 

 

 

 



Wiring connections: 

Red – (+) Positive 

Black – (-) Negative or vehicle ground 

White – (+) ACC trigger from ignition switch 

Yellow – Output to relay for starter, lights, or horn (negative trigger).  We do not 

advise connecting an immobilization relay to a safety critical system such as the 

ignition or fuel pump. A starter motor cut is recommended. 

All other wires can be ignored and secured to the side with a zip tie. 

 

 

 

 



Relay connections: 

Cut wire from starter, lights, or horn.  Connect relay according to the chart below. 

 

 

 

 

DOUT1 –  

Yellow Wire 



Location Updates: 

Normal Location Updates: 

- No Movement - It will connect and update its GPS location every 4 hours. 

- Start of a trip (Ignition or Movement) - When the ignition is turned on or the 

tracker senses movement it will send out an update if it has moved from last GPS 

location.  

- In trip (Movement) - This is when it is moving (vehicle driving).  The tracker will 

take a GPS location update every 30 seconds to 2 minutes.  This all depends on 

how fast it is going and how many turns are made.   

 

Recovery Mode: 

Recovery Mode can be set in case a vehicle is stolen.  This will change the GPS 

location updates to every 10 seconds.  

NOTE:  The recovery mode setting will only go live on the next upload to the 

Server/App.  So if someone is driving down the road and you set the recovery 

mode, it can take a couple minutes for it to set, but from that point forward you 

will get GPS location updates every 10 seconds until you turn it off. 

 

***Only use recovery mode when absolutely necessary (stolen vehicle recovery).  

A lot of data is transmitted in recovery mode and abuse of this feature with result 

in account suspension. 

***If the vehicle power has been pulled, you will see an alarm of PowerCut.  Be 

cautious of setting recovery mode as it will drain the internal battery quickly. 

 

 



How to set Recovery Mode and Relay Output: 

Select your GPS tracker under the Devices tab.  Then click the “Command”  

button.  A screen will pop up with commands that can be sent to the GPS tracker.  

Select the command you want, and then click the send command  button. 

 

- Recovery ON- Turn recovery mode on 

- Recovery OFF- Turn recovery mode off 

- Engine Stop- Engage the relay to interrupt the power to the starter or device 

- Engine Resume- Dis-Engage the relay 

 

 

 



Tracking Setup: 

1. From a computer browser, go to http://gotstolengps.net 

 

Use the email address and password provided to log in. 

 

 

2. For the next part, it is advised to zoom in on the city/town your vehicle will 

be in a majority of the time.  This is not required, but will help to make the 

default view customized.   

 

 

http://gotstolengps.net/


3. In the upper right corner, locate the gear with a down arrow.  Click the 

down arrow, then “account”.  Change the account settings to your 

preferences. 

 

Required: 

Name:  Choose a name for your account 

Email:  Choose an email address; this will be used for login and notifications 

Password:  Choose a password  (Please update from password provided) 

 

Preferences: 

Map Layer:  Choose a map layer.  Bing Aerial is satellite view.  Please note:  

You must save your selection, and then refresh the page for the new map 

view to take effect. 

 

The Latitude/Longitude/Zoom set the default view on log in.  This will keep 

you from scrolling or zooming when you first open the app or browser.  If 

you have followed step 2 and zoomed in on the location you want as 

default, just click the “pin drop”     on the bottom.  This will fill in 

Latitude/Longitude/Zoom at the current map settings. 

 

Latitude:  Set default Latitude  

Longitude:  Set default Longitude 

Zoom:  Set default Zoom 

12-hour Format:  Check mark for 12-hour time format 

 

Click the check mark at the bottom to save your changes. 



 
 

 

 

 

 

 

 

 

 

 



4. In the upper left under Devices, select the name of the GPS tracker 

(Example: GPS1).  Look above it, select the pencil icon   to edit. 

 

Name:  Change the name to your preference (Jeep, Truck,…) 

Identifier:  Do not change this, it will cause the tracking not to work.  This 

number should match the IMEI number on your tracker and box. 

Model:  Do not change this 

Category:  Change the symbol the tracker will show up as on the map 

  Everything else can be left blank. 

 

Click the check mark at the bottom to save your changes. 

 

 

Once the tracker starts communicating with the server, you will see it on the map. 



Mobile App (iOS and Android): 

1. In the App or Play Store, search for “GotStolen GPS Manager” 

2. Install and open the app 

3. On the initial screen, make sure the Server is https://gotstolengps.net 

Press Start 

 

4. Use the email and password you setup in the previous steps 

5. Select Login   

 

https://gotstolengps.net/

