
2015 S550 Mustang Short Throw 
Shift Lever 

Instructions for 555-7316 
Tools Needed: 
1. 10mm socket and ratchet 

2. Small flat head screwdriver 

3. T20 Torx bit or driver 

4. Vise grips 

5. C-clamp 

Removal of the factory shifter 
 Note:  Be careful removing all of these components.  They will be used 

on the Steeda short throw shifter when re-installing.   

1. From inside the car, remove the shift knob, by turning it counter-
clockwise.   

2. Lift the shifter trim bezel, by un-clipping it from the console area.  Lift 
up on the rear of the bezel, and carefully move around the edges, until 
it and the boot can be slid up the shift lever. See figure 1. 

3. The boot and bezel can now be removed from the shift lever.  Dislodge 
the black plastic of the shift boot from the reverse collar on the shift 
lever.  Use a small screwdriver to pry out the 3 clips on the reverse 
collar, and remove the black plastic piece with the boot attached.  See 
figure 2. 

4. The pin on the factory shift lever will need to be removed.  There are 
several methods that can be used to remove this pin.  Here are two 
methods we suggest:  1--Using vice grips, or something similar, push 
the white spring perch and spring down away from the pin, and lock 
them in place.  Place the shift lever at one extreme, either all the way 
forward or to the rear.  Use a small punch and hammer to push the pin 
out of the factory lever. Be sure to support the opposite side of the 
lever while pushing the pin out.   2—Use a c-clamp to press the pin out.  
Place a socket on the back side of the lever, surrounding the pin. Use 
the provided dowel pin on the other side of the shift lever pin, and 
tighten the c-clamp onto the socket and provided dowel pin to push 
the shift lever pin out towards the socket.  See figure 3. 

5. Remove the rubber shift boot.  Pull up to dislodge it from the shifter 
base, and pull it over the reverse collar. 

6. Remove the torx screw, securing the reverse collar to the factory shift 
lever, and remove the reverse collar, spring and spring perch. 

7. Lift and support the car, by the chassis on a vehicle lift, or on jack 
stands. 

8. Located on the front of the shifter base, slide the rubber boot for the 
shift linkage off of the shifter base.  

9. Remove the 2-10mm nuts, securing the shifter base bushing bracket to 
the chassis.    
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10. Remove the 4-10mm head bolts, securing the shifter base lower 
cap to the shifter base.  Be careful not to damage the gasket, 
located between the lower cap and the shifter base.  It will be 
reused. Note: When this lower cap is removed, the shift linkage 
will be able to fall out of the shifter base.  Be sure not to lose the 
bushing that is installed on the end of the shift linkage.  Set the 
linkage aside while continuing with the removal.  

11. Remove the 2-10mm head bolts, securing the shift lever bushing 
support plate into the shifter base. 

12. Remove the shift lever, by pulling down on the lever from 
underneath the car.  

Installation of the Steeda short throw shifter 
13. Remove both bushing cups from the factory shift lever.  Transfer 

both of the bushing cups over to the Steeda shift lever.  Be sure to 
transfer the large bushing cup first, and then the small one.   

14. Install the Steeda short throw shifter in reverse order of removal of 
the factory shift lever.  Install and tighten the shift lever bushing 
support plate to 84 in-lbs.  Be sure when re-installing the shift 
linkage, to place both linkage bushings in their correct spots, and 
that the lower shift lever bushing is firmly seated into the shift 
linkage cup.  Re-install the shifter base gasket, making sure to place 
it back over the dowel on the rear of the shifter base.  Re-install 
the shifter base lower cap to the shifter base, and tighten the 4-
10mm head bolts to 84 in-lbs.   

15. Re-install the shifter base bushing and mount, and tighten the nuts 
to 97 in-lbs.   

16. From inside the car now, re-install the reverse collar, spring and 
spring perch.  Press down on the spring perch and spring, and 
install the two provided 4mm set screws.  They will need to be 
screwed in, and tightened into each other, with the same amount 
of threads remaining outside of the lever on both sides.  

17. Re-install the rubber shift boot, by sliding it over the reverse collar, 
and placing it around the edges of the shifter base. 

18. Reinstall the shifter trim and boot, by placing it over the shift lever, 
and pushing the plastic collar of the boot into the reverse collar 
until it clicks in place.   

19. Snap the trim back into the console. 

20. In order for the knob’s pattern to align correctly, the provided 
rubber cord may need to be installed into the knob.  The cord can 
also be trimmed to a different length, if needed.  See figure 11. 

5 

6 

7 

8 

9 

Both 
bushings 

transferred to 
new lever 

Lever is now ready 
to be removed from 

the bottom 

Remove these 
4 bolts. (2 on 
opposite side) 

10 

This bushing can 
fall off of the 

linkage when the 
linkage is 
removed 

Remove 
these 2 

bolts 

Reverse collar re-
installed, and set 

screws installed to 
secure spring 

11 


