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FITTING INSTRUCTIONS FOR FI0159BK RHS FRAME plug 
INDIAN FTR 1200 2019- 

DIGITAL COPIES OF THESE INSTRUCTIONS ARE AVAILABLE FROM:  

 WWW.RG-RACING.COM 

this kit contains the items pictured and labelled over page. 

some parts may be shown for clarity of instructions only. 

do not proceed until you are sure all parts are present. 

please read all instructions before proceeding. 

IF IN ANY DOUBT WHEN FITTING OUR PRODUCTS, CONSULT ONE OF OUR DEALERS 
OR HAVE FITTED BY A QUALIFIED TECHNICIAN. 

please note that the way the kit is packed does not necessarily represent the way 

of mounting to the bike. 

in the event of rubber washers being used to hold components onto bolts,  

these rubber washers can be thrown away. 
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TOOLS REQUIRED 

• Soft Mallet 

 

GENERAL TORQUE SETTINGS 

M4 BOLT = 8Nm 

M5 BOLT = 12Nm 

M6 BOLT = 15Nm 

M8 BOLT = 20Nm 

M10 BOLT = 40Nm 

M12 BOLT = 40Nm 

LEGEND 

ITEM 
No. 

DESCRIPTION QTY 

ITEM 1 FI0159 FRAME PLUG RHS 1 

ITEM 2 O-RING 24.5mm INNER DIAMETER 2 

EXPLODED ASSEMBLY DIAGRAM 
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CONSUMER NOTICE 
The catalogue description and any exhibition of samples are only broad indications of the Products and R&G may make design 
changes which do not diminish their performance or visual appeal and supplying them in such state shall conform to the order. 
The Buyer acknowledges no representation or warranty (other than as to title) has been given or will apply to the Products other 
than those in R&G’s order or confirmation and the Buyer confirms it has chosen the Products as being of merchantable quality 
and suitable for its particular purposes. Where R&G fits the Products or undertakes other services it shall exercise reasonable skill 
and care and rectify any fault free of charge unless the workmanship has been disturbed.  The Buyer is responsible for ensuring 
that the warranty on the motorcycle is not affected by the fitting of the Products. On return of any defective Products R&G shall 
at its option either supply a replacement or refund the purchase money but shall not be liable if the Products have been modified 
or used or maintained otherwise than in accordance with R&G’s or manufacturer’s instructions and good engineering practice or if 
the defect arises from accident or neglect. Other than identified above and subject to R&G not limiting its liability for causing 
death and personal injury, it shall not be liable for indirect or consequential loss and otherwise its liability shall be limited to the 
amounts paid by the Buyer for the Products or the fitting or service concerned. These terms do not affect the Buyer’s statutory 
rights. 

 

R&G RETURNS POLICY (NON-FAULTY GOODS) 
Returns must be pre-authorised (if not pre-authorised the return will be rejected). Goods may only be returned direct to us if 
they were purchased direct from us (customer must prove if necessary).  Otherwise to be returned to original vendor. Goods 
must be in re-sellable condition, in the opinion of R&G. All returns are subject to a 25% restocking and handling fee (25% of the 
gross value exc. P&P – at the prevailing price at time of purchase). The customer must pay any and all carriage charges. No 
returns of discontinued products, unless within 14 days of purchase. This policy does not affect your statutory rights and does not 
refer to faulty goods. 

FITTING INSTRUCTIONS 

 

 

• Place the ‘O-ring’ into the groove of the frame plug as shown above. 

• Place the frame plug into the frame recess and gently knock in with a soft mallet or the 
palm of your hand as shown in the top picture (if very tight a small amount of liquid 
detergent on the ‘O’ ring will help). 

• Place one of the supplied bubble stickers into the bubble sticker shaped recess. 

 

 

ISSUE 3 - 24/09/2021 (NSY) 
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NOTICE DE MONTAGE POUR FI0159BK INSERT CADRE DROIT 
INDIAN FTR 1200 2019- 

NOTICE DISPONIBLE  AU TÉLÉCHARGEMENT SUR : WWW.RG-RACING.COM 

Le kit contient les articles en photo et etiquettes sur la page 

LES PARTIES PRESENTÉES PEUVENT ETRE UNIQUEMENT REPRESENTATIVES POUR LA CLARTE DES INSTRUCTIONS. 

Ne pas Procéder au montage avant de vous êtres assure que toutes les pieces soient pré-

sentes. 

SVP, lire l’ensemble de la notice avant de Procéder au montage. 

EN CAS DE DOUTE LORS DU MONTAGE, CONSULTEZ UN  DE NOS REVENDEURS, OU 

La façon dont le kit est emballé ne correspond pas forcément à la façon de mon-

ter les pièces sur la moto . 

Notez que si les kits sont emballés avec des rondelles en caoutchouc servant à 

tenir les composants, ces rondelles doivent être jetées. 
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OUTILS REQUIS 

• Maillet Souple 

VALEURS DE SERRAGE 

M4 BOULON = 8Nm 

M5 BOULON = 12Nm 

M6 BOULON = 15Nm 

M8 BOULON = 20Nm 

M10 BOULON = 40Nm 

M12 BOULON = 40Nm 

LEGENDE 

ARTICLE 

No. 

DESCRIPTION QTE 

ARTICLE 1 FI0159 INSERT CADRE DROIT 1 

ARTICLE 2 BAGUE 24.5mm DIAMETRE INTERNE 2 

SCHEMA D’ASSEMBLAGE 
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NOTICE DE MONTAGE 

 

• Placez le joint torique dans la rainure du bouchon du cadre, comme indiqué ci-dessus. 

• Veiller à ce que le logo soit dans le bon sens, placez l’insert du cadre dans le 

renfoncement, voir la photo A ou B ci-dessus et frappez doucement avec un maillet 

souple ou la paume de la main, comme indiqué sur la photo du haut (appliquer un peu 

de détergent sur le joint toriquepour faciliter). 

• Placez l’un des stickers en caoutchouc dans le renfoncement. 
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MONTAGEANLEITUNG FÜR FI0159BK RAHMENEINSATZ RECHTE SEITE  
INDIAN FTR 1200 2019- 

Alle kit-teile sind unten abgebildet und gekennzeichnet  

Die abgebildeten Teile dienen lediglich zur Erklärung.  

Überprüfen sie, dass alle teile vorhanden sind, bevor sie mit der Montage beginnen. 

lesen sie die montageanleitung komplett durch, bevor sie anfangen. 

WENN SIE SICH BEI DER MONTAGE UNSICHER SIND, BITTE  

EINEN UNSERER HÄNDLER KONTAKTIEREN ODER DAS KIT VON EINEM  

QUALIFIZIERTEN ZWEIRAD-MECHANIKER MONTIEREN LASSEN. 

 EINE DIGITALE VERSION DIESER MONTAGEANLEITUNG KANN AUF  

FOLGENDER SEITE HERUNTERGELADEN WERDEN:  WWW.RG-RACING.COM 

Die Verpackung der Teile stellt nicht die Reihenfolge der Montage dar.  

Hinweis für Kits mit Plastikunterlegscheiben an den Schrauben – Diese Plastik-

Unterlegscheiben werden nicht für den Einbau benötigt! 
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SIE BRAUCHEN FOLGENDES WERKZEUG: 

• 3mm A/F Inbusschlüssel 

 

allgem. anzugsdrehmoment 

M4 SCHRAUBE = 8Nm 

M5 SCHRAUBE = 12Nm 

M6 SCHRAUBE = 15Nm 

M8 SCHRAUBE = 20Nm 

M10 SCHRAUBE = 40Nm 

M12 SCHRAUBE = 40Nm 

LIEFERUMFANG 

ARTIKEL-

NR. 

BESCHREIBUNG MENGE 

ARTIKEL 1 FI0159 RAHMENEINSATZ RECHTE SEITE  1 

ARTIKEL 2 O-RING 24,5mm DURCHMESSER INNEN 1 

EXPLOSIONSZEICHNUNG—ZUSAMMENBAU 
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MONTAGEANLEITUNG 

 

 

• Die O-Ringe in die Vertiefung des Rahmeneinsatzes einsetzen wie oben abgebildet. 

• Den Rahmeneinsatz in die Rahmenvertiefung einsetzen und vorsichtig mit einem 

Schonhammer (oder mit der Innenfläche Ihrer Hand) in die Rahmenvertiefung 

eindrücken wie im oberen Bild abgebildet (wenn das sehr eng ist, kann eine kleine 

Menge Spülmittel auf dem O-Ring helfen). 

• Einen Bubble-Aufkleber in der entsprechend geformten Vertiefung anbringen.  
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