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PART 1 – GENERAL  
 
1.01 SUMMARY  

 
A. Section Includes:  

1. Fixed visual display surfaces: Chalkboards, markerboards and tackboards units and 
accessories 

 
B. Related requirements  

1. Division 01 – General requirements: 
 

1.02 SUBMITTALS 
 
A. Product Data: Submit complete printed data and installation details indicating products to be 

provided as specified.   
1. Submit color charts for selection by the Architect. 

 
B. Shop Drawings: Submit complete installation details. Include dimensioned elevations. Show 

location of joints between individual panels where unit dimensions exceed maximum panel 
length. 

 
C. Samples: Submit minimum one-foot square fabricated unit of each type required, complete with 

factory-applied trim, blade chalk tray and head rail with accessories as specified for each type of 
unit demonstrating fabrication.   

  
 

1.03 PROJECT CONDITIONS  
 
A. Field measurements: Verify field measurements before preparation of Shop Drawings and 

before fabrication to ensure proper fitting where required. Coordinate fabrication schedule with 
construction progress to avoid delaying the work.   

 
1.04 DELIVERY, STORAGE AND HANDLING 

 
A. Deliver fixed markerboards and tackboards units and materials to the Project site with 

manufacturer’s protective porcelain film covering and do not remove until they’re ready for use. 
 

B. Protect markerboards and tackboards units before, during and after installation. In case of 
damage, immediately provide necessary repairs and replacements.  

 
2.01 MANUFACTURERS 
 

A. Nelson Adams Naco Corp, visual display surfaces: Chalkboards, markerboards and tackboards 
units. Nelson Adams NACO is a Polyvision authorized manufacturer/fabricator of visual display 
products for PolyVision. https://polyvision.com/contact/find-a-fabricator-distributor/   
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2.02 MATERIALS  
 

A. Chalkboards, markerboards and tackboards units: e3 environmental ceramicsteel® Porcelain 
writing surface by PolyVision  
1. Basis-of-Design Product: Subject to compliance with requirements, provide model 2000 

series (Box tray wall mounted with end caps) as manufactured by Nelson Adams NACO.  
2. Provide manufacturer standard backing for 2000 series markerboards, chalkboards and 

tackboards units.  
3. Markerboards: Porcelain enamel steel on ½” particleboard with aluminum foil, .015 

moisture resistant backer or .005 or foil optional backer  
4. Tackboards: ¼” natural cork on ¼” hardboard or optional substrate configuration. 

Tackboards: Standard vinyl on ½” fiberboard or optional substrate configuration. 
Tackboards: Standard fabric on ½” fiberboard or optional substrate configuration.  
Tackboards: ¼” forbo on ¼” hardboard or optional substrate configuration.  
 

5. Standard clear anodized 6063 T5 aluminum alloy C-4 trim and 6063 T5 aluminum alloy 
CRC-2B continuous box chalktray with end caps.   

 
2.03 FABRICATION 
  

A. Chalkboards, markerboards and tackboards: Fabricate visual display boards from 
manufacturer’s standard components of size, thickness and design required to impart 
sufficient strength and support from walls. 

 
 2.04 ACCESSORIES   
 

A. Metal trim and accessories: Fabricate frames and trim of not less than 0.062 inch 
(1.57mm) thick, extruded aluminum 6063 T5 alloy, size and shape as indicated or if not 
indicated manufacturer’s standard narrow edge profile, to suit type of installation. 
Provide narrow style single length units. Keep joints to a minimum. Miter corners to 
neat, hairline closure. 
 
1. Where size of unit or other conditions require support in addition to normal trim, 

provide structural supports or modify trim as indicated or as selected by the architect 
from manufacturer’s standard structural support accessories to suit conditions 
indicated. 

2. Chalk Tray: Manufacturer’s standard continuous CRC-2B box tray extrusion type 
aluminum chalk tray with end caps ends for each chalkboard or markerboard. 
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3. Map rail: Furnish map rail at top of each unit, complete with the following 

accessories:  
a. Display Rail: Provide continuous cork display rail approximately 2 inches 

(50mm) wide, as indicated, integral with map rail. 
b. End Stops: Provide one end stop at each end of map rail 
c. Map Hooks: Provide 2 map hooks with flexible metal clips for every 48 inches 

(1220mm) of map rail or fraction thereof. 
d. Flag Holder: Provide one flag holder for each room. 

 
 

2.05 FABRICATION 
 

A. Porcelain Enamel Chalkboards: Laminate facing sheet and backing sheet to core 
material under pressure with manufacturer’s recommended flexible, waterproof 
adhesive. 

B. Assembly: Provide factory assembled units. 
1. Make joints only where total length exceeds maximum manufactured length. 

Fabricate with minimum number of joints, balanced around center of board, as 
acceptable to Architect. 

2. Provide manufacturer’s standard vertical joint system between abutting sections of 
chalkboards.  

3. Provide manufacturer’s standard mullion trim at joints between chalkboards and 
tackboards.  

 
2.06 FINISHES  
       
        A. Visual display boards color to be selected from the manufacturer’s full range.      
               

B. Aluminum:       
             1. All aluminum trim and housing: 6063 T5 Aluminum Alloy Clear anodized.  
 
3.01 INSTALLATION 
 

A. Install in accordance with manufacturer’s instructions and approved shop drawings. 
 

B. Set all vertical and horizontal extrusions straight, plumb, level and aligned. 
 

C. Provided uniform tight joints at vertical edges of housing from top to bottom. 
 

D. Insert panel in the appropriate track. 
 

E. Not acceptable: Evidence of cutting, drilling or patching on exposed surfaces.   
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3.02 ADJUSTING AND CLEANING  
         

A. Verify that all accessories are installed as detailed for each unit. 
 

B. At completion of work, remove porcelain protective film, clean surfaces and trim 
accordance with manufacturer’s recommendations leaving units ready for use. 

 
 

3.03 WARRANTY 
 

A. Porcelain Enamel Chalkboard Warranty:  Submit a written warranty executed by 
manufacturer agreeing to replace porcelain enamel chalkboards that do not retain their 
original writing and erasing qualities, become slick and shiny, or exhibit crazing, 
cracking, or flaking within the specified warranty period, provided the manufacturer's 
written instructions for handling, installation, protection, and maintenance have been 
followed.  
 
1. Warranty Period:  50 years from date of Preliminary Acceptance 

 
                                      
                                                END OF SECTION 
 


