
Application: 

Great for:  

 Restaurants, lounges, casinos, homes and retail stores;  

 Decorative and accent lighting;  

 Downlighting and uplighting features;  

 Edge lighting glass or acrylic plates;  

 Lighting art or accent pieces (no UV emissions);  

 Egress lighting;  

 Entertainment centers and home theaters;  

 Trade show exhibits;  

 Wine cellars;  

 Under cabinet lighting;  

 Architectural models;  

 Coin-operated machines for vending and amusement;  

 Vehicular accent lighting for limousines, RV's and cars;  

 Yachts and cruise ships;  

 Arts and crafts;  

 Lots of other things—use your imagination!  

Many of our LED strip products are offered in a waterproof version that has a silicone rubber 

tube surrounding the strip.  

 

This is one of our best selling product lines for three reasons: 1) it looks great and has superior 

quality, 2) it is very easy to work with, including excellent dimming and controls, and 3) it is a 

great value.  

 

LED modules and strips are one of our specialties. Our vast experience with LED strip projects 

will benefit you greatly. This is LED linear lighting, the easy way, and we can make it work with 

your DMX wall washers and other devices. No need to look further. Give us a call for technical 

advice or easy-to-understand documentation! 

 

Specifications: 

Brightness 345 lumens/meter 

Brightness 2 968mW/meter 

CRI 80+ 

Efficacy 47.9 lumens/watt 

Efficacy 2 134.4 mWatt/watt 

Height (English) 0.24 in 

Height (Metric) 6 mm 



Input Current 192 mA 

IP Rating IP65 

LED Density 96 LEDs/meter 

LED Node Size 3014 

LED Spacing (English) 0.41 in 

LED Spacing (Metric) 10.4 mm 

Length (English) 12.3 in 

Length (Metric) 312.5 mm 

Manufacturer EnvironmentalLights 

Min. Cutting Increment (English) 1.23 in 

Min. Cutting Increment (Metric) 31.3 mm 

Rating UL, RoHS 

Beam Angle 60° 

Input Voltage 12 DC 

Warranty 5 years limited 

Power (Watts) 2.3 

Power (Watts/ft) 2.2 

Power (Watts/m) 7.2 

Width (English) 0.47 in 

Width (Metric) 12 mm 

 


