
 

UTV Street Legal Kit Instructions:  

 

1. Using a 3/4 drill bit drill the hole for the blinkers in the desired location. Make sure to drill the 

proper amount of holes for the kit you purchased as we have a 1 and a 3 LED option on the 

blinkers. You can place them vertically or horizontally and virtually install them anywhere you 

would like on each corner of your UTV. Take the rubber grommets off the LED to slide them 

through the drilled hole.  

 

2. Mount the Column Mount actuator around the steering column closest to the steering wheel, 

make sure to leave about a ¼” between the column mount and your steering wheel. 

 

 



 

3. Now you will want to plug the positive/negative wires into power, which you can use from the 

back of the 12v accessory port in the dash. Crimp the t-tap connectors included in the kit around 

the wires and plug the red/black wires into them. 

 

 
 

4. Next step is to run the wire for the blinkers to both the front and the rear of the UTV. Run the 

single red wires to the rear of the vehicle following the factory wiring harness.  You will want to 

turn the blinkers on and test each wire to figure out the corresponding side for each wire. Once 

you know which wire is going to be used for driver/passenger side you will want to connect 

them. Cut these wires to the length you want (there will be a little extra). Now you will need to 

cut the factory orange brake wire and tap our single red wire into it. This wire will now act as 

your blinker and brake light. There is also a quick disconnect at the front of these single red 

wires so you can run them from the rear of the vehicle to the front.  

 

 
 



 
 

5. Mounting the horn:  You will want to mount the horn to an existing bolt under the hood of 

vehicle. Once the horn is mounted, connect/run the wire from the horn to the horn switch.  

Using a ½” drill bit drill a hole in desired location in the dash to mount the horn button.  

 

 
 

6. Now you will want to connect positive wire on the back of the horn button to power. You can 

use the accessory wire you tapped the blinker power into as well. 

7. Use the negative wire on the horn harness and ground it to any desirable location. You can also 

use the bolt mounting the horn as a ground. 

8. The short single red wire on the main wiring harness will need to be tapped into the orange wire 

coming off your brake solenoid. This will allow for brake light power. 

 



 
 

 

9. Next you will need to push pins into back to speedometer harness to illuminate turn signal 

indicators.  The other side of the pin connector wires will be tapped into the 2 pre-tapped lines 

on the main wire harness. 

 

 
 

10. Drill holes for the license plate holder in the desired location. Put the license plate on either the 

top right or top left of the license plate, run the positive line through using the line tap provided 

tap in to the positive line on the OEM running light (Red wire with yellow line). This allows the 

license plate light to be on anytime your tail lights are on. 



 

11. Ground the negative wire on the license plate light to the brown wire coming out of the OEM 

taillight with a line tap.  

 

This should complete the installation of the street legal kit!  

 

 

 

 

 

 


