
  B E N E F I T S

•  Dual Zone MAX storage gives you the ability to MAXimize the 
lower zone for long-term aging and set the top zone for cooler 
service...or set both compartments to the same temperatures 
for a traditional Dual Zone cellar

•  Our innovative 80/20 split Dual Zone MAX gives you the 
MAXimum space to store and age your collection while  
the top zone can be set to the perfect service temperature  
for your white, rosé & sparkling wines

•  Single Zone equipped with Ultra-Efficient Steady-Temp™ 
Cooling Technology – premium inverter cooling technology,  
ensuring the most consistent temperature

•  Single Zone: 50°F – 66°F
•  Dual Zone: Both upper & lower zones: 41°F – 66°F
•  Luxury spacing for bigger size bottles
•  Free standing or built-in; place in any room in your home 

freestanding or built into cabinetry
•  Maximum Capacity: 338 standard Bordeaux-size bottles
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ZO N E S D O O R  T R I M H I N G E S H E L F  T R I M M O D E L
3 Stainless Steel Left and Right Hinge Natural Wood Trim Shelves 237 87 09 88

  G E N E R A L  I N F O R M AT I O N

B OT T L E  C A PAC I T Y* Maximum 338 Bottles
U SA B L E  VO LU M E 34.6 Cu. Ft.
I N S TA L L AT I O N  T Y P E Free Standing / Built-In
V E N T I N G Front
T E M P E R AT U R E  ZO N E S 3
T E M P E RAT U R E  RA N G E  -  S I N G L E 50°F – 66°F
T E M P E R AT U R E  R A N G E  -  D UA L Upper and Lower Zones: 41°F – 66°F
D O O R  S T Y L E Seamless Stainless Steel
H A N D L E Stainless Steel
STO RAG E  RAC KS  –  QUA N T I T Y 29
STO RAG E  RAC KS  –  T Y P E 25 Metal Plates, 4 Wire Racks
STO RAG E  RAC KS  –  F RO N T  T R I M Natural Wood
S H E L F  E X T E N S I O N 75% (25 pcs)
S U G G E S T E D  A M B I E N T  
T E M P E R AT U R E  ( F )

60°F – 80°F

Note: In order for a dual zone unit to function at optimum level, the upper compartment 
requires to be set at least 4-Degrees (F) lower than the lower compartment.
* Maximum bottle capacity may vary depending on bottle size and shelf configuration.

  F E AT U R E S
S H E LV I N G Telescoping Rails with  

Innovative Shelf Design
I N T E R I O R  L I G H T I N G 3-Stage White LED
CO N T R O L S Electrostatic Touchscreen
T E M P E R AT U R E  D I S P L AY White LED
G L A SS  D O O R Dual Pane
R E V E RS I B L E  D O O R Yes 
S E C U R I T Y  LO C K Yes
WA R R A N T Y 1-Year Parts & Labor     

3-Years Sealed System
C H A R COA L  F I LT E R Yes
L E V E L I N G  L E GS 8 (4/Unit)

ACC E SS O R I E S S H E L F  T R I M M O D E L
N'FINITY Presentation Shelf Natural Wood Trim Shelf 237 09 99 87

N 'F I N I T Y  D O U B L E  L X i + L X 
S I N G L E  Z O N E  +  D U A L  Z O N E  M A X  W I N E  C E L L A R
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N 'F I N I T Y  D O U B L E  L X i + L X 
S I N G L E  Z O N E  +  D U A L  Z O N E  M A X  W I N E  C E L L A R

  D I M E N S I O N S  &  W E I G H T

W I N E  C E L L A R  D I M E N S I O N S 72"H  x  52"W  x  27½"D*
M I N I M U M  D I M E N S I O N S  
O F  B U I LT- I N  A R E A

72½"H  x  53"W  x  29½"D

G R OSS  S H I P P I N G  W E I G H T Approximately 712 lbs.
N E T  W E I G H T Approximately 660 lbs. 

*Handle adds 2" to depth.

  E L E C T R I C A L

E L E C T R I C A L  R E Q U I R E M E N T S 115V / 60HZ (Each Unit)
R AT E D  P O W E R 268 Watts (Each Unit)
R AT E D  C U R R E N T  -  S I N G L E  ZO N E 2.0 Amps
R AT E D  C U R R E N T  -  D UA L  ZO N E 2.30 Amps
L I G H T  P O W E R Maximum 2.0 Watts (Each Unit)
R E F R I G E R A N T R600A, 1.8 oz. (Each Unit)
E N E R GY  CO N S U M P T I O N 499 kwh/year (Each Unit)
P LU G  T Y P E 2 Right Angle NEMA 5-15P Plug 

with SJT 3X18AWG Cord

B R E A K E R  S I Z E 20 Amp Line
D E C I B E L  R AT I N G 40 dB(A) 

Multiple Unit Note: If there is more than one cellar on a line, a 20 Amp circuit is required.

I N S TA L L AT I O N  A S  
A  B U I LT- I N  C E L L A R
These cut out dimensions  
show the minimum space  
required for your wine cellar  
to perform as designed.

N'FINITY DOUBLE LXi SINGLE ZONE + LX DUAL ZONE MAX WINE CELLAR   •   WINE CABINET INSTALLATION DIAGRAM
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