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THANK
YOU!

Thank you for purchasing the 
Hydra-Flex by Hydra-Ponics. 
Questions? Contact us at  
616-277-5138

Happy Growing!



3

A

D

Expansion Kit COMPONENTS
B C

A. Couplers (2)

B. Circulators (2)

C. Manifold (1)

D. Rigid Tubing (2)

Tape measure

Tubing cutter

9/16” wrench

Hose cutter

Marker

TOOLS NEEDED: 
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Before beginning, drain the system of all water and place the 
additional grow buckets in the desired locations.

1) Attach one piece of rigid 
tubing to each side of the 
manifold as shown.

2) Cut the end of the mainline at least 5” 
from the ball valve (this allows enough 
tubing to insert a coupler) in the general 
desired location of the new manifold. Set 
the ball valve with tubing aside.

INSTALLATION INSTRUCTIONS

3) Place the new 
bucket and manifold 
assembly in the 
desired locations.

Cut >5
”



5

5) With the manifold in the desired location, 
cut the rigid tubing to attach to the coupler.

6) Insert the rigid tubing 
onto the coupler.

7) Insert a coupler into the 
tubing with the ball valve.

4) Insert a coupler into the cut 
tubing of the existing Hydra-
Flex system as shown. Be sure 
the coupler is fully inserted 
until the tubing hits the stops.
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8) Lay the ball valve assembly in the desired location. 
Mark and cut the tubing as shown.

Push

9) Join the two pieces 
together with the coupler.

10) Press the gray button 
on the manifold to remove 
the barbed tee.

11) Press the corrugated 
line connector onto the 
barb.



To complete your installation, please refer to Step 17-21 of 
your Hydra-Flex Installation Instructions.

12) Using a 
wrench, slide 
the lock ring 
fully over the 
barb.

13) Place the circulator in the corner of the bucket.
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