Fork Sensor Specifications (14" Position Sensor, IP67)

TECHNICAL SPECIFICATIONS

Ranges (Inches)
Resolution
Repeatability
Operational Speed
Mechanical Life
Power Supply

Wiper Current
Linearity

Electrical Connection
Track Technology
Operating Temperature Range
Construction

Protection Class

Options

L :23:4.6; 8,10; 12.14: 16,18
Essentially Infinite

<0.0004"

10m/s Maximum

>25 Million Cycles

5V typical (40Vdc Maximum)
<10pA

<0.5%

20" 26AWG, 55spec + TPV Sleeve
Conductive Plastic

-40°F to 300°F (-40°C to +150°C)

Aluminum housing and stainless steel shaft

IP65 or IP67

Please see our separate KP Series Accessories Datasheet




MECHANICAL DETAILS
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_Carbon Sleeve Length

Body Length
Retracted Mounting Distance 10.08 Adjustment

Active Electrical Stroke (inches) 1.00 2.00 3.00 4.00 6.00 8.00 10.00 | 12.00 14.00 16.00 | 18.00
Retracted Mounting Distance (inches) 6.81 7.80 8.78 5.76 11.73 | 13.70 | 15.67 | 17.64 | 19.60 | 21.57 | 23.54
Mechanical Stroke (inches) 1.06 2.05 3.03 4.02 5.98 7.95 9.92 11.89 13.85 15.82 17.79
Body Length (inches) 4.21 5.20 6.18 7.17 9.13 11.10 13.07 15.04 17.00 18.97 | 20.94
Weight Without Cable (oz) 4.34 4.48 4.62 4.76 5.04 5.33 5.61 5.89 6.17 6.45 6.73
Resistance (Kohms £20%) 1.70 3.40 5.00 6.70 10.00 13.40 16.70 | 20.00 233 26.6 29.9
Carbon Sleeve Length (inches) 15 25 3.5 45 6.5 85 10.5 125 14.37 | 16.33 | 18.30




Shock Sensor Specifications (6” Position Sensor, IP67)

TECHNICAL SPECIFICATIONS

Ranges (Inches)
Resolution
Repeatability
Operational Speed
Mechanical Life
Power Supply

Wiper Current
Linearity

Electrical Connection
Track Technology
Operating Temperature Range
Construction

Protection Class

Options

0:5,4,2:3,/4,.5.. 67

Essentially Infinite

<0.0004"

10m/s Maximum

>25 Million Cycles

5V typical (40Vdc Maximum)
<10pA

=0.5%

20" 26AWG, 55spec + TPV Sleeve
Conductive Plastic

-40°F to 300°F (-40°C to +150°C)

Aluminum housing and stainless steel shaft

IP65 or IP67

Please see our separate KP Series Accessories Datasheet




MECHANICAL DETAILS

Dimensions in inches
M4 x 0.24"

Body Length

Carbon Sleeve Length

Retracted Mounting Distance $0.08 Adjustment
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TPV Sleeve
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Active Electrical Stroke (inches) 0.50 1.00 2.00 3.00 4.00 5.00 6.00 7.00

Retracted Mounting Distance (inches) 3.86 4.33 5.31 6.30 7.52 8.50 9.49 10.47
Mechanical Stroke (inches) 0.57 1.06 2.05 3.03 4.02 5.00 5.98 6.97
Body Length (inches) 2.09 2.60 3.58 4.57 5.79 6.77 7.76 8.74

Weight Without Cable (oz) 0.67 0.74 0.88 1.02 1.16 1.31 1.45 1559

Resistance (Kohms $20%) 0.80 1.70 3.40 5.00 6.70 8.40 10.00 11.70
Carbon Sleeve Length (inches) 1 15 25 35 4.5 5.5 6.5 7.5




