
 
Necklace Pen Kit Instructions 
 

Required Accessories 
• 7mm Pen Mandrel 
• 3-piece Bushing set  
• 8mm & 11mm drill bits  
• Glue 
• Pen blank 
 
 
Preparing the Blanks 
 

1. Cut the blanks to the length of the tubes and add 2mm for squaring off. 
2. Drill an 11mm hole through the shorter upper blank and an 8mm hole through the longer 

lower blank. 
3. Glue the tubes into the blanks. Coat the outside of the tube with glue and insert the tube 

into the blank with a twisting motion to spread the glue until flush. Allow it to dry. 
4. Square the ends of the blanks to the tubes. 

 
 

 
  
Turning the Blanks 
 

1. Mount the bushings and blanks according to the diagram above. 
2. Thread on the locknut hand tight. Bring the tailstock in snug to the mandrel, lock in place. 

Tighten the lock nut for turning. DO NOT over tighten the locknut - it could damage the 
mandrel. 

3. Turn the barrels close to the bushing diameter with sharp tools. 
4. Use a parting tool, remove 9/32” (7.14mm) of the upper blank down to the brass tube 

against the centre bushing.  
5. Sand the barrels to match the bushing diameter and finish the wood with your choice of 

polish. 
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Assembly 

1. Line up the finished parts according to the diagram below. 
2. Affix the centre band into the recessed end of the upper barrel and press in to close the gap 

to the blank. 
3. Press the cap assembly into the other end of the upper barrel. 
4. Press the nut, recessed end first, into the wider end of the lower barrel. 
5. Press the end cap into the opposite end of the barrel. 
6. Slide the spring over the refill tip, drop the refill into the opening at the coupler nut. 
7. Screw the tip over the refill. 
8. To complete the closure, insert the lower end into the upper end until you hear the closure 

click. 
9. Insert the chain into the ring at the cap to use the pen as a necklace. 

 

 


