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Congratulations On Purchasing Your  

New Select Caravans RV! 
 
 

Welcome to the Select Caravans Family.  We are delighted that you have chosen 

one of our new RVs.  You now own one of NZ's fastest-growing RV brands.  

 

Thank you for choosing a Select Caravans RV.  We hope you enjoy the RV and 

the experiences it brings for years. 

 

Your new RV comes with a 12-month warranty 

(https://selectcaravans.co.nz/pages/warranty).  We encourage you to review this 

Warranty and plan for regular servicing and maintenance to keep your RV in 

safe, operable condition. 

 
 Owner 

David Sharp 
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WARRANTY & PERMANENT LIVING 
 
Select Caravans provides the original purchaser only a 
1-year Warranty commencing on the delivery date that 
the product's workmanship and materials will be free 
from defects.  This Warranty is not transferable without 
the express prior approval of an authorised person at 
Select Caravans Limited.  
 
Only Select Caravans or an approved Select Caravans 
repairer can undertake warranty repairs and 
replacements.  Warranty repairs and replacements will 

only be free of charge at Select Caravans base in Auckland or a Select Caravans 
approved repairer unless an on-site repair is requested, in which case a service 
call fee may apply. 
 
Select Caravans will not reimburse the owner under the Warranty for repairs or 
replacements undertaken by an unauthorised repairer and/or the owner has not 
gained prior written consent from Select Caravans.  Select Caravans will not 
accept liability for any associated travelling or other travel or freight costs 
associated with a warranty claim.  
 
For full warranty terms and conditions - refer to 
https://selectcaravans.co.nz/pages/warranty 
 
 
We thoroughly inspect all RVs before handover to you and have rectified any 
defects noted at the time.  We reserve the right to advise a course of action to 
correct any outstanding items that were beyond our control to remedy before 
handover. 
 
You must maintain and service your RV per the manufacturer's 
recommendations.  Failure to do so may limit your Warranty. 
 

Important – Permanent Living 
 

Select Caravans RVs are built in the USA.  They are specifically designed for 
recreational use, like holidaying and short stays.  They are not intended as 

permanent living accommodation.   
 

If you live full-time in one of our RVs, expect to observe a higher level of wear 
and tear and a need for a higher level of maintenance.   

 
Your Warranty may be limited when you live full-time in one of our RVs.  See 

https://selectcaravans.co.nz/pages/warranty for more information. 
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SELECT CARAVANS RV OPERATION 
 
 
 

Important 
 

The following is an abridged version of your RV operating instructions.  We 

highly recommend that you read the complete operating instructions of 

each appliance in your RV manual before use. 

 
 
 
For the latest information on your specific RV, go to Forest River, Inc.,  
 

• Alpha Wolf & Arctic Wolf models: Interactive Owner's Manuals: 
https://forestriverinc.help/#/forestriverrv/vehicles  

• Freedom Express models: You can access the latest information here: 
https://coachmenrv.com/owners 

 
Select your model according to the year and type.  Note that caravans are called 
Travel trailers on American websites. 
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1.0 Entering your RV 
1.1 Keys 

1.1.1 Alpha Wolf & Artic Wolf Models 
1.1.1.1 Purple Keys 
Purple keys are generally for the main entry doors.   
The top lock is to lock and unlock the latch bolt.  
The bottom lock is to lock and unlock a deadbolt. 
 
Note: In models with two entry doors, each will have a 
separate purple key. 

 
1.1.1.2 Grey Keys 
Grey keys are generally for any exterior 
compartments/hatches, like the passthrough and the exterior 
kitchen. 

 
1.1.2 Freedom Express Models  

1.1.2.1 Purple Keys 
Purple keys open all doors and hatches.   
The top lock of the main entry door is to lock and unlock the 
latch bolt.  
The bottom lock is to lock and unlock a deadbolt. 
 
Note: In models with two entry doors, each will have a 
separate purple key. 

 
1.1.3 Silver/Black Keys 
Silver or black keys are generally for the exterior shower box and 
some (larger) exterior kitchens. 

 
1.2 Grab Rail & Steps  

Your RV comes with industry-leading entry steps.  These are highly 
stable with adjustable feet or ensure the best stability possible over 
uneven ground. 

 
Important 

 
See section 1.2.2 below to ensure safe operation and avoid damage to 

your RV's entry door or stairs. 

 

 
1.2.1 Folding Out The Grab Rail 
Slide the grab rail vertically up the RV wall about 1-2cm.   Keeping 
the grab rail raised, you can then pivot the rail 90 degrees out from 
the wall.  Release the grab rail down in this position to lock it. 
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To stow the grab rail, reverse the above operation.   
 

1.2.2 Pulling The Stairs Out 
Ensure the main entry door is fully open to ensure that the stair 
locating tabs and lock do not catch on the door as they are deployed 
or stowed. 
 
Step 1 
Halfway up the left side of the stairs is a 
latch securing the stairs to the door 
frame.  Pull the latch to the right to 
release the lock.  

 
 
Step 2 
With the main door fully open, gently 
lower the stairs to the ground, keeping 
the door and the latches on the sides of 
the stairs clear. 
 

 
 
Step 3 
On each side of the stairs are adjustable 
legs.  These are operated either by a silver 
trigger under the back of the stairs or 
silver pins on the side of the legs.   
 
Adjust the legs so the stairs are firmly on 
the ground and at a stable level, not 
twisted at an angle. 
 
 

 
 

Important: 
 

Set the stairs to the lowest position possible, ensuring that the very 

top black plate of the stairs sits just above the aluminium door 

threshold.  In this position, the stair treads will be level, and the RV 

door will close without touching the top of the stairs or damaging 

the door. 
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1.2.3 Putting the Stairs Away 
Ensure the door is fully open to ensure 
the stair locking tabs do not catch on the 
door or door frame as they fold into the 
door frame. 
 
Simply lift the stairs into the door frame 
and secure them with the latch on the 
left side of the stairs.  
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2.0 Control Panel 
The RV control panel is typically inside the main entry door.  If your RV has more 
than 1 door, it is most likely located by the front door.  It will look similar to one of 
the images below but will vary slightly depending on your RV model, as each 
model has varying tanks, slide-outs and awning configurations.  
 
Note: The panel may be motion-activated; if so, it illuminates when movement 
is detected and then dims after a short period when no motion is detected. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
   Freedom Express      Alpha Wolf & Arctic Wolf 
 
 
OneControl BT APP 

In some models, you may be able to connect a 
smartphone/tablet to the main control panel in the RV via 
Bluetooth and the OneControl BT App.  It is available via the 
Apple App Store and Google Play stores: search for "OneControl 
BT" by Lippert Components, Inc. 
 

 
 
2.1 System Levels 
At the top of the panel is a series of gauges illustrating the current 
approximate level of each system.  For the most accurate battery state, refer 
to the Installed Victron Battery monitor – see section 3.0 below.  
 

2.1.1 Alpha Wolf & Arctic Wolf models 
When illuminated, it shows the 
current approximate level of 
each system.   
 
 

Rev: 04.04.22 Page 5 CCD-0004085

Monitor Panel
•  Monitor panel will normally be in sleep mode, with no LEDs illuminated.
• Monitor panel will wake up and show activity when motion is detected within approximately 10 feet of the 

motion sensor at the bottom of the panel (Fig. 2A). 
• When motion is not detected for approximately 10 seconds, the panel will go back into sleep mode.

Fig. 2 
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2.1.2 Freedom Express models 
Pressing and holding each 
button will display the 
corresponding level of each 
system.   

 
 
2.2 On/Off Switches 

2.2.1 Water Pump  
This switch turns on the 12-volt water pump.  The water 
pump pressurizes the RV's water system to 55 psi.  The 
system will remain pressurised until pressure is released 
by the taps/shower/toilet, etc., thus activating the pump 
again to re-pressurise the system.  

 
The pump should not periodically activate to maintain pressure – 
this generally indicates pressure loss by leaking taps or a leak in the 
system.  You should immediately have the system checked if you 
hear the water pump activate on its own. 
 
 

Pro Tip: 
We suggest you only turn on the water pump when needed and 

leave it off at night. 
 
 

2.2.2 Water Heaters 
Water Cylinder - This switch turns on the hot water 
cylinder's GAS (LPG) function.  The ignition system will 
attempt to ignite the LPG to begin heating.  Refer to 
section 9.0 for operating instructions. 
 

If your RV has a dual-power 230V and LPG water heater, there is a 
separate switch to turn on the 230-volt heater element.  It will be 
near the main control panel and be appropriately labelled or inside 
the hot water unit – remove the cover to access.   

 
Important: 

 
It is not recommended to do this. 

 
If you have a Victron Inverter/Charger fitted and switched on, 
activating the 230-volt element in the water heater will draw 

power through your inverter from your battery bank.  To heat, one 
tank of water could use 67 amps or 2/3s of one battery. 
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Tankless Water Heater – (where fitted)  
The control panel is always on and ready to heat water 
on demand.  Adjust the temperature using the up and 
down arrows to your preference.  Maximum 
temperature is 51	°C. 
 
  

 
 
 
2.2.3 Lights 

These switches control the various lights in the 
main cabin and kitchen.  There are also 
switches for the internal and external LED 
ambient lights.  
 

Some lights are controlled either by a wall switch or on the light itself 
via a button in the middle or for a pendant light on the fitting. 

 
 
2.2.4 Slide-outs 

These switches operate the slide-outs.  If you have more 
than one slide-out, it will be labelled "Slide 1", "Slide 2," 
etc. 
 
Before operation of any slide-out, ensure there are no 
obstructions – inside and outside the RV.  
 
Severe damage may occur if a slide-out is operated 
and obstructed in any way. 

 
 

IMPORTANT: 
 

To remain weather tight – slide-outs must be either  
fully out or fully in! 

 
Alpha Wolf & Arctic Wolf Models: 

Hold the button to ensure slide-outs are either fully out or fully in 
until the slide-out completely stops. 

 
Freedom Express Models: 

Hold the button until you hear the rack and pinion mechanism 
click loudly – then immediately release the button.  
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2.2.5 Awning 
These switches operate the awnings.  Awnings can be 
partially or fully extended.   
 
Before extending or retracting the awnings, ensure that 
they are free of any obstructions, including doors and 
anything that may interfere with the smooth operation 
of the awning.  Failure to do so may damage the awning 
mechanism, fabric or both and void the awning 
warranty.   

 
IMPORTANT: 

 
Do not leave the RV unattended with the awning extended, as 

damage can quickly occur in moderate to high winds. 
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3.0 Battery Monitor 
 
 We typically install a Victron BMV-700 battery monitor.  Please refer to 

your operation manual for complete details. 
 

 

 
 
In normal operating mode, the BMV-700 
overviews your battery's key parameters.  
 
The + and – selection buttons give access to 
various readouts: 
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4.0 Power 
 

 
Select Caravans RVs are converted to New Zealand's 230-Volt system 

according to the latest AS/NZS 3001 regulations by independent qualified New 
Zealand tradespeople.   

 
Then, separately and independently certified for an Electrical Warrant of 

Fitness (EWoF) by an Authorized Electrical Inspector.   
 

A copy of your COC & EWoF are in your RV Manual. 
 

 
Select Caravans RVs have two power systems:  
 

• 12-Volt DC 
• 230-Volt AC 

 
4.1 12-Volt DC Power System: 

 
Select Caravans supply: (minimum) 

 
A Lion Energy 105 Amp-hour Lithium (LiFePO4) Deep Cycle battery  

to power your 12-Volt DC system 
 

 
This 12-volt DC system runs most of the systems in your RV, like LED lights, 
water pumps, slide-outs, awnings, the furnace fan, oven ignition and light, 
fans, and USB ports.  Your onboard batteries power this 12-volt DC system. 
 
Your RV will run off your battery even when you connect to an external 
power source.   
 

4.1.1 Charging Your Battery 
 We fit a solar array to the roof of your RV.  At a minimum, it is an 
additional 200 watts of power above what the factory has installed (if 
any). 

• For Cherokee brands (Alpha Wolf and Arctic Wolf), there is 
typically a factory-installed minimum 100-watt system with a 
PWM (Pulse with modulation) solar controller. 

• Irrespective of what is pre-installed by the factory, we fit an 
additional 200-watt monocrystalline PERC Split panel (Bronze 
Package) to the roof with a Victron Energy 20AMP MPPT 
(Maximum Power Point Tracking) solar controller.  

 
We program the power system so that the solar array is the primary 
charging source for your battery bank.  Suppose your battery bank 
begins to run low because of insufficient incoming power via the 
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solar array, or you are using more power than the solar array 
produces.  In that case, the installed Victron Battery Charger will 
recharge your battery when connected to an external power source.   
 
For RVs fitted with an Inverter Charger, you must switch on the 
Inverter Charger to charge the battery bank when connected to 
an external power source.  See the Important note below. 

 
4.2 230-Volt Power System: 

 
Select Caravans supply: 

 
• Charger 

o BRONZE - Victron Energy Blue Smart 30 AMP Charger 
o GOLD - Victron Energy 1600W Inverter /70 AMP Charger 
o PLATINUM - Victron Energy 3000W Inverter /120 AMP Charger 

  
• Shore Power cable 

o BRONZE – 10m 16 AMP shore power cable 
o GOLD - 20m 16 AMP shore power cable 
o PLATINUM - 20m 16 AMP shore power cable 

 
 
The 230-volt system powers your power outlets like those at home, the 
microwave and any other 230-volt appliances, like an air conditioner.   

 
If your RV has an inverter/Charger fitted: 
 

 

Important! 
 

If your RV has an Inverter/Charger, you must select a power source via 
the Distribution Board first.  
 

OFF-GRID:  
• Select "Inverter" on the Distribution 

Board 
• Turn the inverter "ON" at the switch  

The RV will now have 240v power at all switches. 
 
CONNECTED TO EXTERNAL POWER:  

• Select "Mains" on the Distribution Board 
• Turn the inverter "ON" at the switch to 

charge the battery 
• Turn the inverter "OFF" at the switch if 

you do not need to charge the battery 
The RV will now have 240v power at all switches from your shore power. 
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4.2.1 Connecting To External Power Source 
The external power socket on the RV is typically located at the rear 
left-hand side of the RV.  Holiday Parks typically have 16 AMP 
electrical systems for the lead to connect to.   
 
The external source could be via the shore power cable to a suitable 
Holiday Park power supply,  a house outlet (requires a 10Amp to 
16Amp adaptor) or a suitable generator.  Once connected, it will 
provide power to all 230-volt appliances and power outlets, water 
heater and, if installed, air conditioner.   
 

Important! 
 

Standard household extension or Heavy-duty 10 amp cords are not 
the same and cannot be used to bring power into your RV in 

holiday parks. 
 

See section 4.2.2 below for sourcing power from a standard 
household outlet. 

 
 

4.2.2 Connecting To A 10 AMP Household Power Outlet 
A few products allow you to connect your RV safely to a typical 
household 10 AMP power outlet legally. 
 

Select Caravans recommend: 
 
 

Ampfibian Mini Plus Caravan Power Adaptor 
 
4.2.3 Victron Inverter Chargers 
When turned on, the Victron Inverter Charger converts your battery's 
stored 12-volt DC energy to 230-volt power.  It will supply 230-volt 
power to the same power outlets, water heater, Fireplace and 
microwave as above, but not an air conditioner or other high-draw 
appliances if fitted.   
 
Victron Inverter Chargers are very efficient but lose about 7% of the 
energy in the conversion process under ideal operating conditions.  
Therefore, a 1600-watt inverter will supply about 1488 watts of power 
at any one time, or a 3000-watt inverter will deliver about 2790 watts 
at any one time.  
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WARNING! 
 

1. Running the Fireplace off a 1600W inverter is impossible  - 
Do Not attempt this as you may damage the inverter. 

 
2. Running the hotwater tank off a 1600W inverter is possible 

but not recommended as it will significantly drain the 
batteries. 

 
3. Although a 3000W inverter can run the Fireplace and the 

hotwater tank, it is not recommended as it will significantly 
drain the batteries. 

 

 

5.0 Kitchen 
5.1 Appliances 

5.1.1 Oven, grill, hobs 
We typically fit Thetford Triplex Ovens.  These ovens have three gas 
hobs and an oven with a grill.  It provides extra benchtop space with 
many safety features and a glass lid.   
 

Important! 
 

Do not close the lid until the oven, grill, & hobs have cooled down 
 

 
5.1.2 Fridge 
Your RV comes with a factory-installed 12-volt (only) fridge.  At peak 
draw, it consumes only 13.5 amps from its 160-watt motor.  These 
refrigerators are an essential part of the solar efficient system we 
design for longer living off-grid. 
 
You can always leave the fridge on when the RV is not in use; just set 
it to a low setting.  If necessary, the fridge compressor can be turned 
off manually via the temperature dial inside the main compartment.   
 
5.1.3 Microwave 
We typically fit Sphere 25-litre 900-watt microwaves.  This appliance 
requires 230-volt power.  
 
However, we do not guarantee that 1600-watt Victron Inverter 
Chargers (GOLD Package) can operate the microwave when off-grid.  
If unable to run your microwave by using the 1600-watt Victron 
Inverter Charger, you must plug the RV into an external power 
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source.  You can run your microwave without issue if your RV has a 
3000-watt Victron Inverter Charger. 

 
5.1.4 Kitchen Extractor Fan 
The extractor fan has a light and a fan.  A 12-volt power supply 
operates both.  You must continuously run the extractor fan when 
using the oven, grill or hobs.  Not only to remove cooking odours and 
moisture from the RV but is a requirement for LPG safety. 

 
Open the outside extractor fan vent when setting up camp, and 
close it before travelling.  Travelling in wet conditions will also stop 
water ingress.  Air is recirculated internally in the closed position.  
Steam and gasses are expelled from the RV when in the open 
position.   

 

6.0 Exterior kitchen (if fitted) 
6.1 Hobs 

• Alpha Wolf and Arctic Wolf models, there is typically a Suburban 2-
burner hob.  Light these hobs manually, as they do not have an 
automatic ignition function. 

• Freedom Express models typically have a BBQ grille plate with an 
ignition function. 

 
To connect to the LPG supply, connect the flexible LPG hose from under the 
hob/grille to the "quick connect" fitting on the chassis.  Note that the 
connection is spring-loaded: push back the outer ring to connect and 
release the hose. 

 
6.2 Exterior Kitchen Fridge 
Typically, a Midea 46 or 90-litre 230-Volt fridge (depending on the RV 
model) with a freezer compartment.  Victron Inverters can run the 
refrigerator, but it will drain your battery quickly. 

 
6.3 Water Supply (if present) 
The water supply is via a wall connection, typically on the left side of the 
cabinet.  The wall connection is spring-loaded.  We supply a brass fitting to 
insert into the wall mount – You will need to connect a water hose first to 
the brass fitting, preferably with a spray /trigger to control the flow.  Once 
the fitting is inserted into the connection, water will immediately flow. 
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7.0 Bathroom 
7.1 Fan/Vent 
The oversized bathroom 12-volt ceiling fan has at least three speeds. 
 
To open the vent before operating the fan, unlock it by pulling down the 
black knob, then turning the knob to open the vent.  Once open, you can 
set the desired speed by pushing one of the buttons by the fan.  To close the 
vent, turn off the fan, turn the knob until in the closed position, then push 
the knob up to lock, if desired. 

 
Pro Tip: 

Leave your fan on, set to the lowest setting overnight with the lid 
slightly ajar to help with condensation & remove moisture from 

your RV. 
 

 
 

7.2 Shower rose 
We supply two shower roses for your convenience.   
 

1. A standard residential rose with regular water flow.  This rose will 
consume more water than #2 below. 

2. A 2nd rose is supplied and stored in one of the bathroom cabinets.  The 
RV-specific rose has a button to cut off the water steam immediately 
without changing the desired settings on the hot and cold taps.  It 
can help conserve water when using your RV water tank. 
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8.0 Central heating 
Our RVs typically have a 5.86 kW LPG forced-air central heating (20,000 BTU) 
with thermostat control.  A thermostat automatically controls the central 
heating – simply set the desired temperature, and that's it!   
 

Pro Tip:  
 
Ensure LPG bottles do not run out of LPG during operation, as it may introduce 

air into the system that will need to be bled out and may cause appliances to 
malfunction. 

 
 
Mode Button: 
Up & Down Arrows: 
 
The display indicates the mode and the room temperature.  
Press the mode button once, the thermostat will wake, and 
the backlight will illuminate.  Press the mode button again, 
and the mode will change.  Press the or button to wake the 
thermostat; the set temperature will display, and the mode 
will flash.  Press the or button again to change the set 
temperature.  The thermostat will return to sleep mode after 
5 seconds.  
 
There is a three-minute anti-short cycle for cooling the unit.  
After the cooling system has been de-energized, the system will not energize 
again for three minutes to protect your compressor.  To bypass the anti-short 
cycle, change the mode to OFF. 
 

9.0 Hot Water Heating 
Our RVs have either: 

• An LPG and electric (230-volt) hot water cylinder with ~23 litres (6 US 
Gallons) capacity.  The system is fully automatic once turned on. 

• An LPG tankless continuous water heater system. 
 

9.1 Hot Water Cylinder 
The water heater will have minimal service problems with proper operation 
and care.  Energizing the water heater before filling it with water is the most 
common cause of issues with electric water heaters.  The electric element 
will burn out quickly without water in the tank. 

 
9.1.1 LPG Operation 
The appliance has an automatic Direct Spark Ignition (DSI) system - 
not a pilot light.  The DSI ignites the burner - do not try to light the 
burner by hand.  
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1. Ensure all LPG ball valves to the appliance are 

open (align the yellow tabs to the copper pipe). 
2. Turn on the water heater at the main Control 

Panel by pressing the switch marked "Water 
Heater" so that it illuminates (you can also do this via the 
OneControl App on your smart device. 

3. If the burner does not light, the system will automatically 
attempt ignition twice before entering lockout.  

4. If lockout occurs before the burner ignites, the "DSI" light on the 
Control Panel will illuminate after three attempts to indicate 
ignition did not happen.  To reset the system and attempt 
ignition again, press the switch on the control panel (or via the 
OneControl App)marked "Water Heater" so that it is "OFF" (not 
illuminated) and wait 5 seconds before returning the switch to 
"ON".  To purge air from the gas lines may require several ignition 
cycles. 
 

Pro Tips:  
 

1. Energy Conservation: To conserve LPG, only switch on the 
hot water cylinder at the main control panel 20 minutes 
before hot water is needed!  Then, when finished, switch it 
off 20 mins after use.  The water in the system will stay 
warm for a reasonable period. 

2. Ensure LPG bottles do not run out of LPG during operation.  
Air may get into the system, which will need to be bled out 
and may cause appliances, especially the hot water system, 
to malfunction or not start.  

3. Fit Mopeka Tank Check Sensors to monitor your tank levels 
remotely.  Contact us for details. 
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9.1.2 Electric Operation 
 

Turn the "AC-water heater" switch to "ON" to energise the electric 
heating element.  The switch is near the RV's main control panel or in 
the water heater.  A thermostat regulates water temperature. 

 
WARNING - Energy Efficiency:  

 
Using the 230-volt mains to heat your hot water will use 

considerable energy.  Imagine boiling a kettle all day, every day! 
 

 
9.1.3 Pressure Relief Valve 
A temperature and pressure relief valve will open if the water 
temperature within the heater reaches 98.9°C (210°F) or if the water 
pressure heater reaches 150 pounds.   
 
RV hot water cylinders are closed systems.   During the heating cycle, 
pressure builds, and water may drip from the pressure relief valve if 
water pressure reaches 150 pounds.  The valve will continue to leak 
until water pressure reduces below 150 pounds and the valve closes.  
This condition is normal and does not indicate a defective relief valve 
or water heater. 

 
9.2 Tankless Water Heater 
The tankless water heater provides unlimited hot water (must be connected 
to "city water") on demand.  Set the desired water temperature on the 
control panel – that's it! 
 
 

 
  

Important: 
 

The water heater's performance is compromised in temperatures less 
than 8 °C.  Reducing the flow rate by adjusting the Water Control Valve 

may improve performance – refer to the user manual. 
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10.0 Self-Containment & Tank System 
 
All Select Caravans RVs are Independently Certified as Self-contained by 
authorised inspectors, ensuring that your new RV meets the latest New Zealand 
self-containment requirements.   
 
Your RV will have the official blue Self-Contained label on the exterior back wall. 

 
IMPORTANT:  

 
Your RV Manual contains the certifier's completed form specific to your RV and 

a Self-Contained card. 
 

 
All our RVs use a tank system for: 

• Freshwater – the Freshwater tank is suitable for drinking water.   
• Greywater - vanity, shower and kitchen sink wastewater 
• Blackwater - toilet waste only 

 
These tanks vary in size but are generally ample for the guests onboard.  Please 
check the specifications on each model for specific capacities. 
 

10.1 Freshwater Tank 
The Freshwater tank is utilized for all onboard water use if not connected to 
the "City" water, and depending on the source, the tanks are suitable for 
holding drinking water.   
 

10.1.1 Filling the Freshwater Tank 
You can fill the Freshwater tank by 
unscrewing the utility station's top 
centre cap.  Insert a water hose and fill 
the tank.  Once the tank is full, water 
may spill from an overflow pipe under 
the RV; this is normal.  
 
10.1.2 Bypassing the tanks and using a mains "City" connection 
You can bypass the Fresh Water tank system by connecting to "City" 
water via the utility station – on the far side of the RV.  Use the 
supplied adaptor (see below) and connect it to a main water hose.  
This connection (depending on the mains water pressure) will 
bypass the water tank.  However, the water pump may continue to 
pressurise the water system if there is insufficient water pressure 
from the external source. 
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10.1.3 Emptying the Freshwater Tank 
You can quickly empty the Freshwater tank by 
opening the Freshwater drain valve.  The valve is 
usually located between the two axles on the 
underside of the RV. 

 
 
 
 
 
 

 
 

 
Options to supplement the existing setup are: 
o An inline water filter 
o Water purification tablets, if desired 
o 'Elbow' connections to reduce stress on the external City and 

black water RV fittings on the utility panel 
 

10.2 Grey & Black Water Tanks 
These tanks empty via the 3" black sewer pipe near the utility panel on the 
left side of your RV.  There are separate levers/gates for each of the grey and 
blank tanks labelled on the side of the RV.  
 

Pro Tip: 
 

We recommended that you empty your black tank first, flush the tank 
clean using the "black tank flush" inlet, & then empty your grey tank. 

 
This order of operation will help clean your sewer pipe before 

removing it from your RV.  Use the supplied American Sprinkler 
Adaptor for the Black Tank Flush. 

 

Select Caravans supply: 
 

• A fitted water pressure regulator to ensure the mains water 
supply does not overwhelm the RV water system.  It limits 
the inbound water supply down to 50 psi. 

 
• An NZ to US hose adaptor (Nylex 12mm American Sprinkler 

Adaptor).  The adaptor allows connection to the 'City' water 
and Black Tank Flush with a regular NZ garden hose 
connection. 

 
Bunnings stocks these adaptors for around $5.   

 

 
Shurflo City Water Pressure 

Reducer 

 
Nylex 3/4 à 12mm American 

Sprinkler Adaptor  
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Select Caravans supply: 

 
• A flexible 3m Sewer Pipe with connectors.  They are used to 

discharge waste into Dump Stations or appropriate disposal systems. 
• A convenience Starter Pack containing your first pack of 

i. RV Toilet Paper pack 
ii. Walex Porta-Pak Extra Large Blue 10pk 

 
3 m Sewer hose with 

connector 
Walex Porta-Pak Extra 

Large Blue 10pk 
Fiamma Soft 6 Toilet 

Rolls (or similar) 
 

Options to supplement the existing setup are: 
• Disposable gloves for sewer work 
• A portable water tote or sewer tote is used for additional capacity if 

RVing remotely or where no sewer/water facilities are available. 
• RV Sewer Hose Support 

 
10.3 Toilet Operation 
Dometic or Thetford ceramic foot flush toilets. 

 
To flush – press the 
foot pedal all the 
way down 

  
To fill – press the 
foot pedal halfway 
down 
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11.0 Stereo & USBs 
11.1 Stereo if fitted 
To turn on your stereo, press the centre power button.  Press the power 
button for less than 1 second to mute it quickly.  To turn it off and enter 
standby mode, press the power button for 2 seconds until the LED screen 
dims and only the time shows.  Refer to your caravan manual for complete 
operating instructions. 
 
11.2 Bluetooth sound system if fitted 
Your RV may be fitted with a small Bluetooth device that, when connected 
to via a smart device, can play audio through your RV's two speaker zones.  

 
11.3 USB Outlets 
Your RV has many USB outlets.  These outlets can supply around five amps 
of power.  Note that charging or running multiple devices whilst not 
connected to the mains power could significantly drain your battery.  For 
example – charging two devices twice daily whilst off-grid could use around 
20% of your house battery.   
 

Pro Tip: 
 

We recommend that you charge your devices in the morning – and then 
disconnect the device until it needs charging again - better still, charge 

them in your tow vehicle whilst driving. 
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12.0 Towing, Parking & Levelling 
We convert all our RVs to NZ standard brake wiring and systems - we do not use 
US to NZ converters to operate brake or running lights.   
 
All our RVs have electric brakes on all four wheels (both axles).   
 

12.1 Towing 
12.1.1 Tow Hitch and Ball 
Select Caravans RVs are made in the USA and have US specifications 
for the tow hitch.  These are legal in NZ but require a 2 5/16 tow ball, 
which we supply, Not the 50mm NZ standard ball. 

 
Select Caravans Supplies: 

 
• CURT 40007 Chrome Trailer Hitch Ball 

o Rated to: 4,500 kg (10,000 lb) 
o Tow Ball Diameter: 2 5/16”, Shank: 1” x 2 1⁄4” 

• Custom-made removable tow hitch - to adjust the caravan 
drawbar height - contact us for details 

 
We highly recommend upgrading to a Weight Distribution Hitch.  
 
Benefits: 

• An adjustable tow ball height - ensuring level towing 
• Dramatically reduces bounce  
• It helps eliminate Sway. 

 
We recommend and stock Anderson Weight Distribution Hitches. 

 
 

Options to supplement the existing setup are: 
• Weight Distribution Hitch 
• Tow mirrors 
• Rear axle airbags or stronger springs fitted to the tow vehicle. 

 
 

12.1.2 Locking pin 
 

Select Caravans Supply: 
 

A locking pin to lock the hitch lock-in  
position when towing. 
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12.1.3 12-pin wiring connection 
You must supply a correctly fitted 12-pin wiring connection to tow 
your new RV. 

12 Pin 

 
7 Pin 

 
 

12.2 Tyre Pressure Monitors 
Your RV may have a set of tyre pressure monitor caps or indicator caps.  
These make it easy to check tyre pressure at a glance without fitting a 
gauge.  
 
Depending on the RV you have, there are various PSI models. 
 

Examples: 
 

PSI50 GREEN 50 psi --- will alert YELLOW at 38 psi 25% --- will alert RED at 35 psi (35%) 
PSI60 GREEN 65 psi --- will alert YELLOW at 49 psi 25% --- will alert RED at 46 psi (35%) 
PSI80 GREEN 80 psi --- will alert YELLOW at 60 psi 25% --- will alert RED at 52 psi (35%) 

 

 
12.3 Parking & Levelling 
For the best possible opportunity for a good night's sleep and an enjoyable 
RV experience, you must have a secure, stable and level RV. 
 

12.3.1 Parking 
All Select Caravans' RVs have a mandatory (under NZ law) 
handbrake.  We suggest you supplement the hand brake with 
wheel-levelling chocks, especially if you often park on uneven 
ground. 

 
Recommended: 
• Chocks or X-Chocks or both - to assist with wheel movement 
• Levelling Chocks - to lift one side of the caravan so axles are level 

(do not use the fitted scissor jacks or Corner Steadies for this 
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purpose as you may damage your RV and void your 
Warranty) 

• A builders level 
 

12.3.2 Levelling  
Caravans 
All Select Caravans caravans have stabilising legs.   

• Our BRONZE package has factory-fitted scissor jacks  
• Our GOLD and PLATINUM packages have ALKO Corner 

Steadies with Big Foot.    
 

These are easy to deploy and best operated with a cordless power 
drill.  All caravans have an electric tongue jack.  

 
You can also manually operate the tongue jack scissor jacks and AL-
KO Corner Steadies with the supplied tools (located inside the 
passthrough). 
 

Important 
 

Factory scissor jacks and AL-KO Corner Steadies only stabilise the 
RV.  You will damage the chassis if you attempt to lift it with the 

scissor jacks or AL-KO Corner Steadies.    
 

Use the tongue jack and levelling chocks to level your RV.   
 

Lifting the caravan using the scissor jacks AL-KO Corner 
Steadies may void your Warranty. 

 
 

5th Wheels 
All Select Caravans' 5th Wheels have an Automatic Levelling System 
with 8,000 kg capacity and Hitch Memory. 

 

13.0 LPG bottles & Gas Appliances 

 
The Gas Safety and Compliance Certificate is in your Caravan Manual. 
 
The twin LPG bottles are under the black housing on the caravan's drawbar or 
inside the forward side compartments on 5th Wheels.   

Select Caravans supply: 
 

Two 9kg LPG Bottles. 
 

We even fill them for you before delivery! 
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Pro Tip:  

 
Ensure LPG bottles do not run out of LPG during operation.  Introduced air 

causes appliances to malfunction. 
 

 
LPG Safety – A main safety shut-off valve is just below the 
regulator behind the LPG bottles.  Each RV has numerous gas 
appliances, and each one has a separate safety shut-off valve.  
These valves have yellow knobs.  The "ON" position is when the 
yellow tabs align to the direction of the gas pipe. 

 
Select Caravans' RVs are fitted with: 

• GAS Ovens, typically a Thetford Triplex 3 burner hob, grill & oven 
• Suburban or Dometic 22.7 litres (6 US Gallons) Hot water cylinder (also 230-

Volt electric element fitted) or a Tankless Water Heater 
• Suburban 5.86 kW ducted air heating – thermostatically controlled 
• An external BBQ 2 burner grill or hotplate (not all models) 
• Quick connect LPG point for connecting external gas appliances 

 

14.0 Electric Tongue Jack  (Caravans Only) 
1. Park on a level surface, apply the handbrake and block the wheels.  Tip: Turn 

the Tongue Jack light switch ON for nighttime hook-ups to illuminate your 
work area.  

2. Before operating the jack, extend the black footpad to the appropriate length 
and secure it in place with the 3/8" safety lock pin provided.  

3. Extend the jack by pushing the operating switch UP.  Note: Under heavy use, 
the internal circuit breaker may open, causing the motor to switch off.  In this 
case, release the operating switch and wait  15  seconds for the breaker to set 
before resuming operation.  

4. Retract the jack by pushing the operating switch DOWN.  Note: If you 
attempt to extend or retract the jack and it does not respond, it may be at the 
end of the stroke.  If the jack fails to respond,  try operating it in the opposite 
direction.   

5. After hitching the caravan to a tow vehicle, you can REMOVE the black 
footpad and the safety lock pin, if desired.  You may raise the jack tube slightly 
to release pressure on the safety lock pin. 

 

15.0 Slide outs 
All our RVs come with electric slide-outs.  These are simple to operate with the 
push of a button.  They can be partially opened or closed simply by releasing the 
button at any point.  See the important note below! 
 
Each RV is supplied with an adaptor to manually operate the slide-outs should, 
for any reason, they fail to work or you have a flat battery.  We have placed the 
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adaptor in your kitchen drawers.  It must only operate with an electric/cordless 
drill. 

 
Important! 

 
1. Slide-outs are only watertight when fully open or fully closed.   

 
a. They are NOT weather-tight if they are not fully open or fully 

closed and, in each position, hard up against the wall.   
 

b. Hold the Slide-out button until the slide-out stops moving and the 
motor stops. 

 
2. Do not occupy side-outs when only partially open.  You may damage 

the mechanism and void your Warranty. 
 

 

16.0 Awning 
All Select Caravans come with a minimum of 1 electric awning as standard.  
These are a great addition to the RV and provide shelter from sun and rain.  
Retract awnings before you leave the RV unattended for any period. 
 
You could elect to secure the awnings with guy ropes or similar. 
 
Many canvas/awning manufacturers throughout NZ can custom make an 
awning, skirts or sides for your existing awning.  
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APPENDIX 1. 

Maintenance 
Maintaining your RV is a critical responsibility for all owners.  Your local RV 
specialist can perform many of the maintenance requirements.  The list below 
represents an overview of the basic needs of all RVs.  Still, your local RV specialist 
can provide a comprehensive list for your particular RV to ensure a long and 
satisfying ownership experience. 
 

17.1 Before each use 
o Verify total weight is within posted limits. 
o Load cargo evenly in the RV. 
o Verify awning operation. 
o Verify levelling equipment operation. 
o Check drain systems for leaks and damage. 
o Inspect 230-volt breakers and 12-volt fuses. 
o Verify all appliance operations. 
o Test safety alarms for operation. 
o Check fire extinguisher operation. 
o Check the operation of signals and lights. 
o Check tyre pressure, including the spare. 
o Inspect tyres for damage and tread depth. 
o Verify slide room wipe seals are functioning. 
o Verify slide room adjustment and operation. 
o Inspect appliance vents for obstructions. 
o Inspect the battery, terminals, and cables for any signs of wear or 

corrosion and confirm tightness. 
 

17.2 Every 3 months 
o Check tyre pressure, including the spare. 
o Inspect tyres for damage and tread depth. 
o Verify slide room seals are functioning. 
o Inspect slide room seals for deterioration. 
o Inspect appliance vents for obstructions. 
o Inspect and repair seals on walls. 
o Wash the exterior with water and detergent. 
o Roll the unit slightly to avoid flat tyre spots. 

 
17.3 Every 6 months 
o Verify slide room operation and adjustment. 
o Clean the roof per the manufacturer's instructions. 
o Inspect roof seals and repair them as needed. 
o Inspect the interior for water leaks. 
o Clean window weep holes. 
o Inspect window seals for damage. 
o Inspect baggage doors for adequate seal. 
o Inspect baggage doors for water leaks. 
o Perform necessary appliance maintenance. 
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o Inspect the interior for water leaks. 
17.4 Every 12 months 
o Inspect the battery, terminals, and cables for any signs of wear or 

corrosion and confirm tightness. 
o Wax exterior walls with liquid or paste wax. 
o Clean and lubricate roof vent mechanisms. 
o Apply reconditioner to slide room seals. 
o Adjust and lubricate window latches. 
o Lubricate exterior steps and jacklegs. 
o Lubricate exterior locks, gears and hinges. 
o Check the LPG system. 
o Winterize depending on local conditions. 
o Clean carpet and other interior items. 
o Clean all detector and alarm components. 
o Check the anode rod in the hot water cylinder & replace it when half of 

the rod has corroded away. 
o Inspect chassis for rust and scratches. 
o Perform chassis maintenance. 
o Apply MX4 Lanox or similar to the chassis 
o Check wheel nut torque values at a certified service centre. 
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APPENDIX 2. 
Checklists 

 
Courtesy of Keep Your Daydream https://www.keepyourdaydream.com/ 

 
  

RV SETUP CHECKLIST
Remember to take your time

Three checks before you chock!

1.        Check to make sure you can reach the water & electrical connections

2.        Check to make sure your slides have enough room to clear obstacles

3.        Check to make sure the RV is level left to right

4. Chock your tires

5. Disconnect trailer from tow vehicle

6. Level the trailer front to back

7. Deploy stabilizers

8. Connect to the water and electrical panel

9.        Check inside for obstacles before operating slides

10. Deploy RV sides

11. Connect sewer hose

For more RV newbie tips and checklists,visit www.KeepYourDaydream.com
*Disclaimer: Your RV may have other steps necessary to ensure the safety of you and your equipment. Use this checklist at your own risk. 
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RV TEAR DOWN CHECKLIST
Remember to take your time
The day before you leave
1. Close the grey tank valve (if open)
Prior to leaving
2.    Empty the black tank
3. Sani-flush (if needed) 
4. Empty the grey tank
5. Add fresh water (if needed)
6. Check for potential slide obstacles inside
7. Retract slides and awning 
8. Latch doors, vents and turn off water pump
9. Disconnect from water and the electrical panel
10. Retract stabilizers
11. Connect tow vehicle
12. Remove chocks
13. Check tire PSI and wear pattern inside and out
14. Walk around
Once you’re in the tow vehicle
15. Check tire PSI with TPMS
16. Check trailer brakes

For more RV newbie tips and checklists,visit www.KeepYourDaydream.com
*Disclaimer: Your RV may have other steps necessary to ensure the safety of you and your equipment. Use this checklist at your own risk. 
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For more RV newbie tips and checklists,visit www.KeepYourDaydream.com
This checklist can be found at KeepYourDaydream.com/checklist

Kitchen Camping stuff RV Gear
Firewood

Matches/lighter

Solo Stove Bonfire ;)

Camping chairs

Rolling table

Blackstone grill

Propane

Blackstone propane adapter

BBQ Spatula and scrapper

______________________

Coffee maker

Filters

Coffee + Extras

Coffee cups

Wine opener

Can opener

Med pot 2 pans

Wooden spoon

Plasticware

Plastic/paper plates

Plastic cups

salt & pepper

Sewer hose

Fresh water hose

Black Water Hose
50/30/15 amp adapters

Surge Projector
Chocks

Leveling kit

Level

TMPS system for tow vehicle

Basic tools

Inside fan or 12v Fan

4 Way Tire Wrench

Personal Items Bottle Jack 

Rope/Bungees/Zipties 

Gloves 

Pressure Regulator 

RV Toilet Treatment 

Broom/Vaccum

Flashlight/Headlamp

Tape
______________________

Medications

Allergy Medications

Shampoo

Deodorant 

First Aid Kit

Soaps 

Towels (Bath/Beach)

WashCloths 

Toilet Paper 

Sun Screen

Spices & Oil

Butter

Wine Glasses

Scissors

Knives

Garbage Bags

Plastic Bags/Zip Lock

Dishpan 

paper towels 

Dishsoap
Cleaner

______________________ Bug Spray Linens
Extra shoes 

Rain Jacket

Mattress cover

Sheets

Tech Clothes Pillows

______________________Computer

Computer charge

USB cube

Pillow case

Blanket

______________________

Pets
Leash

Kids

USB charger

Micro if needed

Phone cord

SD chip

External hard drives

Type C charger

Batteries 

______________________

Dog bowl

Dog food

Temp monitor

Dog bed

Dog Poop Bags

Dog Toy(s)

______________________

Stroller 

Diapers 

Books

Games

Toy(s)

______________________


