
STOR-A-WALL INSTALLATION INSTRUCTIONS 

your equipment, and get more use out of that cluttered space. Not only that, its versatility means that 

Tools Required: 
Pencil, Measuring Tape, Level, Phillips Head Screwdriver, Drill and 2.5mm Twist Drill Bit, Eye Protection 

YOUR STOR-A-WALL SYSTEM INCLUDES:

– Plus accessories appropriate to this kit.

H JOINER

1x Top Slatwall Panel

3x Standard Slatwall Panel

3x Metal Fixing Brackets per 1.22m Wide Kit
5x Metal Fixing Brackets per 2.44m Wide Kit

2x End Caps

1x H Joiner 
(Not used 

in standard 
configuration)

60x Screws per 1.22m Wide Kit
90x Screws per 2.44m Wide Kit

Safety: We recommend the use of a stud locater capable of sensing live wires to minimise risk of 
electric shock while inserting screws into wall. 

ACE OF
SPACE
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Determine your location for Stor-A-Wall. Draw a level line on the wall where you want the 
top of your slatwall to sit.

Find the location of the wall studs by using a
stud finder. 

Mark out the spacing for the Metal Fixing 
Brackets based on stud location. Studs are 
typically 600mm apart. You will use three 
brackets for our 1200mm wide kits and five 
brackets for our 2400mm wide kits. 

When marking out your spacing, ensure the
external edges of the first and last Metal 
Fixing Brackets are no further apart than 
1100mm (1200mm kit) or 2300mm (2400mm kit). 
This ensures there is enough space for your end 
caps to be installed.

With the hooked part of the Metal Fixing 
Bracket facing upwards, screw each bracket to 
your wall stud. Ensure the top of the bracket is 
at the line you drew in Step Two. Repeat this 
process for each bracket. 
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Starting from the bottom, place the first of 
the three identical slatwall panels with the 
interlocking tongue on top & the front side 
facing you on to the brackets. Push down 
on the panel firmly to set into place.

Fit the remaining two identical slatwall panels 
in the same way. The last panel to be fitted 
has a smooth top edge (this is the one without 
an interlocking upper edge). This is the top 
panel and is fitted in the same way. 

We recommend (optional) locking the top 
panel into position with two locking screws by 
drilling a hole 10mm in from each top corner 
and securing to the wall. This can be hidden 
by the end caps. 

Note: If you have fitted the optional locking 
screws, you may have to cut the rear of the 
end trim so that it will clear each screw. 
Then push into place. 

Fit the end caps. These can be fitted with 
either the wide or narrow face showing to the 
front of your slatwall.

Note: If you are using the end cap with the 
narrow face towards you, the metal fixing 
bracket may prevent the end cap from sitting 
properly in behind the wall because this part
of the end cap is wider. If this is the case, you 
just need to reduce the size of the rear face 
of the end cap by cutting a strip off it. 

Additional Information: 
• Panels and trim strips can be cut using 

wood working tools. A blade suitable for 
cutting MDF (Customwood) gives the best 
results.

• If using a hand saw or a table saw ensure 
that the front of the panel is up to ensure 
that the face is not damaged by the saw 
blade.

• If using a skill saw ensure that the face of 
the panel is on the underside to ensure that 
the face is not damaged by the saw blade.

If converting your kit to double length/half 

• 
panel section to match the one supplied for 
the top of the standard installation.

• Halve the length of each mounting strip by 
bending at the weakened points.

• An H-section joining strip is supplied in 
your kit for cutting to length to use at the 
vertical joint between the adjacent panels.

STEP 7

STEP 8 STEP 9

STEP 6

Stor-A-Wall installation Instructions    |   3



STOR-A-WALL CONFIGURATIONS

SHELF ASSEMBLY

ACE OF SPACE

Step 1: Ensure the locking mechanism of 
hook is in a horizontal position.
Step 2: Insert top lip of accessory into 
groove at a 45º angle and push down.
Step 3: Turn the locking mechanism anti-
clockwise to a vertical position.

Step 1: Stand shelf on an end with 
downturned edge away from you.
Step 2: Place one shelf bracket with the 
thinner end adjacent to the downturned 
edge of the shelf so that it straddles the 
second wire in from each end. 
Step 3: Push the bracket towards the 
downturned edge of the shelf so that it 
locks into place. 
Step 4: Repeat for other end. 
Step 5: Fit shelf to wall panel and secure by 
turning lock mechanism on each bracket. See more amazing products at:

www.aceofspace.co.nz

If you have any questions, please 
do not hesitate to contact us at:
hello@aceofspace.co.nz

Side by Side

Two by Two

IndividualStandard

ACCESSORY INSTALLATION

Note: Our installation instructions are  based on a Standard configuration. Additional tools are 
required for installation of all other configurations.
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