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BTG-DB170P
WI-FI DOORBELL CAMERA

SPECIFICATIONS

Chipset Hi3518E V200 
Sensor 1/4' Megapixel CMOS OV9732
Lens 3G1P Super wide view 1.7mm lens
View Angle 170 degrees horizontal
Video Stream 1280*720/30fps 640*360/30fps 1280*720/30fps 
Scene Op�ons AWB, AGC, BLC
System Lite OS
Stand-by Time 6 Month (10 �mes per day, 30 seconds per �me)
Day/Night IR Cut Filter
IR Distance 5m
Network Setup Sound wave 

Audio
Encoding: AAC G.726
Input/Output: -38dB Microphone / Speaker

Recording Manual recording / Alarm recording
Wireless 2.4GHz
Protocols TCP/IP, HTTP, TCP,UDP, SMTP, DHCP, DNS, P2P
Wi-Fi 802.11b/g/n
Alarm PIR

Func�on

Support bit rate auto adap�on
Two way talk, full duplex
Digital 3D and auto tour
Sleep �me 15S, 30S or 60S selectable
Support audio call
Support remote wake up
Support PIR wake up
Ubell, IOS10.0, android 5.0 above

Power AC/DC24V or Ba�ery 18650
Working Temperature -10°C ~ 50°C
Working Humidity ≤80%RH
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