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 Installation Instructions

 WARNING
This product can expose you to lead 
which is known to the state of California 
to cause cancer and birth defects or other 
reproductive harm. For more information go 
to www.P65warnings.ca.gov.

12-980 & EL980 Mullion Holder
 Part # 98-2579 & 98-2580

1. Locate the vertical centerline of the mullion holder on the center 
line of the wall stud.

2. Mounting screws (not included) for the wall bracket must go into 
the wall stud.

3. Use the appropriate hardware to mount wall breacket on the wall.

Attention: For a hollow wall:

To Install Mullion Holder
1. Determine vertical centerline of mullion location on the wall 

and transfer it on the floor perpendicular to the wall.
2. Locate the center line of the bottom retainer 1-1/8” from the 

wall parallel to it.
3. Install bottom retainer on the floor as shown, using the hard-

ware provided (two anchors with screws).
4. Place the mullion assembly on the bottom retainer, while hold-

ing the mullion vertical. 
5. Apply the top retainer to the mullion and mark the location of 

the top surface of retainer on the wall (Mark 1, Fig.1). 
6. Make a second mark 3/8” above Mark 1 (Mark 2, Fig 1).
7. To mount wall bracket to the wall:
 a.  Locate the top surface of the bracket on the Mark 2.
 b.  Align vertical centerline on the bracket with the vertical 
            centerline of the mullion.
 c.  Mount the wall bracket to the wall using hardware provided 
             (two anchors with 1/4-20 flat head screws).
 d. Assemble the top retainer with wall bracket as shown, using 
            four 1/4-20 screws provided. 
8. Check the installation by locking the mullion into the holder.


