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PRODUCTWOODWORKING

 Range of abrasive products 
specifically for woodworking
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Grit Size Product Form
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VSM ZIRCONIA ALUMINA

ZK713T Cotton Moderate ■ □ ■ ■ ■ ■ ● ● ●
ZK713X Polyester Sturdy  ■ ■ ■ ■ ■ ■ ■ ■ □ ● ● ●
KK716 Polyester Very Sturdy  ■ ■ ■ ■ ■ ● ●
KK717 Polyester Extremely Sturdy  □ ■ ■ ● ● ●
VSM CERAMICS
XP780 Paper “F” Weight ■ ■ ■ ■ ○ ○ ○
XK760X Polyester Sturdy  ■ ■ ■ ■ ■ ■ ■ ■ ● ● ●
XK733X** Polyester Sturdy ST,  ■ ■ □ ● ● ●
**VSM STEARATE Plus

V
SM

 
Se

ri
es

Ba
ck

in
g 

M
at

er
ia

l

Ba
ck

in
g 

Fl
ex

Sp
ec

ia
l 

Fe
at

ur
e

Grit Size Grit Size Product Form

P1
6

P2
0

P2
4

P3
0

P3
6

P4
0

P5
0

P6
0

P8
0

P1
00

P1
20

P1
50

P1
80

P2
20

P2
40

P2
80

P3
20

P3
60

P4
00

P5
00

P6
00

P8
00

P1
00

0

P1
20

0

P1
50

0

N
ar

ro
w

 B
el

t

W
id

e 
Be

lt

D
is

cs

Ro
lls

Sh
ee

ts

VSM ALUMINUM OXIDE
KP532E Paper “E” Weight ST ■ ■ ■ ■ □ ○ ○ ○ ○

KP520
Paper “F” Weight AS □ □ □ ○ ○ ○ ○
Paper “E” Weight AS ■ ■ ■ ■ ■ ■ □ □ □ □ □ ○ ○ ○ ○

KP510E Paper “E” Weight □ ■ ■ ■ ■ ■ ○ ○ ○ ○
KP508E Paper “E” Weight □ ■ ■ □ ■ ■ ■ ■ ■ ■ ■ ■ □ ■ □ ○ ○ ○ ○
KP709 Paper “F” Weight □ ■ ■ ■ ■ ■ □ □ □ □   

KK711E Cotton Extremely Flexible ■ □ □ □ □ ■ ■ □ □ □ □ ○ ○
KK532F Cotton Very Flexible ST ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ○ ○ ○ ○
KK511F Cotton Very Flexible ■ ■ ■ ■ □ ■ ■ ■ □ ■ □ ■ □ ■ ■ ○ ○ ○
KK504F Cotton Very Flexible □ ■ □ ■ ■ □ ○ ○ ○
KK112F Cotton Very Flexible ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ○ ○ ○ ○
KK114F Cotton Very Flexible ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ □ ■ ○ ○ ○
KK524J Cotton Flexible AS ■ ■ ■ ■ ○ ○ ○
KK511J Cotton Flexible ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ □ ■ ■ ○ ○ ○
KK505J Cotton Flexible ■ ■ ■ ■ ■ ○ ○ ○
KK711T Cotton Moderate ■ ■ ■ ■ ■ ■ ■ ■ ■ □ ■ ■ ■   

KK732X Polyester Sturdy ST □ □ □ □ ● ● ●

KK711X
Polyester Sturdy  □ ■ □ ■ ■ ■ ■ ■ ● ● ● ●
Cotton Sturdy ■ ■ ■ ■ ■ ■ ■ ■ ■ ● ● ● ●

KK524X Cotton Sturdy AS ■ ■ ■ □  

KK504X Cotton Sturdy □ ■ ■ ■ ■ ■ ■ ■ ■    

KK711Y
Polyester Very Sturdy  ■ ■ ■ ■ ■ ■ ■ ■ ■ ● ● ●
Cotton Very Sturdy  ■ ■ ■ ■ ■ ■ ● ● ●

KK524Y Polyester Very Sturdy AS ■ ■ ■ ■ ■ ■ ● ●
VSM SILICON CARBIDE
CP918A Paper "A" Weight  ■ ■ □ ■ □ ■ ■ ■ ■ ■ ■ ■ ○ ○ ○
CP918C Paper "C" Weight  □ ■ □ ■ ■ ■ ■ ■ ■ □ ■ ■ ○ ○ ○ ○
CP501 Paper "E" Weight ■ ■ ■ ■ ■ ■ ■ ■ ■ □ ■ ■ ○ ○ ○ ○
CK721J Cotton Flexible ■ ■ ■ ■ ■ □ □ ○ ○

CK721X
Polyester Sturdy  ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ○ ○ ○ ○
Cotton Sturdy  ■ ■ ■ ■ ■ ○ ○ ○ ○

CK722Y Polyester Very Sturdy AS,  ■ □ □ □ ■ ■ ■ ■ □ ○ ○ ○
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VSM ALUMINUM OXIDE
KP532E Paper “E” Weight ST ■ ■ ■ ■ □ ○ ○ ○ ○

KP520
Paper “F” Weight AS □ □ □ ○ ○ ○ ○
Paper “E” Weight AS ■ ■ ■ ■ ■ ■ □ □ □ □ □ ○ ○ ○ ○

KP510E Paper “E” Weight □ ■ ■ ■ ■ ■ ○ ○ ○ ○
KP508E Paper “E” Weight □ ■ ■ □ ■ ■ ■ ■ ■ ■ ■ ■ □ ■ □ ○ ○ ○ ○
KP709 Paper “F” Weight □ ■ ■ ■ ■ ■ □ □ □ □   

KK711E Cotton Extremely Flexible ■ □ □ □ □ ■ ■ □ □ □ □ ○ ○
KK532F Cotton Very Flexible ST ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ○ ○ ○ ○
KK511F Cotton Very Flexible ■ ■ ■ ■ □ ■ ■ ■ □ ■ □ ■ □ ■ ■ ○ ○ ○
KK504F Cotton Very Flexible □ ■ □ ■ ■ □ ○ ○ ○
KK112F Cotton Very Flexible ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ○ ○ ○ ○
KK114F Cotton Very Flexible ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ □ ■ ○ ○ ○
KK524J Cotton Flexible AS ■ ■ ■ ■ ○ ○ ○
KK511J Cotton Flexible ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ □ ■ ■ ○ ○ ○
KK505J Cotton Flexible ■ ■ ■ ■ ■ ○ ○ ○
KK711T Cotton Moderate ■ ■ ■ ■ ■ ■ ■ ■ ■ □ ■ ■ ■   

KK732X Polyester Sturdy ST □ □ □ □ ● ● ●

KK711X
Polyester Sturdy  □ ■ □ ■ ■ ■ ■ ■ ● ● ● ●
Cotton Sturdy ■ ■ ■ ■ ■ ■ ■ ■ ■ ● ● ● ●

KK524X Cotton Sturdy AS ■ ■ ■ □  

KK504X Cotton Sturdy □ ■ ■ ■ ■ ■ ■ ■ ■    

KK711Y
Polyester Very Sturdy  ■ ■ ■ ■ ■ ■ ■ ■ ■ ● ● ●
Cotton Very Sturdy  ■ ■ ■ ■ ■ ■ ● ● ●

KK524Y Polyester Very Sturdy AS ■ ■ ■ ■ ■ ■ ● ●
VSM SILICON CARBIDE
CP918A Paper "A" Weight  ■ ■ □ ■ □ ■ ■ ■ ■ ■ ■ ■ ○ ○ ○
CP918C Paper "C" Weight  □ ■ □ ■ ■ ■ ■ ■ ■ □ ■ ■ ○ ○ ○ ○
CP501 Paper "E" Weight ■ ■ ■ ■ ■ ■ ■ ■ ■ □ ■ ■ ○ ○ ○ ○
CK721J Cotton Flexible ■ ■ ■ ■ ■ □ □ ○ ○

CK721X
Polyester Sturdy  ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ○ ○ ○ ○
Cotton Sturdy  ■ ■ ■ ■ ■ ○ ○ ○ ○

CK722Y Polyester Very Sturdy AS,  ■ □ □ □ ■ ■ ■ ■ □ ○ ○ ○

What‘ the difference?

Top size is used to reduce friction and heat.

Stearate is used to help prevent loading.

SYMBOL KEY
TS TOP SIZE

ST STEARATE

AS ANTISTATIC

 Suitable for Wet Applications

■ Stocked Product

□ Available, Not Stocked

○ For low to medium contact pressure

 For medium contact pressure

● For medium to high contact pressure

Availability is subject to change.

WANT A QUICKER SEARCH?
Visit https://www.wsimachinery.com/collections/sanding-abrasives 

to filter available products, based on your needs.

Call (847) 526-1411 or email sales@wsimachinery.com for abrasive sales support. 




