
 

 
 

TOOLS NEEDED: 
14MM SOCKET 
16MM SOCKET 
19MM SOCKET 
11/16 SOCKET 
5/8 SOCKET 
14MM WRENCH 
16MM WRENCH 
19MM WRENCH 
11/16 WRENCH 

WARNING: 
After installing this 
to properly align the front wheels may result in decreased ability to control 
the Golf Cart which may result in rollover or crash.

< To reduce risk of accidents and injury or death >

Be Prepared 
 Wear seat belt, motorcycle helmet, eye 

protection and protective gear. 
 Keep your body completely inside the 

vehicle at all times.  Keep both hands on 
the steering wheel.  Be sure passenger is 
seated, belted, and holding on to the 
handholds. 

 
Be Qualified and Responsible 
 This vehicle is intended for use only by an 

operator 16 or older with a valid motor 
vehicle license. 

 Passenger and driver must be able to 
place both feet flat on the floorboard 
while seated upright with their backs 
against the seat backs. 

 

 

5 INCH DROP AXLE
E-Z-GO

 
INSTALLATION INSTRUCTIONS

 

After installing this lift kit, the front wheels must be properly aligned.  Failure 
to properly align the front wheels may result in decreased ability to control 
the Golf Cart which may result in rollover or crash. 

  

WARNING 
< To reduce risk of accidents and injury or death > 

r seat belt, motorcycle helmet, eye 

Keep your body completely inside the 
vehicle at all times.  Keep both hands on 
the steering wheel.  Be sure passenger is 
seated, belted, and holding on to the 

This vehicle is intended for use only by an 
operator 16 or older with a valid motor 

Passenger and driver must be able to 
place both feet flat on the floorboard 
while seated upright with their backs 

Avoid Rollovers and Crushing Injuries
 Use care when turning:

o Turning the steering wheel
fast can result in a rollover or loss of 
control. 

o Slow down before entering a turn.
o When making tight turns from a stop, or 

at slow speeds, avoid sudden or hard 
acceleration. 

o Avoid sideways sliding, skidding, or 
fishtailing, and never do donuts.

 Drive straight up and down inclines, not 
across them.  If crossing a hill is 
unavoidable, drive slowly and turn downhill 
immediately if you feel the 

 
Abrupt maneuvers or aggressive driving have 
caused rollovers, even on flat, open areas.

DROP AXLE LIFT KIT 
GO® TXT® 

 
INSTALLATION INSTRUCTIONS 

 

lift kit, the front wheels must be properly aligned.  Failure 
to properly align the front wheels may result in decreased ability to control 

Avoid Rollovers and Crushing Injuries 
Use care when turning: 

Turning the steering wheel too far or too 
fast can result in a rollover or loss of 

Slow down before entering a turn. 
When making tight turns from a stop, or 

avoid sudden or hard 

Avoid sideways sliding, skidding, or 
fishtailing, and never do donuts. 

Drive straight up and down inclines, not 
across them.  If crossing a hill is 
unavoidable, drive slowly and turn downhill 
immediately if you feel the vehicle may tip. 

brupt maneuvers or aggressive driving have 
caused rollovers, even on flat, open areas. 



 

STEP 1 
 
Engage parking brake and chock rear wheels.  
Raise golf cart with lift and use jack stands.  
Using 19mm socket, remove front wheels and 
dust caps.  Now remove cotter pin, castle nut 
and hub.  Retain hub and hardware. 

 

STEP 2 
 
Disconnect steering tie rod by removing cotter 
pin and castle nut (11/16” socket). 

 

STEP 3 
 
Remove tie rod ends from both sides of drag link 
using a 16mm socket and 11/16” wrench. 

 

STEP 4 
 
Using a 16mm socket and wrench, remove three 
bolts from rack and pinion.  Retain hardware. 



 

STEP 5 
 
Using a 14mm wrench, remove the lower 
washer, bushing, and nut from shock.  Push 
shock up and out of the way.  Retain hardware.  
Repeat on other side. 

 

STEP 6 
 
Using a 16mm socket and wrench, remove five 
bolts from factory axle.  Retain shock plates and 
hardware. 

 

STEP 7 
 
Place Main Axle Assembly on leaf spring.  Pull 
shocks down and attach to Main Axle Assembly 
to hold in place. 
 
* A floor jack is recommended to help hold 
suspension assembly in place while you get the 
bolts started. 

 

STEP 8 
 
A) Re-attach spring plates to Main Axle Assembly 
using retained hardware from Step 6.  Tighten 
hardware. 
B) NOTE: Make sure to install the longest bolt in 
the front hole of the driver’s side as shown.  
Shortest of the three spacers go here. 



 

STEP 9 
 
Using 5/8 socket and wrench re-attach rack and 
pinion to Main Axle Assembly using hardware 
retained from Step 4 and tighten. 

 

STEP 10 
 
Using 19mm socket and wrench, attach new 
spindles. 
 
NOTE: Grease spindles 

 

STEP 11 
 
Re-attach factory hubs to spindles using 
hardware retained from Step 1. 

 

STEP 12 
 
Re-attach rack and pinion to spindle arm as 
shown using hardware retained from Step 2. 

  



 

STEP 13 
 
Re-attach draglink to spindles as shown. 

 

STEP 14 
 
For rear installation, disengage parking brake 
and ensure the parking brake is still connected 
and chock front wheels.  Use jack to support 
motor.  Using 14mm socket, loosen but do not 
remove the nuts on the shock and the two u-
bolts on the passenger side.  Place jack stands 
under frame. 

 

STEP 15 
 
IMPORTANT: Leave jack in place to support 
motor and axle assembly to avoid motor roll. 
 
Move to driver’s side of cart.  Remove and retain 
the bolts from the leaf spring. 

 

STEP 16 
 
Remove the shock and u-bolts on the driver side.  
Retain shock hardware and discard u-bolts. 

  



 

STEP 17 
 
Once hardware has been removed, lower axle 
and re-install factory spring above axle as shown 
using retained factory hardware from Step 15. 

 

STEP 18 
 
For carts with three or four leaf springs, only 
install rear block as shown.  The nut on the 
bottom of the factory spring should align with 
the alignment hole on the rear block. 

 

STEP 19 
 
For carts with two leaf springs or less, install 
spacer on rear block as shown. 

 

 

STEP 20 
 
Using supplied hardware, attach u-bolts to 
bracket as shown.  Using retained hardware 
from Step 16, re-attach spring as shown.  Repeat 
steps 15-20 on passenger side.  Install rear 
wheels and lower cart to begin alignment. 

 

  
  



  
  

 

ALIGNMENT INSTRUCTIONS 
 

WARNING: 
After installing this lift kit, the front wheels must be properly aligned.  Failure to properly align the front 

wheels may result in decreased ability to control the Golf Cart which may result in a rollover or crash. 
 

 

IMPORTANT: The toe must be adjusted on this 
model. 
 

Once installation is complete and the wheels 
have been re-installed, roll the cart forward 15-
20 feet. 
 
Ensure the wheels are pointing straight forward.  
To adjust toe, find a common point to measure 
from on the inside front and inside rear of the 
front tires.  Adjust until the front measurement is 
1/4" to 3/8” greater than the rear measurement. 
 

 
  

 

To adjust toe-in / toe-out, loosen nut on tie rod 
end.  Adjust using a 3/4" wrench to desired 
alignment. 
IMPORTANT: Ensure that after this adjustment, 
both wheels toe out from the cart’s centerline 
equally. 
IMPORTANT: Be sure to re-tighten all 
adjustment point after adjustments are made. 
 
Once tightened, roll the cart back 15-20 feet and 
then forward again to check. 

 
 
 
 
 
 
 
 
 
 

E-Z-Go®, E-Z-Go ® TXT®, and E-Z-Go® RXV® are registered trademarks of Textron Innovations Inc (“Textron”). Reference to E-Z-Go®, E-Z-Go ® TXT®, and E-Z-Go® RXV® or any of Textron’s trademarks, word 
marks, or products is only for purposes of identifying golf carts with which this EXCALIBUR product is compatible. EXCALIBUR products are aftermarket parts and are not original equipment parts. EXCALIBUR 

is not connected to, affiliated with, sponsored by, or endorsed by Textron or any of its parent or subsidiary companies. 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 


