
 

MK7 Golf-R Rear Diffuser Installation Instructions 

 

Kit includes: 

• (2) Outer diffuser fins and retention brackets 

• (2) Inner diffuser fins and retention brackets 

• (8) Stainless steel #8-15x2” Screws 

• (1) Protective sticker pack  

Installation tools required: 

• 1/4” SAE socket 

• Tape measure or ruler 

 

 

 

 

 

1. Apply the protective stickers to where the diffuser fins will mount to the OEM diffuser. While this is an 

optional step, it will protect against light scratches due to dirt over time. The outer fin stickers are 

placed centered over the OEM fins. The two inner fin stickers are difficult to align so I highly 

recommend first mounting the inner fins completely and marking the location with masking tape. Then 

remove the inner fins and use the tape as an alignment guide. 

 

2. Clean the backside of the OEM diffuser where the fin brackets will mount. Typically, this area will 

collect dirt and debris, which will impede the mounting bracket from sitting properly and cause fin to 

be misaligned when mounted.  

 

3. Locate the outer two fins in the kit which are the two smaller ones of the four and its retention 

brackets. It is VERY IMPORTANT to note that the outer fin retention brackets are side specific. One is 

marked as “LEFT” and the other one marked s “RIGHT”, if the wrong side is used the fin will not align 

correctly. Insert the retention bracket marked “LEFT” behind the OEM diffuser into the void of the left 

OEM fin. It should look like this when properly insert. 



 
 

 
 

 

While holding the top of the outer diffuser fin centered over the OEM fin, insert and secure the fin 

using two screws evenly from the bottom. IMPORTANT: Do not overtighten the screws down just 

enough to compress the foam under the fin is sufficient. Overtighten may cause damaged to both the 

diffuser fin or the OEM diffuser. 



 
 

Repeat on the right side using the retention bracket marked “RIGHT”. 

 

4. Both center diffuser fins and center retention brackets are interchangeable and are not side specific. 

Insert the retention bracket behind the OEM diffuser and verify that it is sitting properly as seen here. 

 

 
 

Then loosely attach the center diffuser fin with 2 screws to still allow it to be repositioned left and 

right. 



 

 
 

Adjust the spacing to be 6 ¼” from the inside of the outer fin to the outside of the inner fin. Tighten 

down the center diffuser fin screws at this point. IMPORTANT: Do not overtighten the screws down 

just enough to compress the foam under the fin is sufficient. Overtighten may cause damaged to both 

the diffuser fin or the OEM diffuser. 

 

 
 

Repeat for the second center diffuser fin and you are all done. 


