
Recommended Materials:

• (7) 8’ Pressure Treated or Marine 
Grade 2” x 4”s

• (1) 4’ x 8’ x 1/2” sheet of pressure 
treated or marine-grade plywood

• (72) 2-1/2” Exterior Wood Screws

DIY Pontoon Boat Cut List:

2”x4” Boards:   Plywood:
(2) @ 90”   (1) @ 93” x 46”
(7) @ 43” 
(2) @ 46” 

Recommended Tools:
• Circular Saw
• Cordless Drill
• 3/8” Drill Bit
• Measuring Tape
• Chalk Line/Marker
• 9/16” Wrench and Socket 

Assembly Instructions

First, you’ll build the frame.

FIGURE 1: Perimeter Corner

FIGURE 2: Inner Bracing Marked, 
Lined Up & Attached

FIGURE 3: Your finished frame, also showing the 
measurements needed to mark for your cross-bracing.

TRUE DIY PONTOON BOAT

Thank you for purchasing the True Do-It-Yourselfer pontoon boat kit. In 
the boxes, you are receiving (4) pontoons and the hardware to attach to 
the deck you are going to build. The pontoons are designed to fit a boat 
that has a finished deck size of 4’x8’. Here is how we recommend you 
build your deck.

Step 1: Cut all 2x4 boards to length according to the cut list.

Step 2: Arrange the 90” and 46” 2x4s to form the perimeter of the 
frame. The 46” board will be on the outside of the 90” boards making 
your overall length 93”.

Step 3: Screw the perimeter together at the four corners using 2 screws 
on each corner as shown in Figure 1.

Step 4: Mark the 93” lengths for placement of the cross-bracing 
boards indicating the center of the 2x4 cross-braces. Mark at these 
measurements from each end. See Figure 3.

10.5”   |   22.5”   |   34.5”   |   46.5”

Step 5: Arrange the (7) 43” boards inside the perimeter, lining the 
center of the board up with your mark as shown in Figure 2. Measure 
each diagonal to make sure your frame is square. Adjust as necessary 
until you get matching numbers for both diagonals.

Step 6: Make sure the boards are straight and flush with the top of the 
perimeter, and attach using 2 screws on each end. 
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Assembly Instructions Continued

TRUE DIY PONTOON BOAT

Now, you’re ready for the deck.

If you have any questions, please don’t hesitate to contact us. 
Phone: 940-668-573   |  Email: marketing@pondking.com

Step 1: Cut the  4’x8’x1/2” sheet of plywood down to 93” x 46” 

Step 2: Lay on top of your frame making sure all edges are flush.

Step 3: Once you have it in place, screw down each of the 4 corners to 
keep it from moving around.

Step 4: To fully secure the deck, you need to add more screws in the 
middle. So you know where the bracing is, make a grid and mark it with 
either a marker or chalk line. You will use the same measurements for 
the 93” sides as you did when building the frame.

10.5”   |   22.5”   |   34.5”   |   46.5”
To make your marks on the 46” sides, use these measurements from 
each corner: 

11.5”   |   23” 
Step 5: Use a straight edge and marker or a chalk line to make your 
lines across the plywood as shown in Figure 4.

Step 6: Use screws to attach the plywood at each of the intersections 
of your lines as shown in Figure 5.

Step 7: Arrange your pontoons to be the four corners of your boat and 
set your deck on top of it.  The frame should fit in between the bracket 
and the square tube spacer. The short edge of the deck should be flush 
with the ends of the brackets on the pontoons as shown in Figure 6.

Step 8: Pre-drill 3/8” holes in the 2x4s where you will bolt the brackets 
to the pontoons - indicated by the existing holes in the brackets.

Step 9: Attach the pontoons to the deck using a 9/16” wrench and 
socket and the (8) sets of bolts, flat washers, lock washers and nuts as 
shown below.

FIGURE 4: Making chalk lines

FIGURE 5: Attaching the plywood

FIGURE 6: Attaching the pontoonsBolt Flat
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