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Operating Instruction 
 
Dear customer, 
Thank you for buying this quality product. Please read this instruction carefully before initial 
operation. Particularly take note of the following safety instructions. Please keep this 
instruction for future reference and pass it, when handing over this item. 
 
Intended Use :  
 
The laminator is only suitable for laminating documents. Any other use or modification shall 
be deemed to be improper and involves substantial risk of accidents.  
 
Important advice about safety 

 
1. Read through these operating instructions carefully and completely before using the 

machine for the first time. 
2. Only put the machine on a flat and dry surface. It must be freely accessible from all sides. 

It is not recommended to use an extension cable! 
3. Do not open or repair the laminating machine yourself but take it to your specialized 

dealer whenever it is damaged, or contact our service hot line. 
4. Only use films of the correct size (up to DIN A4 max.) and thickness (80 to 125 microns). 

Films that are too thin cause a blockage of the film in the machine. 
5. Do not touch the hot surface of the machine after it has started up. 
6. The laminating machine is not allowed – for safety reasons – to be used by children, 

unless they are supervised by an adult. 
7. Never use the machine outdoor or near water. 
8. Hot lamination: do not laminate in this mode any materials that are sensitive to heat 

with this machine, like thermo-fax paper for example. These materials are only suitable 
for cold lamination. 

9. Do not pour or spill any liquid into the machine or onto it. 
10. Do not insert any metal objects into the machine. 

Please do not grasp inside the machine with your fingers. 
11. The laminating machine is unsuitable for constant use commercially.   

It is recommended to switch off the machine for 30 minutes,  
after it has been operating for a period of approximately 120 minutes. 

12. The socket should be near the device and easily accessible.  
 
 
 
 
 
 
 
 
 
 
 
 



 of different parts 
 

 
 

 up the  machine 
 
A.  Hot lami  (80mic / 125mic)  
 

1. Push the plug into the mains socket outlet and set the switch to “II”.  
The Red Power LED      lights up and the he  process  will begin.

2. The Green Ready LED      lights up er approximately 4 minutes  indicator
 lamp for the hot  Now you can begin the   process.  

3. Open the  film and lay the material that is to be laminated directly onto 
the closed side. Leave a margin of between 3 mm and 5 mm approximately beyond 
the edges while doing so. 

 
 

 Choose a film of correspondingly suitable size in  to the material that is to be 
laminated respec vely. 

 It is not recommended to process several smaller materials in one film. 
 Do not cut up the film before the  is done. 
 The material that is to be laminated, is not allowed to be thicker than 0.5 mm 

including the film. 
 It is  to only laminate very thin or so  materials, like newspaper or  

for example, with thicker films (125 microns). We recommend refraining from any 
empt to do so! 

 Do not insert any  film without the contents. 
 Never   pockets on one side or when they are rolled up. 
 Only   foils that are also described as such. Other kinds of film, like 

transparent wallets for example, are unsuitable for  
 When the product is in  of “Hot” lamina  Green light means it is ready to 

use (Red light means it is not ready and being ed) 
 Ensure that there is at least 30 cm of free space behind the laminator. Otherwise, the 

film will not be ejected completely from the laminator er lamina . This could 
damage the film. 

 

A. Film entrance
B. Switch - 

Cold / Off / Hot
C. Film exit 
D. Release: Anti -Block-System/ jam release  



4. Insert the material within the  film straight and with the closed side first 
into the feed opening on the machine’s front side. The material will feed it in 

 now. 
5. The laminated material that emerges from the delivery opening on the machine’s 

back side is not allowed to be pulled out by force. Wait  it has run out of the 
machine completely. Let the laminated material to cool down briefly!  
 

 
 Only  hot : When the finished laminted pouch is ejected from the film 

exit of the laminator, it is hot and can easily change its shape. For this reason, let the 
laminated film cool for one minute before touching it. 

 To improve the lam n result, you can weight a  hot laminated film down 
with a book, a file folder or any other heavy, flat object. This will give is a smooth and 
flawless surface. 
  

6. Switch off the machine er the  has ended, by  the switch to ‘OFF’. 
Let the machine to cool down and always pull the plug out of the mains socket outlet 
a er using the machine. 

 
B.   Cold la  (‘Cold’) 
 

1. Push the plug into the mains socket outlet and set the switch to ‘I’.  You can begin 
 whenever the LED indicator     lights up in Red. 

2. Open the  film and lay the material that is to be laminated directly onto 
the closed side. Leave a margin of between 3 mm and 5 mm approximately beyond 
the edges while doing so. 

3. Pull the  sheet – if there is one – off the  foil. 
 

 
 Only  films for cold  that are expressly suitable for cold  
 It is recommended not to process several materials in one film. 
 Do not cut up the films before the  is done. 
 When the product is in  of “Cold”  both Red light and Green light 

mean it is ready to use. 



 
 Do not feed the laminator further with foil in case of a blockage. Turn off the device 

immediately! 
  A er hot  allow the laminator to cool down completely before beginning 

with cold  Bear in mind, the rollers inside the laminator will  be hot. 
This could damage the  film and the document to be laminated. 

 
 
Clearing a blockage of the film 

 

1. This machine is equipped with a film blockage  in order to resolve any 
blockage of the film. Such  is featured by Release  on BACK SIDE of 
the Laminator.  

2. Please switch off the machine immediately by  the switch to ’OFF’ and pull 
out the plug from the mains socket outlet, let the machine to cool down briefly (for 
hot  and push the ‘Release’ -film blockage  on back as 
dire indicated by the arrow sign, whenever there is a blockage of the film. 

3. Hold the Release switch firmly with one hand and pull out the film completely from 
the machine’s feed opening or delivery opening with the other hand. 

4. A er you have resolved the blockage of the film and released the Release switch,
 this will go back to its ng posi on again. Now you can use the machine again 
completely.  

5. Please contact our service hot line if there is a blockage of the film again. 
 
 
Cleaning and care 
 

1. Please pull out the plug from the mains socket outlet always, in order to clean the 
machine. Take care while doing so that the plug does not come into contact with any 
liquids. 

2. Allow the machine to cool down before cleaning it. 
3. Clean the machine with a slighly moist, so  cloth. Do not use any  or abrasive 

cleaning agents while doing so. 

 

 

Release



 
3 spare blades (not illustrated)
 

Storage compartment
for spare blade

Cutting unit with blade
and blade cover

Rubber-coated base

Swivel arm

Scale for adjusting
the diameter

Securing palm rest

Slide control with
locking screw

At a glance (features)

Underside

Introduction of different parts

Operating the Paper Trimmer
Use

1. Remove the blade cover from the cutting unit.
2.   Determine the centre point of the circle you wish to cut out. Place the rubber-coated base 

on this point of the paper or photo.

3.   Loosen the locking screw and position the slide control on the required diameter (Note! NOT 
radius). Tighten the locking screw again.

4.   Firmly press down the securing rest with one hand.
5.   Using the other hand, press on the slide control and guide the swivel arm around the circle 

axis in a smooth, even motion. Only apply as much pressure to the blade under the slide 
control as is needed to cut the paper cleanly.

6.   After use, place the blade cover on the cutting unit. 

If you wish to change your grip, release the swivel arm first. Keep the pressure on the 
securing rest constant.
 

Secure the paper you wish to cut with adhesive tape or masking tape to pre-vent it slipping.



Cutter
2  in 1, ruler and trimmer
Extra long ruler (33 cm)
Yardstick
Trimmer for straight cuts
Cutting length 31 cm
Simple and safe cutting,without support
No risk of injury
Convenient to carry sround, doesn’t take up much space














 
Delivery:  
Laminator  

 manual 
 

Paper Trimmer
Cutter
Film



Technical Data 
 

Mains voltage (V) 120VAC, 60Hz 
 width 240 mm 

Size of the machine (mm) 360*147*58  approx. 
Film of  thickness  
(microns) 

80 minimum, 125 maximum 

ng up me 4min. approx.
 speed  260 mm / min 

 
 
Warranty 

The warranty for this appliance is for 12 months from the date of purchase. The 
appliance has been manufactured with care and  examined before 
delivery. 
Please retain your receipt as proof of purchase. In the case of a warranty claim, please 
make contact by telephone with our Customer Service. 

 
The warranty covers only claims for material and manufacturing defects, but not for 
transport demage, wearing parts or for damage to fragile components, e.g. ons or 

 
This product is for domes c use only and is not intended for commercial use. The 
warranty is void in the case of abusive and improper handling, use of force and internal 
tampering not carried out by our autorised service branch. 
Your statutory rights are not restricted in any way by this warranty. The warranty 
period is not extended by repairs made under the warranty. This applies also to 
replaced and repaired parts.  
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