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BOA SCONCE
1001

SATIN NICKEL WITH STAINLESS STEEL CHAINMAIL



BOA

SCONCE
SCONCE

1001

HEIGHT: APPROX. 24" (61.0 CM)
WIDTH: 5" (12.7 CM)

PROJECTION: APPROX. 8" (20.3 CM)

CHAINMAIL DIAMETER: 3 2" OR 5"
WITH BULB (8.8 CM OR 12.7 CM)

BACKPLATE: 8"H X 5"W
(20.3CMH X 12.7CM W)

WIRING: 1 MEDIUM-BASE SOCKET, 60
WATT MAX.

RECOMMENDED BULBS: 40 WATT
CLEAR G-40

J-BOX LOCATION: 5 '/2" (14.0 CM)
FROM TOP OF FIXTURE

GATHERING CHAINMAIL ON TOP OF
BULB WILL REDUCE OVERALL HEIGHT

METAL FINISHES
BRUSHED BRASS

LIGHT ANTIQUE BRASS

DARK ANTIQUE BRASS
BURNISHED BRASS

MATTE BRASS

POLISHED NICKEL

SATIN NICKEL

OIL RUBBED BRONZE

GLOSS WHITE POWDER COAT
MATTE BLACK POWDER COAT
PATINATED STEEL

CHAINMAIL FINISHES
STAINLESS STEEL
POLISHED BRASS
POLISHED NICKEL
HEMATITE

CHANDELIER
5001

SINGLE PENDANT
4001A

TRIPLE PENDANT
4001C
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