
Manhattan Chandelier 
5030 – INSTALLATION INSTRUCTIONS 

 

 
 
 
Thank you for your Fuse Lighting purchase. Installation should be done by a professional electrician 
and two assistants. Please read instructions completely prior to installation. These installation 
instructions are intended as a reference guide only. Unique site conditions may require installer to 
deviate from installation steps listed. 

 

ONE - ASSEMBLE CHANDELIER  
 Note: If fixture was shipped pre-assembled, please skip this step. 
 Feed wiring through single stem completely and screw both stems into knuckle details on 

frame. 
 Attach stems to canopy by removing hardware at end of stems and feeding threaded posts 

through holes on canopy. Secure by re-attaching hardware to end of stems inside of canopy. 

 

TWO - PREPARE INSTALLATION 

 Hardware provided may not work for your installation. Installer to determine if hardware is 
compatible with structural conditions at site. Installer is responsible for sourcing/providing 
additional hardware if necessary. 

 

THREE - INSTALL FIXTURE 

 Approximate weight is 75 lbs each chandelier. 
 Lift and wire fixture to J-Box. Use two finished ball screws (for J-Box) to secure fixture to J-

Box. Use the universal mounting bracket if needed. Additional finished ball screws w/toggles 
secure the edges of the canopy directly to the ceiling. 

 

FOUR - HANGING GEM STRANDS 

 Unwrap all gem strands and lay them out on a table. 
 Note: Due to the organic nature of these gems, some strands will be slightly longer or shorter.  
 Stagger the lengths evenly as you begin to hook strands into each hole to create a balanced 

height of the gem strands. 

 

FIVE - ADD BULBS 

 Bulbs are provided as a one-time courtesy when in stock. If recommended bulbs are not 
available when your order is complete, fixture will ship without bulbs. This is to avoid delays 
in shipping. 

 For this fixture, we recommend using 40 watt clear G-40 globes. 
 


